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Abstract
The very high sensitivity of matter-wave interferometry for detecting accelerations
and rotations has made it to an ideal tool for applications in fundamental physics
and metrology.
The apparatus presented in this thesis uses the synchronous operation of two
counterpropagating atom interferometers to discriminate between accelerations
and rotations. The ensembles of 8 µK cold 87Rb atoms are launched with a ve-
locity of about 2.8 m/s from two double-MOT sources on precisely controlled
parabola trajectories into the interferometer chamber. After the preparation of
the atoms in the ground state, a sequence of three atom-light interactions follows
in the interferometry chamber to split, reflect and recombine the atoms, forming
a Mach-Zehnder style interferometer. The beam splitter and mirror pulses use a
two-photon Raman transition to be able to coherently transfer a large momentum
to the atoms to enclose a large area. The detection of the atomic state is realized
by measuring the fluorescence light in both output states in each interferometer.
The setup is compact and transportable while still enabling sensitivities compara-
ble to the best conventional sensors. When extrapolating the achieved values of
107 atoms/s with an interferometry time of 2T = 46 ms and signal to noise ratio
of 32 to the inertially sensitive case, an area of 17 mm2 would be enclosed and
the resolution would be 7 · 10−7 rad/s√Hz for rotations and 4 · 10−6 m/s2√Hz for
accelerations.
A high reliability laser system has been implemented with excellent stability
and accuracy enabling more than day of measuring without any laser failures. The
frequency of important laser systems can be set and modified with a phase locked
loop technique with sub-Hz accuracy relative to the reference laser. An advanced
electronic and software control system has been implemented that enables a high
flexibility in the design of complex experimental patterns with many pulses and
tight timing requirements on all channels.
This highly flexible and sensitive instrument is capable of measuring rotations
and accelerations as well as measure the transition frequency. It is also applied
for other studies related to number factorization with the Gauss-sum algorithm.
Simultaneous loading and free flight operation with high repetition rates up to
7 Hz as well as inertially insensitive fringes across all three windows (2T = 46 ms)
are shown in this work.
Keywords: Atom interferometry, laser cooling, inertial sensors
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Zusammenfassung
Die sehr hohe Empfindlichkeit von Materienwelleninterferometrie für die Messung
von Rotation und Beschleunigung hat sie zu einem idealen Werkzeug für Anwen-
dungen in der fundamentalen Physik und in der Metrologie gemacht.
Das in dieser Arbeit vorgestellte Gerät wird, benutzt den synchronen Betrieb
zweier gegenläufiger atomarer Interferometer zur Unterscheidung von Rotation
und Beschleunigung. Die Ensembles von 8 µK kalten 87Rb-Atomen werden mit
einer Geschwindigkeit von etwa 2.8 m/s von zwei Doppel-MOT Quellen auf ge-
nau kontrollierte Parabelbahnen durch die Hauptkammer gestartet. Nach der Prä-
paration der Atome im Grundzustand folgt eine Sequenz von drei Atom-Licht-
Wechselwirkungen welche die Atomen teilt, reflektiert und wieder rekombiniert, um
so ein Mach-Zehnder ähnliche Interferometer zu realisieren. Für die Strahlteiler-
und Spiegel-Pulse werden zwei-Photon Raman-Übergänge genutzt um kohärent
einen großen Impuls auf die Atomen zu übertragen um damit eine große Fläche auf-
zuspannen. Die anschließende Bestimmung der Besetzung der atomaren Zustände
wird mit Hilfe einer zustandsselektiven Fluoreszenzmessung realisiert. Der gesam-
te Aufbau ist kompakt und transportabel und hat zugleich eine Sensitivität, die
mit den besten konventionellen Sensoren vergleichbar ist. Wenn man die erreichten
Ergebnisse von 107 Atomen/s bei einer Interferometriezeit von 2T = 46 ms und
einem Signal-zu-Rausch Verhältnis von 32 auf den inertial sensitiven Fall extrapo-
lieren würde, dann wäre eine Fläche von 17 mm2 eingeschlossen und die Auflösung
für Rotation 7 · 10−7 rad/s√Hz und für Beschleunigung 4 · 10−6 m/s2√Hz.
Ein sehr zuverlässiges Lasersystem mit einer hervorragende Stabilität und Ge-
nauigkeit, welche es ermöglicht, einen ganzen Tag ohne ein Ausfall der Laser
zu messen, wurde aufgebaut. Die Frequenz und Phase von wichtigen Lasersys-
temen wird mit einer Phase-Locked-Loop Methode mit sub-Hz Genauigkeit rela-
tiv zum Referenzlaser festgelegt und gesteuert. Ein fortschrittliches elektronisches
und Software-Steuerungssystem, welches eine hohe Flexibilität in den Entwurf von
komplexen experimentellen Abläufen mit viele Pulsen und engen zeitlichen Anfor-
derungen auf alle Kanälen erlaubt, wurde implementiert.
Dieser sehr flexible und sensitive atominterferometrische Aufbau ist in der Lage
Rotationen und Beschleunigungen ebenso wie atomare Übergangsfrequenzen zu
messen. Des weiteren ist es für andere Studien angelehnt an die Faktorisierung
von Zahlen mit Hilfe des Gauss Algorithmus angewandt worden. Das Laden der
MOT mit zeitgleich der freie Flug mit hoher Taktrate bis zu 7 Hz ebenso wie
Interferenzsignalen einer inertial insensitiven Interferometer über alle drei Fenster
(2T = 46 ms) werden in dieser Arbeit gezeigt.
Schlagwörter: Atominterferometrie, Laserkühlung, Inertialsensoren
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Samenvatting
De zeer hoge gevoeligheid van materie-golf-interferometrie voor het meten van
rotatie en versnelling had het tot een ideaal gereedschap in de fundamentele natu-
urkunde en metrologie gemaakt.
Het apparaat dat in dit werk voorgesteld wordt, maakt gebruik van twee ge-
lijktijdige interferometers in tegenovergestelde richting ter onderscheiding van ro-
tatie en versnelling. De ensembles van 8 µK koude 87Rb atomen worden met
een snelheid van ongeveer 2.8 m/s vanuit twee tweetraps MOT bronnen op pre-
cies gecontroleerde parabolische banen richting de hoofdkamer geschoten. Na het
prepareren van de atomen in de grondtoestand volgt een rij van drie atoom-licht-
wisselwerkingen die de atomen delen, reflecteren en weer samenvoegen om zo een
soort Mach-Zehnder interferometer te vormen. De straaldeler- en spiegelpulsen ge-
bruiken twee-foton-Raman-overgangen om coherent een grote impuls op de atomen
over te brengen en zo een groot oppervlak te omsluiten. De aansluitende detec-
tie van de atomare toestand is met behulp van toestandsselektive fluorescentie
metingen gerealiseerd. De gehele opbouw is kompakt en transportabel en heeft
tegelijkertijd een sensitiviteit die vergelijkbaar is met de beste conventionele sen-
soren. Als men de bereikte resultaten van 107 atomen/s bij een interferometrie-tijd
van 2T = 46 ms en een signaal-ruis-verhouding van 32 naar het inertiaal sensitieve
geval zou extrapoleren, dan zou een oppervlakte van 17 mm2 worden ingesloten
met een resolutie van 7 ·10−7 rad/s√Hz voor rotatie en van 4 ·10−6 m/s2√Hz voor
versnelling.
Een zeer betrouwbaar lasersysteem met een uitstekende stabiliteit en nauwkeu-
righeid is opgebouwd waarmee het mogelijk is een hele dag te meten zonder uitval
in het lasersysteem. De frequentie en de fase van de belangrijkste lasersystemen
worden met een Phase-Locked-Loop methode met sub-Hz nauwkeurigheid relatief
tot de referentie-laser vastgelegd en gestuurd. Een geavanceerd elektronisch en
software stuursysteem is geïmplementeerd dat een hoge flexibiliteit bij het ontwer-
pen van experimentele aflopen met veel pulsen met strikte timing eisen op alle
kanalen mogelijk maakt.
Dit zeer flexibele en gevoelige apparaat is in staat om rotatie en versnelling als
ook atomare overgangsfrequenties te meten. Verder is dit apparaat ook toegepast
in andere studies gerelateerd aan het faktoriseren van getallen met behulp van het
Gauss-algoritme. Signalen van een inertiaal insensitieve interferometer over alle
drie vensters (2T = 46 ms) als ook eerste metingen van het laden van de MOT
met gelijktijdig metingen aan de vrije vlucht bij hogere herhaalfrequenties tot 7 Hz
worden in dit werk getoond.
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Front line research has always relied on high resolution sensors that operate at the
limits of what is possible. For the current questions in geophysics and fundamental
physics but also navigation, gyroscopes with very high resolution are needed.
1.1. Rotation measurements
Methods for measuring rotations can be divided in two groups, one that looks at
the motion relative to some other object, and one that looks at the deviations from
an ideal local inertial frame. One of the oldest examples of measuring rotations
by looking at the relative motion to another object is astonomy: based on the
movement of the stars in the night sky, it is obvious that the earth (or the sky)
is rotating at about 360o per day. Modern very long base line interferometry
methods [1] can measure the earth rotation rate relative to very distant quasars
with a resolution of 1 · 10−14 rad/s 1.
Traditional methods for measuring rotations as deviations from the ideal inertial
frame either used the conservation of momentum of a rigid body, or used the wave
nature of light.
The Foucault pendulum [4] in 1851 in the Panthéon in Paris was the first lab-
oratory experiment that directly showed that the Earth was rotating. It is based
on the fact that a swinging pendulum will continue to swing in the same direction
it has started when there are no other forces acting upon it, it therefore showed
that it was the earth that was rotating and not the pendulum.
The first gyroscope based on a heavy spinning sphere, which is carefully sup-
ported to avoid any torques from the suspension, was designed by Bohnenberger
[5] in 1817. It makes use of the concervation of momentum which, in the absence of
additional torques, keeps the rotation axis constant and it is therefore the suspen-
sion that is moving around it. Unfortunately the technology of that time could not
keep the sphere in motion long enough to also show the rotation of the earth. The
first practical gyroscopes that could do that came from the beginning of the 20th
century when electric motors were added to the system to replace the momentum
lost due to friction.
The best mechanical gyroscopes today are the ones used by the satellite mission
Gravity Probe B [6]. They are extremely well polished spheres operating in free fall
in vacuum, with the angles read out by SQUIDs [7]. They were sensitive enough
[8] to detect the frame dragging effect as predicted by Lense and Thirring [9].
1VLBI actually measures angles, not rotation rate, with a typical accuracy of 0.2 milliarcsecond
[2, 3], and which are typically tracked over 24 hours.
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1. Introduction
Figure 1.1.: The original setup of the interferometer used by Sagnac. The light
source is a lamp at point O, the beam splitter is at J, and observed is
with a photographic film between P and P’. Reproduction from [10].
The first optical rotation sensor was the interferometer Sagnac [11, 10] built
in 1913, which splits a light wave and sends the two beams in opposite direction
through the same loop and afterwards overlaps them again so that constructive
or destructive interference can be observed at the output. The resulting phase






Ω · −→A, (1.1)
with c the velocity of light,
−→
Ω the rotation rate and
−→
A as the enclosed area. The
Mach-Zehnder-like interferometer that is used for the matter waves has a phase
shift that is only half of the Sagnac shift. A somewhat eleborate derivation of
this equation for a generic interferometer (Sagnac, Mach-Zehnder or other type)
is given in appendix B.
The main parameters one can use to improve the sensitivity are the enclosed
area and the wavelength. Because the phase shifts are rather small, the famous
Michelson, Gale, Pierson experiment [12] of 1925 needed a very large area of 612×
339 m2 to measure a phase shift of 1.48 rad due to the earth rotation.
The invention of the ring laser gyroscope by Macek and Davis in 1963 [13]
allowed for a much better accuracy because it replaces the phase measurement of
the passive Sagnac interferometer with a frequency measurement. The frequency








with l the length of the perimeter of the enclosed area.
The current best [14] ring laser gyroscope is “G” in Wettzell [15], with a square
shape of 4 × 4 m2 operating at 633 nm with a difference frequency of 349 Hz
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which can easily be measured to some ppm giving an effective rotation resolution
of 10−10 rad/s/
√
Hz. There are even larger ring laser gyroscopes up to 21× 40 m2
[14] in operation but they suffer from mechanical instability.
1.2. Matter wave interferometry
In order to realize a matter wave interferometer, one has to be able to control
the particles of the matter wave, that is the atoms, very accurately. This involves
a method to collimate the matter wave, as well as having a way to coherently
manipulate the matter wave to make beam splitters and mirrors.
For the operation of an interferometer one also needs to have a well defined
wavelength, which for a matter wave means a well defined velocity, but the co-
herence does not always need to be as good as that of a laser, in fact some early
interferometers used a light bulb as light source.
The purpose of cooling of atoms for matter wave interferometry is twofold: first
to increase the effective number of atoms by collimating the cloud or beam of
atoms, and second to increase the coherence length. To achieve this, the atoms
need to be slowed down to velocities of a few cm/s (in a moving frame).
Cooling via collisions with the walls of a vacuum chamber, even when they are
cooled with liquid helium is not enough, as the velocities corresponding to such
temperatures are about 30 m/s for rubidium. Cooling with light has turned out
to be far more effective.
It is based on laser light that is red detuned relative to a transition frequency
and depends on the Doppler shift to shift the transition to or away from the
resonance resulting in a velocity dependent force on the atoms that slows down
the atoms. This so called Doppler cooling was predicted by Hänsch [16] in 1975
and experimentally achieved in 1985 by Chu [17].
The Magneto Optical Trap (MOT) which not only cools but also captures a
cloud of cold atoms was developed shortly afterwards in 1987 by [18], it is based
on the application of Doppler cooling along all three axis in combination with a
spatially dependent magnetic field.
Temperatures below the Doppler limit were first experimentally observed in
1988 [19] and shortly afterwards theoretically explained [20, 21] by also taking
into account the substructure of the atoms.
For ground based atom interferometers, like the one presented in this thesis, this
was enough.
The race towards even lower temperatures continued however with sub-recoil
cooling [22] and finally Bose-Einstein condensation (BEC) [23, 24] in 1995 enabling
more exotic methods like QND and squeezing [25].
In order to do interferometry the atoms have to behave like a wave. This took the
development of quantum mechanics which started in 1905 when Einstein proposed




Ephoton = h · f = hc
λ
, (1.3)
with h as Plank’s constant, c the speed of light, f the frequency of the light and
λ the wavelength of the light. In the same year Einstein also published his famous
equation for the energy of a particle with mass m [27]:
Eatom = mc
2. (1.4)
It took until 1924 before it was realized that atoms and photons have more in
common than being particles with a common property of energy, when de Broglie
proposed the idea that not only light is a wave with particle properties but that








with p the impulse of a particle with velocity v and mass m. This opened up
the way for doing matter wave interference.
Using equation 1.4 and 1.5 the Sagnac phase of equation 1.1 can be replaced





Ω · −→A. (1.6)
Here E is the energy of the particles used to do the interferometry. A simple
comparison of the energy of a photon (λ = 633 nm, 2 eV) with the energy of an
atom (rubidium-87, 8 · 1010 eV) shows that there is a huge gain of about 10 orders
of magnitude in sensitivity possible if the other parameters stay constant. Or one
can get the same sensitivity of the Michelson-Gale-Pierson experiment with only
a few square millimeter instead of 29 soccer fields.
The first atom interferometer with carefully controlled beam splitters based on
(microwave) light was introduced by Ramsey in 1950 in his paper on spectroscopy
with separate oscillating fields [29], although not recognized as an interferometer
at that time. This method is still used for atomic clocks.
In 1989 Bordé [30] proposed the use of the momentum of optical photons to
obtain larger recoil velocities to realize highly sensitive atom interferometers for
the measurement of inertial forces.
The first (intentional) atom interferometers were Riehle [31] in 1991 using a
calcium beam apparatus showing that the Sagnac effect can cause offsets in optical
clocks and at the same time by Kasevich and Chu [32] using a gravimeter setup
using sodium atoms.
After that many atom interferometers were build measuring the local gravity




1.3. Applications of high resolution rotation
measurements
The most obvious application for measurements of inertial forces is navigation.
To obtain a position from a given starting position and measurements of acceler-
ation and rotation one has to integrate over them, which requires very accurate
measurements as the resulting error grows rapidly.
One of the things of interest in the geo-sciences are the tiny variations of the
daily rotation rate of the earth (about 7.27 · 10−5 rad/s 2). These so called “length
of day” fluctuations are on the scale of a few ms [40] per day or a few parts in 108
of the earth rotation (7 · 10−13 rad/s), they are mostly due to tidal motions of the
oceans and atmosphere and other effects that are not yet entirely understood [41].
More compact and sensitive instruments than the current generation of large ring
lasers are required [14] to better investigate these weak signals.
The rotational components of seismic events (earthquakes) are also a subject of
current investigations [42, 41].
The effects of interest in fundamental physics are mostly related to general
relativity and will be not measurable on earth but only in orbit.
One of the most interesting effects in fundamental physics related to rotations
are the geodetic precession and the frame dragging effect [9] as predicted by general
relativity. The Gravity Probe B [8] experiment has succeeded in measuring the
frame dragging effect. The proposed HYPER satellite [43] would improve on that
and reach 10−16 rad/s in one year (enough to also measure the galactic rotation
rate of one round per 200 million years).
Gravitational waves [44] as also predicted by general relativity, have rotational
components that several authors have considered [45, 46] for detection.
1.4. This experiment
The goal of this work is to realize a compact high resolution rotation sensor based
on atom interferometry with cold atoms that would be transportable, stable, reli-
able and flexible. The work presented here builds on the previous work of Jentsch
[47] and Müller [48].
The transportability is necessary for precision experiments to make calibrations
to known standards, and to make comparisons with other devices of similar preci-
sion to find out what the limitations of the experiments are. As such high precision
experiments are rarely build more than once in one place, there is a need to be
able to move the experiment to other locations.
Furthermore the experiment should be reliable and stable enough to be able to
operate over long periods of time and be able to average over long periods to detect




Figure 1.2.: Schematic overview of the experimental setup showing the symmetric
set up with the two-stage atomic sources, the state preparation and
detection zones and the central interferometry zone.
very small signals and also measure signals with a long period as are common in
geophysics.
The flexibility is necessary because cold atom rotation sensors are a new field
of research, where it is still important to be able to test different methods like
continuous or pulsed mode of operation, or different interferometer sequences.
Also for the investigation of systematic effects it will be important to test many
different parameters.
To achieve these goals, the setup of figure 1.2 has been chosen. The use of cold
atoms allows much lower velocities compared to [49] resulting in a more compact
setup with better stability. The cold atom sources have each a two stage Magneto
Optical Trap (MOT) to ensure a low atomic temperature with a high flux. The
actual interferometer uses three pulses to split, reflect and recombine the atoms,
forming a Mach-Zehnder style interferometer. The beam splitter and mirror pulses
use a two-photon Raman transition to be able to transfer a (relatively) large mo-
mentum to the atoms to enclose a large area. Because of the Mach-Zehnder style
half loop trajectory, it is also sensitive to acceleration. The use of counterpropa-
gating atomic trajectories allows to separate rotation from acceleration [39]. The
chosen trajectories are flat parabolas, in contrast to the steep parabolas of [50],
this also allows to investigate concepts for a possible space mission (HYPER [43],
MWXG [51]) where the trajectory would be a straight line as there is no gravity
to compensate.
With the targeted values of 108 atoms and a drift time of 2T = 50 ms, an
area of 22 mm2 would be enclosed and the shot noise limited resolution would be
2 · 10−9 rad/s√Hz for rotations and 1 · 10−8 m/s√Hz for accelerations.
1.5. This work
Chapter 2 describes the theory and ideas behind this gyroscope as well as some of
its limitations. The chapters 3 and 4 describe the the actual hardware implemen-
tation. Chapter 3 revolves around the core components like the atomic sources,
the vacuum and the magnetic fields (“hardware package”) and chapter 4 (as well
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as appendix D and E) has the details about the used lasers, light manipulations,
electronics and control systems (“support systems”). Chapter 5 shows the results
of the device. Chapter 6 gives an outlook of things to come, things to improve and
things to think about.
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In this chapter the key parameters and design equations are derived to be able to
estimate the performance of the Mach-Zehnder configuration of an atom interfer-
ometer for rotation measurement.
Section 2.1 describes the interaction between the light fields and the atoms,
section 2.2 describes the main phase contributions. Section 2.3 goes into detail
about how to extract the phase from the atomic measurement also in the case
for less ideal situations. Section 2.4 describes the key properties of the cloud of
thermal atoms. Section 2.5 goes into detail about the temporal behavior of the
various components due to the pulsed nature of the interferometer sequence as
well as estimates of noise and other limitations.
2.1. Quantum mechanical description
To do any useful atom interferometry one needs atoms with long living states, to
avoid spontaneous decay that destroys the coherence. The two hyperfine splitted
ground states of rubidium 87 are a frequent choice for this, especially the magnet-
ically insensitive mf = 0 Zeeman-substates. In order to realize a high sensitivity
for inertial forces one needs also to be able to transfer large momenta to the atoms.
Unfortunately the recoil velocity of the microwave photons that can directly drive
this transition is only about 1.0 · 10−7 m/s. This can be improved by using a stim-
ulated Raman transition with two optical photons, giving a total recoil velocity
of 11.8 mm/s. Such transitions occur in a Λ-system like that of figure 2.1. The
atom effectively absorbs a photon from one light field and emits another photon
into the second light field.
In the following discussion the ground state |g〉 and the excited state |e〉 are
a combination of the internal state and the external impulse of the rubidium 87
atoms and are defined as:
|g〉 = ∣∣52S1/2, F = 1,mf = 0, 0〉
|e〉 =
∣∣∣52S1/2, F = 2,mf = 0,+~−→k eff〉 . (2.1)
Here |e〉 has an additional momentum due to the absorbed photon momentum−→
k eff of the two photon transition.
2.1.1. Detunings



















k 1 −−→k 2 (2.2)
This has a minus sign because the atom absorbs a photon from the first light
field and emits it into the second light field. The interferometer as shown in this










k 2 in the opposite direction with very high momentum
transfer.
Due to the extra momentum of the excited state, it has an extra velocity which
causes a Doppler shift given by [52]:
δDoppler =
−→p · −→k eff
m
(2.3)
with m as the mass of the atoms and −→p the momentum of the atoms (m · −→v ).






The presence of light fields also shift the energy levels. These so called AC-Stark
















with ∆ as the detuning of the two light fields with respect to the
∣∣52P3/2, F ′ = 1〉
level.
With that the differential AC-Stark shift becomes:
δac = δac,e − δac,g. (2.6)
The total detuning between the light fields and the shifted atomic transition
becomes:
δ = (ω1 − ω2)− ωeg − δDoppler − δrecoil − δac, (2.7)
with ω1 and ω2 as the angular frequencies of the two light fields and ωeg is the
difference frequency between the |g〉 and |e〉 states (without any shifts).
The detuning without AC Stark shift is:
δ12 = δ + δac. (2.8)
2.1.2. Rabi frequencies
In the presence of a light field, a two-level atom will show oscillations with the
characteristic Rabi frequency in the probability function of its Eigenstates, see
also figure 2.2.
The Rabi frequencies of the two individual transitions of the Raman transition,
describing the transition rate between the ground and intermediate level in the











with Γ as the natural linewidth, Isat as the saturation intensity and I1 and I2
as the intensity of master and slave laser. Γ and Isat are properties of the used
atomic species, the typical values of rubidium 87, which was used for this thesis,
are given in appendix A.
The combined Rabi frequency, describing the transition rate between the ground






























Figure 2.2.: The probability to find an atom in the excited state (P (|e〉)) when
starting in the ground state in the presence of a light field as a function
of time for different detunings δ = 0, 1, 2.5Ω0.
2.1.3. Time evolution
The atomic state can be defined as |Ψ〉 = cg(t) |g〉 + ce(t) |e〉. The time evolution
of the state vector
−→
C = (cg, ce) can be described with :
−→
C end = m · −→C start (2.13)
The matrix m describes the time evolution of the effective two level system:
m =
(
cos (Ωeff t/2)− i δΩeff sin (Ωeff t/2) −eiφi Ω0Ωeff sin (Ωeff t/2)
−e−iφi Ω0
Ωeff






with φ as the phase of the light field.
For the an atom interferometer some values of Ωeff t have a special meaning.



















Because this matrix transfers half of the ground state to the excited state and
vice versa it is also called a beam splitter.









As this matrix indicates, it exchanges the population of the ground and excited
level, hence the name mirror-pulse.







which shows a phase shift depending on the detuning and the time of free evo-
lution.
The probability of finding an atom in the ground state is finally given by:
P (|g〉) = |cg|2 , (2.18)
and the excited state by:
P (|e〉) = |ce|2 . (2.19)
The entire interferometer sequence is then described by a concatenation of such
matrices. The standard case shown in figure 2.2 is the evolution of an atom starting
in the ground state in the presence of a continuous light field:
PRabi(|e〉) =
∣∣∣∣m(t)( 10
)∣∣∣∣2 = Ω20Ω2eff (12 − 12 cos (Ωeff t)). (2.20)
The output state of the Mach-Zehnder sequence for an atom starting in the
ground state is given by:
−→






The probability of finding an atom in the excited state for this sequence is






With φint as the total collected phase of the interferometer due to the light fields.
2.1.4. Bloch sphere
The transformation from the complex vector
−→
C to the Bloch sphere gives an
intuitive picture of what is going on, especially in the case of unusual or imperfect
pulse sequences. This is realized by mapping the complex 2 component vector
−→
C










This vector has unit length. The position (0, 0, 1) or north pole indicates the
excited state and the position (0, 0,−1), south pole, indicates the ground state.
Any measurement of the atomic state is a measurement of the Z-component of this
Bloch-vector. Measurements in the other directions are not possible.
In this model equation 2.14 becomes [47]:
M =
 u2x + (1− u2x) kc uxuy(1− kc)− uzks uxuz(1− kc) + uyksuxuy(1− kc) + uzks u2y + (1− u2y) kc uyuz(1− kc)− uxks
















This is a generic rotation matrix for a rotation around an arbitrary axis −→u =
(ux, uy, uz) with angle Ωeffτ .
The free evolution then becomes a rotation around (0, 0, 1) with angle δτ :
Mfree =
 cos(δτ) − sin(δτ) 0sin(δτ) cos(δτ) 0
0 0 1
 . (2.26)
The beam splitter (pi/2) and mirror (pi) operations (assuming δ  Ω0) are
rotations around (cos(φ),− sin(φ), 0) with angles Ωeffτ=pi/2 and pi:
Mpi/2 =








 cos(2φ) − sin(2φ) 0− sin(2φ) − cos(2φ) 0
0 0 −1
 . (2.28)
The phase φ is phase of the light fields. For an atom in the ground or excited
state (north or south pole) the phase does not make much sense, one typically sets
it to something convenient like 0 or 90o to simplify the calculations.
The pi/2-pi-pi/2-sequence is again described by a concatenation of matrices, sim-
ilar to equation 2.21:
−→




but with a more intuitive visual picture to it as figure 2.3 shows.
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(a) pi/2 pulse (b) free evolution (c) pi pulse
(d) free evolution (e) pi/2 pulse with 90o phase
shift
Figure 2.3.: The Mach-Zehnder pulse sequence (pi/2-pi-pi/2) on the Bloch sphere
(with a 90o phase shifted final pulse). The thick blue line is the path
of the atomic state, the red arrows represent operations with a light
field. Figure (a) shows the first pi/2-pulse, (b) is some drift during
the first period of free evolution, (c) shows the pi-pulse, (d) shows a
drift during the second period of free evolution, and (e) is the last
pi/2-pulse which has a 90o phase shift. The final measurement is along
the vertical (blue) axis (here about 20% in |g〉 and about 80% in |e〉).
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Figure 2.4.: Schematic of the Mach-Zehnder interferometer showing the direction
of the various parameters involved for a Mach-Zehnder for rotation
measurement. It also shows the most sensitive directions for rotation
and acceleration.
Table 2.1.: Targeted values of the interferometer for estimating the expected per-
formance for the shot noise limited case and for deriving the require-
ments of the subcomponents.
Parameter Symbol Value
Drift time T 25 ms
Interaction time τpi/2 10 µs
Cycle time Tc 1 s
Wavelength λ 780 nm
Effective wave vector keff 1.61 · 107 rad/m
Number of atoms N 108 atoms/shot
Velocity vl 3.0 m/s
Enclosed area A 22 mm2
2.2. Phase contributions
This section discusses some of the phase contributions of the Mach-Zehnder con-
figuration shown in figure 2.4.
The total phase of the interferometer can be described as a sum of various
influences [56]:
φint = φlaser + φrot + φacc + ... (2.30)
Where the laser phase is the contribution of the light field without external dis-
turbances. The main contributions of interest are the rotation and acceleration
term. The laser contribution contains noise but also has some technical appli-
cations. Refer to [57, 58, 59, 60, 61, 62, 63] for a more complete description of
possible phase shift terms like gravity gradient, gravity waves, higher orders terms,
cross terms etc.
The interferometer phase due to the phase shift of the light fields can be directly
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derived from equation 2.21:
φlaser = φ1 − 2φ2 + φ3 (2.31)
with φn the phase of the light field at the n-th pulse.
The enclosed area
−→
A , which is important for the rotation phase, is given by:
−→
A = −→v lT ×−→v recoil,effT = ~
m
−→v l ×−→k effT 2. (2.32)
With the targeted interferometer parameters of table 2.1 an enclosed area of
22 mm 2 would be achieved, with a maximum separation of 0.29 mm between the
two paths.
The phase due to a rotation
−→
Ω is according to equation 1.1 with the wavelength





k eff ×−→v l
)
T 2, (2.33)
with −→v as the velocity of the atoms and T the time between the light pulses.













A · −→Ω . (2.34)
These two equations show that the sensitivity scales quadratically with the time
up to the maximum length available, after which one can only increase the available
time by reducing the velocity which gives only a linear increase in sensitivity. The
velocity is actually a time dependent function due to gravity but in the equations
above one should take the average velocity. For maximum sensitivity the wave
vector and the atomic velocity should be perpendicular to each other as well as
to the rotation vector. This equation also shows that the interferometer can only
measure the projection of the rotation vector onto the normal vector of the enclosed
area, that means it can only measure one component of the rotation vector. Other
orientations of the light fields and/or other interferometer architectures like the
butterfly figure with a pi/2−pi−pi−pi/2-sequence of ref. [38] are needed to measure
the other components.
The phase contribution due to acceleration is given by:
φacc =






where −→a is the acceleration due to vibrations as well as gravitation. It is maxi-
mal for accelerations parallel to the wave vector.
Even in the ideal case these phase contributions can not be measured infinitely
accurate because they are measured via measurements of the probability of a
limited number of atoms N , resulting in a phase resolution of 1/
√
N [rad]. For
the target values of table 2.1 this would result in a shot noise limited resolution of
2 · 10−9 (rad/s)/√Hz for rotations, and 1 · 10−8 (m/s2)/√Hz for accelerations.
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In the vertical direction the acceleration term due to gravity for the targeted
values of table 2.1 would be huge: 9.88 · 104 rad. For more optimized gravimeters,
where one uses this term, it is even larger. In the horizontal direction this acceler-
ation term should be zero in the ideal case. But even a small tilt of the beams by
1 µrad (that is 1 µm at 1 m) would result in a phase shift of 98.8 mrad. Because
of the high sensitivity, the phase noise of the interferometer due to vibrations is
also expected to be relatively large.
The rotational phase for the projection of the daily earth rotation on the vertical
at Hannover for the targeted values of table 2.1 will be only 3.5 rad. Therefore
it is very desirable to be able to distinguish rotations from accelerations. This is
possible by making use of the velocity dependence of the rotational contribution,
which is lacking in the acceleration. The best method for that is to use two
counterpropagating atomic trajectories without flipping the wave vectors as well.
The very popular configuration of the interferometer light fields is making use
of the Doppler shift (previous implementation of this experiment [48] as well as
others [39, 38]) not only flips the atomic velocity but also flips the wave vector,
which is not desirable for a rotation measurement. This way acceleration becomes
a common mode signal, while rotation becomes a differential mode signal. This
separation is improved by having many common mode components like sharing the
beam splitters and having identical (but opposite) launch velocities. The phase of
the individual interferometers can then be described with:
φleft = φlaser + φacc + φrot (2.36)
φright = φlaser + φacc − φrot (2.37)
The atom interferometer also has a temporal dependence for the sensitivity to
inertial forces. During the loading and launching it is not sensitive to inertial
forces, only during the interferometry sequence the device can measure inertial










Here rect(t) is the rectangle function (1 for |t| < 1/2, 0 otherwise) and Tc is
the cycle time of the experiment. In the frequency domain the sensitivity function
becomes:
Hrot(f) = sinc (pif2T )
∑
n
δ(f − n/Tc) (2.39)
2.3. Signal to phase
The output signal of the interferometer is generally described with:













Figure 2.5.: The output signal as a function of the interferometer phase. It also
shows the various phases for an example signal with two counterprop-
agating interferometers. The green segments on the curve indicate the
linear areas with maximum sensitivity.
For an ideal signal that goes from 0 to 1, the parameters ξ and θ are 0.5 as in the
ideal case of equation 2.22. In practice they are less and need to be experimentally
determined.






≈ S − θ
ξ
(2.41)
Where the small angle approximation (|φint|  1) has been used to replace
the arcsin with its argument. The location of small angle is also the location of
maximum sensitivity.
Unfortunately when aiming for a high sensitivity one tends to go away from the
small phase approximation. In fact for the values of table 2.1 the resulting rota-
tional phase shift for one interferometer is about 3.5 rad, far beyond any possible
approximation. For a single interferometer one can compensate this phase with a
phase of the laser fields. With two simultaneous counterpropagating interferome-
ters only one can be properly compensated but not both at the same time because
the rotation phase is differential (opposite sign) while the laser phase is common
mode (same sign in both interferometer), see also figure 2.5.
Another complicating factor related to the very high sensitivity is that the un-
wanted common mode phase (mainly acceleration) is also very large and (probably)
very noisy.
Some proposed solutions to these problems are:
• Using only sensitivities that put the phase difference between the two inter-
ferometers at multiples of pi. This may be an option for very high sensitivity
interferometers, where changing the sensitivity a small bit may shift the sig-
nal to a multiple of pi. For example when the phase difference is 1000.25 · pi,
which prevents having both interferometer in the linear regime, changing the
sensitivity by a factor of only 0.99975 brings the difference phase to 1000pi,
where both interferometer can measure a zero phase.
26
2. Theory




pi/2 for |(φleft − φright)mod2pi| < pi/2
0 otherwise
(2.42)
The worst case in this situation is when the phase difference is pi/2, φleft =
−φright = pi/4, which is an operating point with 70% of the 0o-sensitivity.
• Compensating and measuring both interferometer alternately puts one in-
terferometer in the best spot at the expense of the other which results in a
maximum sensitivity for the first but the lower sensitivity of the second will
limit the common mode suppression. Combining two such measurements,
in which different interferometers are compensated, would also have a lim-
ited common mode suppression as the two measurements did not have there
beam splitting pulses at the same time.
• Using the quadrature method takes two shots, where the laser offset phase
alternates between 0 and 90o irrespective of the signal phase, to determine
the phase of the individual interferometers. This would also have a limited
common mode suppression as the two measurements did not have there beam
splitting pulses at the same time.
• Combining several measurements of both interferometers to get a set of coor-
dinates
−→
Si = (Sleft,i, Sright,i) one can use ellipse fitting methods [64] to obtain
the phase difference, similar to the phase measurement in a Lissajous graph.
For this to work, the common mode phase has to be spread over the entire
ellipse, either due to external common mode noise or due to sweeping the
laser phase. This takes many shots where only the phase difference needs to
be stable. Signals with difficult to measure phases (near 90o) are no problem.
All solutions presented here, except the last one, will only work if the common
mode noise is predictable, otherwise it is not guaranteed that the measurement
will be in the high sensitive regime.
When the signals are several fringes large, one also needs to either add apriory
knowledge about the fringe number or use a multi shot algorithm that gives the
magnitude of the signal (course/fine measurement or a “synthetic wavelength”[65])
because phase measurements are typically limited to something like 360o or less.
Since the difference between the very well known signal (daily earth rotation)
and the unknown/less known signals is several orders of magnitude the apriory
method would be feasible.
2.4. Thermal atoms
Because we are using ensembles of atoms with non-zero temperature, it will be
useful to have a description of the atomic cloud.
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The probability density function of thermal atoms as a function of position and
velocity (in the moving frame of the ensemble) is a Maxwell-Bolzmann distribution
given by [53]:





with N˜ a normalization factor such that the integral of P is the total number
of atoms and is for all t constant, σ0 is the radius of the cloud at t = 0, σv is
the radius of the velocity distribution, which is time independent during the free
expansion.

















with σvx,y,z as the velocity width in the 3 orthogonal directions. In a symmetrical
velocity distribution this can be simplified by measuring the velocity width in only





This can be used to measure the temperature of the cloud based on measure-














2.5. Noise and tolerances
This section looks into the main parameters for noise, and stability limits for the
different parts of the measurement cycle.
2.5.1. MOT
The MOT itself has very little influence on the interferometer output. The exact
atom number is not relevant as the chosen detection method normalizes the result
on the available number of atoms. The main requirement here is to load as many
atoms as possible as fast as possible. The targeted values here are 108 atoms per
shot, since that will be about the limit of what the detection can resolve at the
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shot noise level. The excess atoms should be used to increase the number of shots
per second.
2.5.2. Start
The velocity is a scaling factor in the sensitivity. To ensure that the velocity is















Because the accuracy of the phase measurement is independent on the magnitude
of the signal, the relative resolution of a rotation measurement depends on the
magnitude of the measured rotation signal. Therefore the accuracy requirement
on the velocity also depends on the magnitude of the rotation signal. For the
targeted parameters of table 2.1 with the earth rotation as the largest signal, this
means a relative velocity accuracy of better than 3 · 10−5.
Also the launching determines how well the trajectories overlap and therefore
influences how well rotation and acceleration can be separated.
Varying accelerations during the launch causes variations in the position of the
cloud of atoms. This causes the atoms to be in different places in the interfer-
ometry beams during the interferometry pulses as intended, resulting in slightly
different Rabi frequencies with corresponding signal errors, as well as sampling the
wavefront during the interferometry pulses around varying positions which intro-
duces a sensitivity to wavefront errors [66, 67]. These position variations also have
influences on the state detection (see section 2.5.4).
The launching procedure also determines the temperature and cloud size. Due
to finite size of the light fields not all atoms will see the same intensity and have
the same Rabi frequency. The velocity distribution due to temperature also in-
troduces a Doppler shift in the Raman process. Additionally the thermal velocity
distribution introduces a spread in v in equation 2.33, but as long as the resulting
spread in phase stays in the linear regime one averages over it, and the velocity
distribution has no effect, see also section 2.5.3.6.
2.5.3. Interferometry
The phase noise in the interferometry zone can be split in two components: a time
dependent component and a position dependent component. This last one can
again be split in a direction and a phase.
2.5.3.1. Timing errors
The effect of errors in the interferometer pulse lengths τ or the Rabi frequency
Ωeff are most easily recognized when using the Bloch sphere where they result
in a change of the rotation angles. It effectively puts the atomic state on a circle
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Figure 2.6.: Following the trajectory in the case of errors in the pulse length (Ω · τ
not exactly pi or pi/2) of the Mach-Zehnder sequence, it is easy to see
that the sensitivity to such errors is, in first order, zero. The blue
line is the same as in figure 2.3, and is the case without errors. The
cyan colored dots have a longer pulse, the magenta colored dots have
a shorter pulse. All final states are on a circle parallel to the equator,
and all give the same interferometer result.
parallel to the equator, as shown in figure 2.6. The output signal of the Mach-
Zehnder is therefore first order insensitive to errors in the pulse length or the Rabi
frequency.
Errors in the free propagation time can show up as a phase shift:
u(φfree) = δfree(T2 − T1) (2.50)
with T1 and T2 the duration of the first and second period of free propagation
and δfree the detuning of the laser frequency with respect to the atomic transition.
Because the free propagation times are identical up to about 1 ns, a detuning up
to 100 kHz can be tolerated before it causes a phase offset of 10−4 rad, which is
identical for both interferometer.
2.5.3.2. Frequency errors
The detuning is split in two parts, one for the light pulses (δac, this is mainly the
AC-Stark shift) and one for the free propagation (δfree). There are also two effects
of such errors, the first one is a phase shift (φ(t) =
´ t
fdt) which because of the
symmetric nature of the Mach-Zehnder structure, as also indicated by equation
2.31, is zero, and the second one is a change of the maximum excitation probability.
In the case of an AC Stark shift there are two operating points of interest: first





= 0 and dδAC
dI2
= 0 ). The second condition is not achievable
as the AC Stark shift is a linear function of the intensity, this would require zero
intensity.
When there is an AC Stark shift present it is automatically varying due to the
pulsed nature of the interferometer sequence. In that case there are two special
frequencies for the Raman laser system: one for the free running atom without
the AC Stark shift, and one for the atom light interaction including the AC Stark
shift. Mach-Zehnder style interferometers are not sensitive to frequency shifts.
For the phase of a Mach-Zehnder style interferometer this makes no difference
since offset frequencies do not induce additional phases in the output phase of
the interferometer. The presence of a detuning during the atom light interaction
however does reduce the amplitude of the fringes. As long as δac  Ω0 then the
effect of an AC Stark shift can be neglected.
2.5.3.3. Temporal phase noise
The sensitivity g of the interferometer output phase is determined by the infinites-
imal small change in output probability of the interferometer δP (as defined in
equation 2.22) for an infinitesimal small phase jump δφ at time t according to [68]:











The temporal sensitivity of the interferometer phase due to phase noise in the




0 0 < t < ts
sin(Ωeg(t− ts)) ts < t < ts + τ
1 ts + τ < t < ts + τ + T
sin(Ωeg(t− ts − T )) ts + τ + T < t < ts + 3τ + T
−1 ts + 3τ + T < t < ts + 3τ + 2T
sin(Ωeg(t− ts − 2T )) ts + 3τ + 2T < t < ts + 4τ + 2T
0 ts + 4τ + 2T < t < Tc
(2.53)
In the case of a constant frequency offset (dφlaser(t)
dt
= foffset), the interferometer
phase of equation 2.52 becomes zero, indicating that frequency offsets do not cause
phase offsets. This is also obvious from equation 2.31 because a detuning means
that the phase is a linear function of time (φn = f · n · T ). Phase and frequency


















Figure 2.7.: Left: The light field phase noise sensitivity function as a function of
time (g(t)). Right: Its Fourier transform (Hφ(f) = f ·Gs(f)), the dots
indicate the sampling points of repeating mode (Gd(f)). The Fourier
transform is for the targeted parameters of table 2.1.
Since the actual phase noise is not known as a function of time but as a spectral









T+τ)fsinc(pifT )− e−2pii(ts+ 32T+3τ)fsinc(pifT )
)
+ χ (2.54)
with χ the high frequency components due to the edge shape (the sin parts
in g(t)), they become relevant at frequencies around 1/ (2τ), in practice that is
about 50 kHz. The use of different pulse shapes, like Gaussian, only changes the
high frequency components χ, but the leading terms remain unchanged. K is a
normalization factor [47]. The weighting function has minima at multiples of 1/T
because there the signals average away over the drift time T , see also figure 2.7.
Operating in pulsed mode with repetition frequency 1/Tc, over infinite time,






Gp(f)δ(f − n/Tc) (2.55)
with δ as the Dirac delta function. Because the interferometer is operating in
pulsed mode, the exact function becomes a pulse train, indicating that it is not
sensitive to signals at frequencies other than multiples of the repetition rate, like
every sampling system. This effect happens because the Fourier transform goes
from minus infinity to plus infinity. The non-zero components have minima at 1/T
which corresponds to signals that average away over the drift time T .
The resulting phase noise of the interferometer due to phase noise in the light






with S(f) as the single side band power spectral density of the light field phase
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noise, the f 2 term is to convert the phase noise sensitivity to a frequency noise
sensitivity.
2.5.3.4. Intensity noise
The effect of an AC Stark shift due to intensity fluctuations can be split in two
parts: a phase shift, and a change of the effective Rabi frequency.
The actual AC Stark shift is a time dependent function:


















I1 and I2 are the intensities of the two lasers of the Raman system as a function
of time. The three rectangle functions are the pulse shape of the interferometer.
They also show that there can only be an AC Stark shift when there is light, which
limits the sensitivity to only these pulses. It is easy to see that in the case of a
constant intensity, the output phase of the interferometer according to equations
2.52 and 2.53 remains zero.







0 0 < t < ts
sin(Ωeg(t− ts)) ts < t < ts + τ
0 ts + τ < t < ts + τ + T
sin(Ωeg(t− ts − T )) ts + τ + T < t < ts + 3τ + T
0 ts + 3τ + T < t < ts + 3τ + 2T
sin(Ωeg(t− ts − 2T )) ts + 3τ + 2T < t < ts + 4τ + 2T
0 ts + 4τ + 2T < t < Tc
(2.58)
where the two lasers of the Raman system are identified with l ∈ {1, 2}. Its







(+sinc(pi(f + 1/τ)τ) + sinc(pi(f − 1/τ)τ
+e−i2pif(T+τ/2) (sinc(pi(f + 1/τ)2τ) + sinc(pi(f − 1/τ)2τ)
+ e−i2pif(2T+3τ) (sinc(pi(f + 1/τ)τ) + sinc(pi(f − 1/τ)τ)) (2.59)
The resulting phase noise is again given by equation 2.56.
2.5.3.5. Alignment
When considering the effect of alignment, one has to distinguish between the optics









k′2 come from a common fiber
outcoupler,
−→
k2 is the reflection of
−→
k′2 on the mirror with surface normal−→n . The angles are strongly exaggerated.
the two light fields have a strong common mode suppression, with only errors on
the scale of the microwave wavelength left over, whereas after the main chamber
there is only one light field without any common mode suppression which therefore
has sensitivities on the scale of the optical wavelength.
Based on simple considerations of the wave vectors and the mirror, the orien-
tation of the fiber outcouplers is not very critical as it cancels with the reflected
beam, see also figure 2.8. The reflection of
−→





k ′2 − 2−→n
(−→
k ′2 · −→n
)
. (2.60)
Assuming only small angles, the resulting effective wave vector becomes:
−→
k eff = 2
−→n
∣∣∣−→k ′2∣∣∣+ (−→k 1 −−→k ′2) ≈ 2−→n ∣∣∣−→k ′2∣∣∣ . (2.61)
This shows clearly that the direction of the effective wave vector is dominated
by the orientation of the mirror, the second term is typically 5 orders of magnitude
smaller and close to parallel to the normal of the mirror.
For a high excitation probability the normal of mirror should be perpendicular
to the direction of the atoms such that the Doppler shift caused by the projected
velocity of the atoms on the effective wave vector is much less than the Fourier
width of the light pulses of the interferometry:
−→v at · −→k eff = |v| |keff | cos(α) 1
τpi
. (2.62)
This should be achieved for both counterpropagating atomic ensembles. For the
values of table 2.1 this means that the angle α between the atomic velocity and
the normal of the mirror needs to be better than 1 mrad.
To avoid large common mode interferometer offset phases, the projection of
gravity on the effective wave vector needs to be small:
φacc =
−→g · −→k effT 2 = |−→g |
∣∣∣−→k eff ∣∣∣ cos(β)T 2  1. (2.63)
This gives a requirement for the angle β between the direction of gravity and




When making a measurement, one does not interrogate a single atom but always
the entire ensemble. Due to the thermal distribution, each atom samples a slightly
different part of the wavefront. The final measurement is therefore the average of




P (−→x ) sin (φ (−→x )) d−→x (2.64)
When we assume a well collimated light field, and only small phase and wavefront









2σ2w φ (x, y) dxdy (2.65)
Here σw is the radius of the atomic cloud at the position and time of interest,
φ(x, y) is a two dimensional map of the wavefront errors, expressed in radian, and
is basically a sum of the errors of the optics behind the main chamber:










with the integral of the refractive index n(x, y, z) over optical path from the
atoms to the mirror, hm(x, y) is the wavefront error map of the mth optical com-
ponent and can be directly measured with a Shack-Hartmann sensor [69], and
λ the wavelength of light field (about 780 nm). The factor of 2 is because the
components are in double pass.
In the linear regime (|φ|  1) the averaging over the entire atomic cloud causes
no errors, in the edge regime (φ = ±pi/2) however there is a bias towards the
linear area. This reduces the apparent contrast (not the true contrast) because
the contrast is usually measured by bringing the interferometer into the non-linear
regime (φ = ±pi/2) to measure the signal amplitude, causing errors in the scaling
factor.
The difference, due to temperature, in cloud size at the beginning and end of
the interferometry cycle mean they sample the wavefront at different locations re-
sulting in a differential phase offset for the two interferometer. The center window
has no contribution because it is sampled by both atomic clouds after the same
expansion time, with the same cloud size. The effective sensitivity function for
wavefront errors in the differential atom interferometer is:
gw(









With σ1 and σ3 the radius of the atomic cloud in the first and third interferom-
etry window, figure 2.9 shows a typical shape of this function. The motion of the
atoms during the interferometry pulses is neglected as it is much smaller than the
cloud size, it would be a convolution with −→v · τpi/2 (about 30 µm).
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Figure 2.9.: The wavefront sensitivity function g(−→x ), for σ0=1 mm, T = 10 µK,
t1 = 47 ms, t2 = t1 + 2 · 25 ms. The Fourier transform is a rescaled
version of this because it is a linear combination of Gauss functions.
The 2D Fourier transform of this function is:
Hw(
−→κ ) = e−2piσ21pi−→κ 2 − e−2piσ22pi−→κ 2 (2.68)




−→κ ) ∣∣H2w(−→κ )∣∣ d−→κ (2.69)
With Sw as the power spectral density of the wavefront surface.
This wavefront error is a systematic differential offset.
2.5.4. State detection
The state detection makes use of the two internal states used in the interferometer
by measuring the fluorescence light. The amount of fluorescence light is governed







1 + 4 (∆det/Γ)
2 + (Idet/Isat)
. (2.70)
For a reliable state detection the scattering rate should be independent of laser
parameters like detuning and intensity. This is possible with a high intensity
(Idet/Isat) (“power broadening”) to eliminate the sensitivity to laser intensity fluc-










Figure 2.10.: Timing parameters for the detection, as well as the scattering rate.
The detuning can not be chosen to be zero, where it would be first order insensi-
tive, because that causes excessive heating of the atomic cloud which changes its
velocity profile dramatically.
2.5.4.1. Temporal sensitivity
















Here Tc is the cycle time, 2tp is the time between the center of two pulses, τdet is
the length of the pulses, see also figure 2.10. The sensitivity function for intensity
noise in the state detection is then: gdet,I(t) = gdet(t)∂Rsc∂I , the same for frequency
noise is then: gdet,∆(t) = gdet(t) ∂Rsc∂∆det .
The Fourier transformed form of equation 2.71 is:
Hdet(f) =
(
e−2piiftpsinc (pifτdet)− e2piiftpsinc (pifτdet)
)∑
n
δ(f − n/Tc). (2.72)
This causes only phase noise, not phase offsets.
2.5.4.2. Spacial sensitivity
The scattering rate in the actual state detection also has a strong spatial depen-
dency which is normally seen as a Gaussian pulse shape on the photodiode as a







σd is the effective radius of the detection zone (in seconds). The thermal width
of the atoms is hidden in σd, it does not explicitly show up in the detection error.
The typical detection consists of two light pulses on opposite sides of the detection
scattering rate curve. If the starting position or the velocity have an error then
both detection pulses will shift with opposite sign on this curve.
The output signal of the complete state detection in the linear regime (φ = 90o)






























With Tf as the flight time between launch and detection. The error has been
split into a component from the atomic velocity and a component from errors in
the starting position. These errors cause only phase noise and signal offsets but
not phase offsets because of the chosen detection scheme.
When shifting the entire error budget of the detection for achieving shot noise
level on either one these effects one can derive the following conditions for the

















With the usual target values of table 2.1 and tp = 0.6 ms, σd=3 ms, Tf=107 ms
one becomes a relative velocity requirement of better than 1.4 · 10−5, and a start
position more accurate than 4.5 µm.
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This chapter describes the central components that make up the rotation sensor.
This includes the vacuum system, the atomic sources, atomic state preparation,
interferometry and the final state detection. The laser systems, light manipulation
systems and electronics that all connect via optical fibers and electrical cables to
the experiment are described in chapter 4.
3.1. Vacuum
Because the cold atoms are sensitive to collisions with atoms of the background
gas, we need a vacuum system to obtain long lifetimes of the cold atoms.
The vacuum system show in figure 3.1 can be divided into two sides, one for the
atomic manipulation and one for the pumps. The pump section of the vacuum
uses standard CF-40 parts made from non-magnetic steel. The vacuum system
is initially pumped down with a turbo-molecular pump to about 1 · 10−8 mbar
after which the valve is closed and the turbo pump is removed from the system,
to avoid any vibrations coming from the pump. In the UHV range the pressure is
maintained by an ion-getter pump (30 l/s, Vacom 40SDI2HSCNN) and a titanium
sublimation pump (Hositrad SB-1020 TSP) giving a final pressure of about 5 ·
10−10 mbar after a moderate bake-out. A UHV pressure sensor (Varian 580) is
used to measure the pressure.
The 2D-, 3D- and Interferometer chambers are made of aluminum with lead
seals between the aluminum parts and with indium for the aluminum-glass seals.
There is a differential pumping stage between the 2D and the 3D chambers with
a hole of 4 mm and a length of 20 mm to maintain a high Rubidium pressure in
the 2D-MOT while maintaining a clean high vacuum for the 3D-MOT and the
interferometry. This results in a high loading rate with long lifetimes. Refer to
appendix C.1 for more details.
The atoms come from an ampule in an oven based on commercial Swagelok parts
that typically operates at room temperature, but can be heated when necessary
to further increase the atomic flux.
The overall length of the vacuum system is about 90 cm and is built on a non-
magnetic breadboard of 120× 90 cm.
3.2. Vibration isolation
The suppression of vibrations is necessary for two reasons. First: the atom inter-
ferometer is sensitive to accelerations as shown in section 2.2 and second: part of
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Figure 3.1.: Top view of the vacuum system. A: atom oven, B: 2D MOT, C: 3D
MOT, D: main chamber, E: titanium sublimation pump, F: ion getter
pump, G: valve for turbo molecular pump, H: UHV sensor.
the optics around the main chamber form an optical interferometer that is sensitive
to movements on the nanometer scale.
An active vibration isolation system (TableStable AVI 350-M) is used to reduce
the vibration level in the range of 1 to 200 Hz. For higher frequencies it provides
passive isolation, for lower frequencies there is no isolation (see figure 3.2). The
effects on the interferometer signal are currently being investigated.
A commercial seismometer (Guralp CMG 40-T) has been used to measure the
vibrations for various setups, on the ground, with vibration isolation on and off,
on the optical table, as well as on various locations in the institute, see figure 3.3.
It was finally decided to put the experiment directly on the floor on the vibration
isolation system, in our lab.
3.3. 2D MOT
The 2D MOT has been optimized to produce a high intensity beam of cold atoms
to quickly load the 3D MOT.
The 2D MOT has 5 beams, 4 of them are large cooling beams with 30 mW each,
red detuned by about 1.8 Γ (11 MHz) from the cooling transition (|F = 2〉 →
|F ′ = 3〉) that shine in from the side, see also figure 3.4. The fifth is the “pusher”
beam with 3 mW 1.8 Γ (11 MHz) blue detuned enhancing the output by a factor
of 2 shining in from behind. The main cooling beams also contain each 0.5 mW of
repumping light, which is on resonance with the repumping transition (|F = 1〉 →
|F ′ = 2〉). This produces a beam with 5 · 109 cold atoms/s, of which 50% can be
captured by the 3D MOT, the beam itself has a typical velocity of 20 m/s.
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Figure 3.2.: Spectrum of vibration with vibration isolation on and off in three
directions, at the location of the experiment (4th floor lab, position D
in figure 3.3). The atomic beam is in east-west direction, the lasers



































Figure 3.3.: Left: Summary of seismometer investigation of various locations, stan-
dard deviation in three directions. Right: map of locations. The
atomic beam is in east-west direction, the lasers are in north-south
direction, gravity is vertical. A: on the ground near the window, B:
on the ground, C on the ground next to the experiment, D: on the
experiment breadboard, E on the ground, F on the optical table with
the laser systems, G: on the ground, H on another optical table. The
far end of the basement is very quiet but has an unstable floor, the
near end of the basement houses some heavy pumps.
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Figure 3.4.: Overview of the 2D-MOT. A-D: main cooling beams, E: pusher beam,
F: magnetic coils. The arrows on the coils indicate the direction of
the current in the magnetic coils. The beam of cold atoms leaves the
2D MOT through the flange on the right side.
For the cooling of the atoms in the 2D MOT a magnetic quadrupole field is
needed which is generated with four coils as show in figure 3.4, the key parameters
are in table 3.1. The coils for the 2D MOT are switched on and off by analog
programming of the power supplies.
The atoms come from an ampule in an oven that can be heated when necessary
but it is typically operated at room temperature.
The cooling beams make use of a shortened beam expander shown in figure 3.5.
The first lens is a negative cylinder lens that increases the divergence of the beam
in one direction, while maintaining the natural divergence of the fiber in the other
direction. Because of the short distances involved, the introduced astigmatism is
still very small. The second lens is a simple plan-convex lens that has been cut
to a rectangular shape. The resulting beam has an elliptical shape. In front of
the cylinder lens there is a quarter wave plate to obtain the necessary circular
polarization.
The pusher beam uses a commercial fiber coupler1 to create a collimated beam
with linear polarization. The output flux of the 2D MOT did not significantly
depend on the polarization that was used.
3.4. 3D MOT with moving molasses
The 3D-MOT has six light beams, oriented in a “110” orientation. The 4 beams in
the horizontal plane are shining in on 45o diagonals to the direction of the atoms,
with the vertical beams at 90o, as shown in figure 3.6. Each of the six beams has
9 mW of cooling light with a variable detuning between 2.5 Γ and 23 Γ as well as
0.3 mW of repumping light (not detuned).







Figure 3.5.: The beam expansion telescope for the 2D MOT. A: fiber, B: quarter
wave plate, C: cylinder lens, D: spherical lens in square shape.
Table 3.1.: Parameters of the magnetic field coils.
2D 3D Bias
size (mm) 55×95 φ 46 98×278
distance (mm) 70 60 73
number of windings per coil 64 45 4
number of coils 4 2 2
wire thickness (mm) 0.85 1.2×0.035
typical current (A) 4 4 1
field strength (G) 400mG@1A
field gradient (G/cm) 18.5G/cm@3A 12G/cm@3A
Switching time (rising/falling) (ms) 25 / 10 <0.1 / 1 1 / 5
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Figure 3.6.: Overview of the 3D MOT. The arrows on the coils indicate the di-
rection of the current in the magnetic coils. The beam of cold atoms
from the 2D MOT enters through the round flange on the left side.
The clouds of cold atoms leave through the rectangular flange on the
right side.
The out-coupling telescopes make use of a two lens beam expander. First a
negative lens to increase the divergence and shorten the overall length, and finally
a positive lens to create a collimated beam with a diameter of 30 mm (1/e2) in a
system which is only 70 mm long. There is a quarter wave plate between the fiber
and the first lens to convert the linear light from the fiber into circular light for
the atoms.
The 3D-MOT operates in 3 distinct modes:
1. A static magneto optical trap optimized for capturing as fast as possible as
many atoms from the 2D-MOT as possible, to get a high signal to noise ratio
in the interferometer and a high cycle time.
2. Near resonant moving molasses to accelerate the atoms to the necessary
velocity and direction for the parabola trajectory through the main chamber.
This is necessary because to accelerate the atoms from 0 to 2.79 m/s in less
than 1 ms one needs a high scattering rate.
3. Far off resonant moving molasses to cool the atoms to the sub-Doppler tem-
peratures needed to keep the size of the atomic cloud small and to further
reduce the velocity distribution to improve the efficiency of the velocity se-
lective Raman transitions in the interferometry.
Because the atoms follow a parabolic trajectory due to gravity in the main in-
terferometry chamber, the launch direction from the 3D MOT needs to be about
15o up. In a zero gravity environment, like the proposed space satellite missions
HYPER[43], one can use the simpler 111-orientation with a fixed direction and
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Figure 3.7.: Experimental sequence of launch.
To achieve the desired trajectory the beams are divided into 4 groups, each
with there own frequency. The two beams coming from the side of the 2D-MOT
(in figure 3.6 beam A and B) have the same frequency as well as the two beams
coming from the side of the main chamber (C and D) and determine the horizontal
velocity (vhoriz). The beams coming from above (E) and below (F) determine the
vertical velocity (vvert). The frequencies of the individual beams are given by:
FA = FB = F0 −
√
2Dvhoriz
FC = FD = F0 +
√
2Dvhoriz
FE = F0 −Dvvert
FF = F0 +Dvvert
(3.1)
with F0 the frequency of the cooling transition including any global detuning and
D the Doppler shift rate (about 1.28 MHz/m/s for a wavelength of 780 nm). This
way it is possible to independently control the horizontal and vertical velocity of
the atoms, allowing different parabola trajectories as well as optimizing the overlap
between the two counter-propagating atomic trajectories, without any mechanical
alignment changes by just changing the frequencies. This way horizontal velocities
up to 10 m/s can be obtained (but only a narrow band of velocities result in a
parabola trajectory that reaches the 3D-MOT on the other side). The typical
trajectory starts with 2.79 m/s in the horizontal direction and 0.73 m/s in the
vertical direction, the resulting parabola has a height of 27 mm.
The temporal sequence of launching is shown in figure 3.7. After a loading
time of 100 ms to 1 s the optical and magnetic fields of the 2D-MOT are shut
down. When the magnetic field of the 2D-MOT has sufficiently decayed, the 3D-
MOT switches to acceleration mode by first switching off its magnetic field and
then frequency shifting its light closer to resonance and applying the Doppler shift
to accelerate the atoms. After 1 ms the frequency is shifted far away from the
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resonance, together with the Doppler shift, for the sub-Doppler moving molasses
cooling for about 1.4 ms after which the light is shut off, releasing 108 atoms with a
temperature of 8 µK and a velocity of 2.79 m/s onto a parabolic trajectory through
the main chamber.
The stability of the starting position has been tested by looking at the position
of the cloud of atoms just before launching, the results are shown in figure 3.8.
The standard deviation in launch direction is 23 µm and perpendicular 8.5 µm.
The velocity stability has been tested with the light-sheet method, the results are
shown in figure 3.9. The relative standard deviation of the velocity is 3 · 10−4, and
fits with the expected velocity based on the chosen Doppler shift.
For the cooling of the atoms in a 3D-MOT a magnetic quadrupole field is needed,
which generated by two coils in (roughly) anti-Helmholtz configuration at each
MOT, as also shown in figure 3.6. The key parameters of the coils are in table 3.1.
For the final moving molasses cooling stage and for the interferometry it is
important to remove any external magnetic fields like that of the earth (0.48 G),
therefore a mu-metal shielding is used around the entire breadboard holding the
vacuum system, reducing the external fields by a factor 50. Also a separate shield
has been added around the ion-getter pump since it has two large magnets and is
in close proximity to sensitive areas.
The coils for the 3D-MOT field are switched with solid state relays (SSR) in
about 1 ms (1/e-decay time). Without the SSR the switching times would have
been three times longer. The switching times of the 3D-MOTs are limited by
induced currents in the aluminium vacuum chambers [70].
3.5. State preparation
The goal of the state preparation is to bring the atoms to the ground state
(|F = 1, mf = 0〉) of the interferometer. When the atoms come out of the MOT/-
Molasses they are spread out over all mf -substates of both |F = 1〉 and |F = 2〉-
state. The state preparation is done in several steps:
1. Repumper light together with the Zeeman-selection light, which is pi-polarized
resonant light on the |F = 2〉 → |F ′ = 2〉-transition, is shined in. Because the
selection rules forbid the |F = 2, mf = 0〉 → |F ′ = 2, mf = 0〉-transition,
this brings the atoms in the dark state |F = 2, mf = 0〉.
2. The repumper is shone in a little longer to make sure the |F = 1〉-state is
empty.
3. A pi-Raman pulse brings the atoms from |F = 2, mf = 0〉 to |F = 1, mf = 0〉.
This Raman pulse is also velocity selective, transferring only the atoms with
(near) zero velocity in the direction of the Raman beam, reducing the veloc-
ity width of the cloud of atoms in the direction of the beams . It comes from
the same optical setup as the interferometry beams (see next section).
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Figure 3.8.: The starting position of the center of the cloud of atoms just before
launch for 789 shots in 28 minutes. x is the direction of launch, y is
the direction of the interferometry beams. The standard deviation in
launch direction is 23 µm and perpendicular 8.5 µm. The images were
recorded with a camera with an effective pixel size of 85 µm, and each
cloud had a full width at half maximum of about 1.3 mm.













Figure 3.9.: Relative stability of the measured atomic velocity for a 50 minute
sequence, measured with the light sheet method. The actual velocity
v is compared to the value v0, which is calculated from the applied
frequency difference for the moving molasses. Each displayed point is









Figure 3.10.: Schematic showing the directions of the various beams involved in






100 μs 400 μs 15.5 ms
~30 μs
300 μs200 μs
Figure 3.11.: Timing of the state preparation, with an energy level diagram with
the Zeeman substates of the |F = 1〉 and|F = 2〉 states, schematically
showing the distribution of the atoms.
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Table 3.2.: Measured number of atoms during the state preparation in percent of
the number of atoms launched from the 3D-MOT/molasses.
|F = 1〉 |F = 2〉
Initial 15% 85%
After Zeeman-sel. and repumper 3.5% 92%
After blow away (final) 9.5% 0.1%
4. Finally some resonant light on the cooling transition is shined in to blow
away the remaining atoms in the |F = 2〉-state. As this involves spontaneous
decay, it also removes any remaining coherence in the initial state of the
atoms for the actual interferometer.
Figure 3.10 shows the position of the beams involved. The technical details like
lenses and windows and wave plates is in section 3.8 because of the spatial overlap
with the state detection. Due to limitations of the optical access in the central
chamber, part of the state preparation has to be done in the interferometry zones.
The shared Raman light also ensures proper alignment of the velocity selective
Raman pulse relative to the interferometry pulses, at the expense of shortening the
available interferometry length. The length of the velocity selective Raman pulse
in the preparation is longer than the Raman pulses in the interferometry to ensure
that the atoms can be manipulated with a high efficiency in the interferometry.
Table 3.2 summarizes the measured transfer efficiencies during this preparation.
3.6. Interferometry
In the interferometry zone the atoms are split, reflected and recombined using
Raman transitions to form a Mach-Zehnder interferometer. Each of the three
pulses is based on the absorption of a σ+-polarized photon from one light field,
that is emitted again as a σ+-photon in a second light field that has the opposite
direction such that 2~k photon momentum is transferred to the atom which also
changes its internal state between |F = 1,mf = 0〉 and |F = 2,mf = 0〉 (∆mf =
0).
The two light fields with opposite directions are realized by sending σ+ and
σ−-light in one direction through the main chamber but reflecting back only one
of the two (σ−) which after reflection and two passes through a quarter wave
plate becomes σ+, this way only transitions with ∆mf = 0 can be driven. The
presence of a magnetic bias field lifts the degeneracy of the Zeeman-substates
and prevents the occurrence of transitions between other internal states. This
also prevents the co-propagating velocity in-selective transition due to the co-
propagating light fields (σ+ and σ− from one side) which would drive the transition
|F = 1,mf = 0〉 → |F = 2,mf = +2〉.
Each of the three interferometry pulses is applied in a separate window, enabling
a long drift time of up to 2T = 46 ms, with each window having an independent
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Figure 3.12.: Overview of the optical setup for the interferometry zone. A: fiber
out coupler (fiber connector with one lens), B, D: quarter wave plate,
C: main chamber, E: polarization filter, F: mirror.
optical fiber, avoiding non-polarizing beam splitters. It does however need to
filter the polarizations before reflecting the light back through the main chamber.
Having three fibers each carrying both light fields (in opposite polarizations) makes
them only sensitive to phase fluctuations on the wavelength of the RF beat note
(44 mm) but not the of the optical wavelength (780 nm). This method is also
sensitive to phase changes, at the length of the microwave transition, between the
three fibers in the time between the Raman pulses. The absolute phase difference
between the three paths, though, disappears from the differential interferometry
signal, only drifts remain.
This solution has been chosen as it promises the best performance without exces-
sive complexity in comparison to some of the alternatives that were also considered:
1. Everything through one fiber: This needs extremely good non-polarizing
optics to maintain the power balance between the two polarizations due to
AC Stark shift.
2. Independent fibers for each side (one or three per side): This needs an optical
phase locked loop on the fibers because they are sensitive to changes on the
scale of the optical wavelength.
3. Frequency shifting the back-reflection like in reference [71]: This is a compli-
cated but high performance solution, with the advantage of common mode
rejection on the fibers and also suppression of the effect of parasitic reflexions
in the interferometer because of the frequency shift.
The interferometry zone consists of the middle three windows of the central vac-
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uum chamber. The light for each window is delivered by an independent fiber2
(with opposite linear polarization for each of the two optical frequencies) and col-
limated to 48 mm beams (1/e2 diameter) (which is further limited by the 40 mm
diameter of the windows of the vacuum chamber) with a single achromatic lens
(Newport PAC087, f=200 mm ). A large quarter wave plate (Fichou3) before the
vacuum chamber transfers the light from linear to circular, to pass with σ+ and
σ−-polarization through the atoms. Another quarter wave plate behind the vac-
uum chamber turns the polarization back to linear for the following polarization
filter (B.Halle4) which removes one of the two polarizations. The final optical com-
ponent is the large mirror (Fichou5) that forms a common reference plane for all
three beams. This way there are two polarizations in forward direction and only
one in reverse. The entire setup for the interferometry is shown in figure 3.12.
The large mirror can be rotated around two axis with piezo stepper motors
(Newport PZC200KT), and has an additional piezo actuator6 for very precise
alignment round its long axis (to compensate for gravitational acceleration). The
beam expanders can be optionally equipped with a fast photodiode to measure the
phase of the beatnote after the fiber to enable a compensation of any drift should
it be necessary.
The alignment of the interferometry beams with respect to gravity is realized by
aligning the beams with a penta prism on the back reflexion from a water surface
[48]. The horizontal alignment is given by the back reflection from the large mirror.
This also ensures that all three beams are parallel.
For the precise manipulation of the atomic states in an atom interferometer it
is necessary to separate the various internal states to avoid any degeneracy. This
is achieved by adding a bias field which separates the Zeeman states, so one can
address each transition separately. The atomic states used by the interferometer
are themf = 0 substates which have no linear Zeeman effect and are only to second
order sensitive to the magnetic field. The bias field needs to be homogeneous
to avoid additional phase shifts (even though magnetically insensitive states are
used, and symmetric trajectories should cancel any remaining common mode phase
offsets).
These bias coils have been numerically optimized using a finite element method
based on plain Biot-Savart equations with the available space as boundary condi-
tions to achieve the most homogeneous field possible, see also appendix E.1. The
resulting field is shown in figure 3.13. The optimized coils have been implemented
as printed circuits boards (PCB) with two windings on each PCB side and are as
big as possible while maintaining symmetry (the Helmholtz condition would have
required far bigger coils), the CAD drawing is shown in appendix C.2. The offset
2Schäfter und Kirchhoff PMC-780-5.0-NA012-3-APC-700-P
3Custom component with specification: φ 40 mm, 780 nm, delay <λ/300, wavefront <λ/10
4Custom component with specification: size 80 × 40 mm, thickness 8 mm, angle of incidence
55°, wavelength 780 nm, flatness λ/20, transmission Ts<1%, Tp>95%
5Custom component with specification: zerodur, size 50 × 190 mm, thickness 40 mm, flatness




field strength is about 400 mG/A with a typical current of 1 A. These and other
key parameters of the coils can be found in table 3.1. The coils for the bias field
are switched by analog programming of the power supplies, and are only active
during the state preparation, interferometry and state detection.
3.7. State detection
The simplified optical setup for the state detection is shown in figure 3.14. The
technical details like lenses, windows and wave plates are in section 3.8 because of
the spatial overlap with the state preparation.
The detection of the atomic state consists of several steps:
1. First the number of atoms in the upper state |F = 2〉 is measured (N2) by
detecting the fluorescence light while shining in σ+-polarized resonant light
on the closed transition |F = 2〉 → |F ′ = 3〉 for 0.8 ms,
2. Then the atoms from the lower state |F = 1〉 are transferred to the upper
state |F = 2〉 by applying |F = 1〉 → |F ′ = 2〉 light (“repumper”) for 0.4 ms,
3. Again the number of atoms in the upper state is measured in the same way
as in the first step, resulting in a measurement of the total number of atoms
(Nall) for 0.8 m,
4. After about 22 ms, when all atoms have left the detection zone, the back-
ground signal is measured (Nbg) while shining in the same light of steps 1
and 3 for 0.8 ms.
The resulting photodiode signal is shown in figure 3.15. These measurements
are combined to get the signal (S):
S =
N2 −Nbg
Nall −Nbg , (3.2)
S=0 means all atoms are in the lower |F = 1〉 state, S=1 means all atoms are
in the |F = 2〉 state.






This means that in a shot noise limited sensor with 1 · 108 atoms, the signal
(ratio of the atomic states |F = 1〉 and |F = 2〉) can only be measured to about
1 · 10−4.
Most of the time these fringes do not go from 0 to 1 but have a reduced amplitude








Figure 3.13.: Bias field. Absolute deviation from mean field, as well as the de-
viation split up in the three orthogonal directions. The simulated
volume is 10 × 20 × 250 mm, covering all five windows of the main
chamber. The spatial coordinates are in meter, the magnetic field
(colorbar) is in mG/(A·coil).
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Figure 3.14.: Schematic showing the directions of the various beams involved in
the atomic state detection.























Figure 3.15.: Image of the recorded photodiode signal. Pulse 1 measure the number
of excited atoms N2, pulse 3 measures the total number of atoms Nall,
pulse 4 measure the background signal Nbg. At position 2 one can
also see some additional scattered light from the repumper.
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Meaning that for the same 108 atoms and a fringe amplitude (2ξ) of 0.2 one
can only measure 5 · 10−4. This reduced contrast can come from finite atomic
temperature (velocity distribution) and Gaussian intensity distributions , errors in
state preparation and detection, etc..
The technical noise sources which go into the state detection are laser noises,
photodiode electronic noise and digitization, see also table 3.3.
The laser noise of the detection light is given in section 4.2.1. As a change in
the light field results in a change of the scattering rate according to equation 2.70,
this also influences the detection signal. This can be suppressed by using a strong
light field of several Isat to get power broadening.
The photo diode noise consists of electric noises of the photodiode and its am-
plifiers circuit (see also appendix D.13). Analysis of the circuit shows that the
current noise of the first amplifier is the main source of electronic noise. The large
offset that this amplifier has, is fortunately not a problem for the chosen detection
scheme.
Due to the large offset current of the first amplifier in the photodiode circuit
there is a 2 V offset on the photodiode signal so that we must use the ±5 V range
of the 16 bit analog to digital converter (ADC) even though the signal is only a few
100 mV, resulting in a relative resolution of 1.5 · 10−3. Because the light pulses are
0.8 ms long, one can average over 40 data points (50 kHz sample rate) resulting in
a digitization noise limit of 2 · 10−4. A better scaling and offset in the photodiode
circuit could make better use of the available resolution, resulting in one order of
magnitude better digitization noise.
The photon shot noise is determined by the number of scattered photons from
the atoms received by the photodiode, determined by intensity and frequency of
the light fields and by the solid angle the photodiode sees. When more then one
scattered photon per atom is received by the photodiode then the photon shot
noise can be neglected.
Offset and scaling errors in the photodiode signal are not relevant because the
atomic signal is normalized.
Because of the velocity of the atoms they are not fixed to one position in the
detection beams, resulting in a Gaussian pulse shape when they travel through the
detection zone. In the 2 ms they travel about 6 mm and the Gaussian distribution
does become noticeable, for this reason the N2 and the Nall measurements are
symmetrically around the center, see also section 2.5.4. Velocity and timing errors
will cause offsets in the measured state population, but these can be removed with
the appropriate algorithm to estimate ξ and θ in equation 2.40.
3.8. Combined state preparation and detection
Because the state preparation and detection are, due to symmetry, in the same
location the actual optical setup is a little more complicated than one would expect
from the individual descriptions in section 3.5 and 3.7. The two functions can be
combined because they are needed at different moments in time.
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Table 3.3.: Noise budget of the state detection for one shot of the atoms on one
photodiode, assuming 1 · 108 atoms, with a 100 mV signal. The photon
shot noise is based on the number of photons on the photodiode to
cause a 100 mV signal.
Abs. Normalized
Laser: relative intensity noise 2 · 10−3 1 · 10−3 *1
Laser: FM 50 kHz 10−4
Electronic (Bandwidth=1 kHz) 11 µV 1 · 10−4
-Photodiode 1.9 · 10−9 V/√Hz
-Amp1 (LMH6624) 3.5 · 10−7 V/√Hz
-Amp2 (OP37) 8 · 10−9 V/√Hz
Digitization (±5 V / 16 bit, 40 samples) 2 · 10−4
Measured detection noise *2 1 · 10−2
Atomic shot noise (1 · 108 atoms) 1 · 10−4
Photon shot noise 1.6 · 10−5
Launch velocity 2.3 · 10−3
Launch position 6 · 10−4
*1: Without spectral weighting.
*2: Based on atomic measurements without interferometry and state preparation.
The Zeeman selection light of the state preparation and the photodiode for the
state detection both need to go in the same window. Since this window is only 20
mm wide they have to share there optical paths. This has been realized by having
the photodiode (appendix D.13) look down from above with the Zeeman selection
light being coupled in from the side with an uncoated surface beam splitter (Linos
G390138000). This throws away 90 to 99 % of the Zeeman-selection and repumping
light, but since only 70 respectively 300 µW are needed this is not a problem.
This way the scattered light from the atoms for the state detection looses only
about 5 %, which is acceptable. They also share the first lens (f=100 mm). The
preparation has its fiber output at the focal length from this lens resulting in a
collimated beam, whereas the detection has two additional lenses (f=30 mm each)
to focus the scattered light from the atoms onto the photodiode, see also figure
3.16. The mirror for retroreflecting the Zeeman selection light (as well as some of
the scattered light for the detection) is mounted inside the vacuum chamber with
a UHV-compatible glue (for practical reasons).
The detection and repumper light, which shines in horizontally with 22 mW
respectively 3.5 mW, is collimated with a single lens (f=175 mm).
Due to space limitations in the first window, it was necessary to move the
velocity selective Raman pulse of the preparation to the second window, therefore
also moving the blow away to the second window. The blow-away beam is send
in from above without any lenses, using the natural divergence to illuminate the
entire atomic cloud, it has a 10o angle from the vertical to leave more space for the
actual interferometry, see also figure 3.17. This also reduces the space available























Figure 3.16.: Cross section of the first window of the main chamber with the optics
for the first half of the state preparation (Zeeman selection and re-
pumper light from above) and the complete state detection (detection
and repumper light from the side).



















Figure 3.17.: Cross section of the optical setup parallel to the atomic trajectory,
showing the orientation of the blow away beams. The state prepa-
ration and detection is shown only partially, a more complete view
is figure 3.16 which is orthogonal to this view. The interferometry
setup, which uses the three central windows, is show in figure 3.12.
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In order to generate the light for the many beams of the previous chapter, a
complex laser system has been realized which has been split in two components:
The light sources 4.2, which generate the light and also does some large frequency
manipulations, and a switching and distribution system 4.1, which brings the light
from the lasers to the atoms as well as doing a lot of power switching and most
(smaller) frequency shifting. For all these manipulations accurate, low noise RF
signal generators are needed which are described in section 4.3, as well as an
extensive timing and control system, which is shown in section 4.4, which uses
conventional computers as well as FPGAs to obtain the necessary accuracy and
speed.
4.1. Distribution and switching
The light distribution and switching systems has been subdivided, closely related
to the experimental stages of chapter 3, in 2D, 3D, interferometry and push-
er/blow away/detection which operate largely independent.
4.1.1. 2D-MOT light
The light from the laser for the 2D-MOT is overlapped with light from the re-
pumping laser and send with 8 fibers to both 2D MOTs as shown in figure 4.1.
The repumping light is orthogonally polarized with respect to the cooling light.
Shutters in front of the fiber couplers are used to switch off the light. Each shutter
controls two fibers. The double-pass AOM for the repumping light has only to
shift the frequency back to resonance, its switching ability is not explicitly needed
here. This AOM is shared with the pusher-blow-away-detection (section 4.1.4)
and the 3D-MOT/molasses (section 4.1.2) light distribution and switching block.
Therefore when the 2D MOT is active, state preparation and detection, are not
properly possible.
The shutters have a delay of about 9 ms which is compensated in the experi-
mental sequence. The total switching time of the light is about 2.7 ms.
4.1.2. 3D-MOT/Molasses light
The frequency manipulations for the cooling and launching from the 3D-MOT are
divided into two components: a large common frequency jump and a smaller differ-
ential frequency jump. The common frequency jump, which is the key parameter
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Figure 4.1.: Schematic of the light source for the 2D MOT. Each of the shutters










































Figure 4.2.: Schematic of the light switching and distribution for the 3D MOT.
This way four different cooling frequencies can be obtained, that are
split into 2 or 4 fibers, depending on destination. There are two fibers
for light from top (T) and two from the bottom (B) and four for the
front (F1, F2) and back (B1, B2) beams, each output exists twice for
each MOT (L: Left, R: Right).
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for molasses cooling, is made with the laser itself (see section 4.2.3) enabling very
large frequency jumps. Only the small differential component, for the Doppler
shift to launch the atoms, in the 3D-MOT/molasses light is realized with AOMs
as shown in figure 4.2. This way the AOMs always operate near optimum, avoid-
ing any differences between the AOMs at higher detunings as was the case in the
previous set-up [48]. To ensure a stable alignment into the fiber the AOMs are
used in double-pass. The oscillators for these AOMs are all VCOs phase locked to
DDS generators (see section 4.3.4.1) with a common reference oscillator (section
4.3.3). This ensures a very accurate frequency difference (mHz) despite the very
high frequency (around 205 MHz). An analog attenuator in the DDS card is used
to ramp down the RF power to realize the optical power reduction for the optical
molasses. To switch the light off, the RF power to the AOMs is shut off, and
additionally shutters are used to remove the remaining stray light.
The frequency of the cooling light is given by:
fA = fB = f3D + 2fAOM,back
fC = fD = f3D + 2fAOM,front
fE = f3D + 2fAOM,top (4.1)
fF = f3D + 2fAOM,bottom
With f3D as the frequency of the 3D-MOT/molasses cooling laser as defined in
equation 4.4 and fA, fB ... fF defined in equation 3.1.
The repumping laser is fed into this system in two ways, first in front of the
AOMs to have it Doppler shifted and intensity ramped together with the cooling
beams and second via a commercial fiber splitter1 without Doppler shift generating
a constant background of repumping light. This construction was designed to
optimize the launch sequence. One port of this fiber splitter is used here and one
port is used for the pusher-blow-away-detection (section 4.1.4).
4.1.3. Interferometry light
The optical circuit for light distribution and switching for the interferometry is
shown in figure 4.3. Both Raman lasers are overlapped on a polarizing beam split-
ter, resulting in a crossed polarization which is needed for the interferometry. One
output of the beam splitter goes to a fast photodiode to phase lock the frequency
difference of the two Raman laser systems to a stable microwave reference, the
other output is switched with several AOMs to realize the Mach-Zehnder pulse
sequence and delivered to the interferometer via three optical fibers. From the
beam splitter on the two light fields share the beam path ensuring good common
mode rejection.
The first AOM is used to generate the pulse sequence. Since the middle and
outer beams of the interferometer are not needed at the same time, power is shifted
between these two areas with the second AOM. When a beam is off, there are at
least two AOMs in its path off, ensuring a good suppression of leakage light, see
1OZ Optics FOBS-14P-11111-5/125-PPPPP-780-25/25/25/25-40-3A3A3A3A3A-3-2,2,2,2,2
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Figure 4.3.: Schematic of the Interferometry light switching and distribution. The
two light fields have opposite polarization, and are always overlapped
to improve common mode rejection. There are three outputs for the
interferometer (L: left, M: middle, R: right).
Table 4.1.: Function table for the AOMs in the light switching and distribution
system for the interferometry, see also figure 4.3.
Interferometry zone AOM1 AOM2 AOM3
off off off off
Left+Right on on off
Middle on off on
also table 4.1. The AOMs are switched on and off with RF switches (MiniCircuits
ZYSW-2-50DR and ZYSWA-2-50DR) controlled by digital signals from the FPGA
(section 4.4.3), resulting in square wave pulses. The AOM frequency, given by a
free running VCO, does not show up in the interferometer light because the two
active AOMs in each beam path have opposite frequency shift and cancel each
other. The switches and AOMs need about 100 ns to switch on or off, which is far
less than the typical interferometer pulse length of 10 µs.
4.1.4. pusher/blow away/detection
The pusher of the 2D-MOT, the Zeeman-selection and blow away of the state
preparation as well as the detection light are all supplied by the same laser and
light distribution setup shown in figure 4.4.
The main light source for these applications is the amplified output of the ref-
erence laser (see section 4.2.1) which is frequency shifted with AOMs to get the
right frequency.
Because the frequencies for pusher, blow away and detection are very close they
share there AOMs. The frequency of each of these two AOMs is switched between
two different frequencies, giving a total of four different frequency sets, see table
4.2. This is possible since only one of the functions is used at any time. As a
different frequency also means a different angle at the AOM output, this disables
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Figure 4.4.: Schematic of the light distribution and switching for the pusher, blow
away and detection beams. All outputs occur twice because of the
counterpropagating interferometry (L: Left, R: Right).
Table 4.2.: AOM settings for pusher, blow away and detection.
Function AOM1 (MHz) AOM2 (MHz) Detuning rel. to atoms (Γ)
Pusher -70 +136 +1.8
Blow Away -70 +125 0
Detection -72 +125 -0.3
(not used) -72 +136 +2.2
light into the unwanted outputs. The frequency of these AOMs is given by two
phase locked oscillators (appendix D.6).
The Zeeman-selection light has its own AOM, with the frequency given by a
VCO, to shift the frequency of the reference laser to the |F = 2〉 → |F ′ = 2〉-
transition.
The repumping light, which has to be delivered through the same fibers as
the Zeeman-selection and the detection light, is supplied by the commercial fiber
splitter of the 3D-MOT/molasses light distribution section. The repumping light
is switched with the same AOM as the repumping light for the 2D-MOT.
4.2. Light source
This section introduces the various laser systems and there stabilizations that
generate the light for the various distribution and switching systems of the previous
section. Because of the extensive use of frequency offset locking methods the
absolute frequency of a laser depends on the frequency of other lasers, figure 4.5
shows the frequency stabilization dependencies between the various laser systems.
Despite the use of offset locking techniques, each laser system still has a very simple
saturation spectroscopy to aid in finding the correct transition during start-up.
Table 4.3 summarizes the key parameters of all lasers that are described in the
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Figure 4.5.: Overview of the chain of frequency stabilizations between the various
laser systems. The reference laser is the only one stabilized directly
on a rubidium transition, all other laser use a frequency offset lock.





Optical frequency Beat note
Reference 25 100 |F = 2〉 → |F ′ = 3〉-55 MHz -
Ref-TA 550 “ Ref -
2D-MOT 620 1000 |F = 2〉 → |F ′ = 3〉-1.8Γ 244 MHz
3D-MOT 900 150 |F = 2〉 → |F ′ = 3〉-425..-548 MHz 370-493 MHz
Repumper 250 200 |F = 1〉 → |F ′ = 2〉-410 MHz 6.2 GHz
Raman Master 1420 150 |F = 2〉 → |F ′ = 1〉-676 MHz 1.1 GHz
Raman Slave 1260 “ |F = 1〉 → |F ′ = 1〉-676 MHz 6.835 GHz
following subsections.
4.2.1. Reference Laser
The reference laser is an interference filter stabilized external cavity diode laser [72,
73, 74] that is stabilized on a Rubidium transition using the Modulation Transfer
Spectroscopy method [75]. The main purpose of this laser is to supply a stable
reference frequency to all other laser systems. Because its light is also used for
the blow away, pusher and detection beams, it is amplified in a tapered amplifier
(TA) with the seed-light coming from a fiber to reduce the day-to-day maintenance
effort. The reference laser and the TA are described in detail in reference [73].
The Modulation Transfer Spectroscopy is a type of saturation spectroscopy
where the modulated pump beam is combined with a frequency shifted probe
beam as shown in figure 4.6. This results in an error signal that has very little
offset and drift. The pump beam is modulated with an EOM at 7 MHz. The
oscillator for the EOM as well as the demodulation circuits are shown in appendix
D.3. The laser output frequency fref is given by:
fref = fatom − 1
2
fAOM (4.2)
The EOM frequency is not part of the shift, it only modulates the signal to enable
a lock onto the top of the Doppler free atomic transition. The atomic frequency
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Figure 4.6.: Overview of the reference laser and the MTS lock. This is the primary
frequency reference for the experiment as it is the only system that
directly stabilizes onto a rubidium transition (|F = 2〉 → |F ′ = 3〉, the
amplified output itself is 55 MHz below that). All other laser systems
are stabilized relative to this one.
fatom is the frequency of the transition |F = 2〉 → |F ′ = 3〉 where the reference
laser is locked onto. The 110 MHz signal (fAOM) for the AOM comes from a VCO
(MiniCircuits POS-150) that is phase locked to the reference oscillator, see also
section 4.3.3 and appendix D.6.
Because this laser system is so important to the entire experiment, stability
measurements with a frequency comb have been made, shown in figure 4.7. A
direct inspection of the data shows a maximum deviation of up to 300 kHz. The
stability is limited by the quality of the lock, which should be a fraction of the
linewidth. The stability of the AOM is more than enough due to the very high
stability of the reference oscillator. It also turned out that the linewidth of the
laser strongly depends on the current source, the one shown in appendix D.12
turned out to be the best one available [73] and is used for almost all of our lasers
except the 2D-MOT laser.
4.2.2. 2D-MOT cooling Laser
The cooling light for the main beams of the 2D-MOT is provided by a commercial
Littrow external cavity diode laser with tapered amplifier (Toptica TA100).
This laser uses a simple frequency lock based on a frequency to voltage con-
verter (see appendix D.9) that locks the beat frequency between this laser and the
reference laser as shown in figure 4.8. Because the difference frequency between
the 2D-MOT laser and the reference laser is only a few 10 MHz, the light of the
2D-MOT laser is shifted with an AOM 200 MHz away so that the beat frequency
for the locking scheme is higher, resulting in a larger capture range and a more
robust operation. The laser output frequency is given by:
f2D = fref + fAOM,2D − ffv,2D (4.3)
The AOM frequency is provided by a free running VCO (appendix D.7). The
effective locking frequency ffv of the frequency to voltage converter is set by a
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Figure 4.7.: Allan deviation between the reference laser and a frequency comb
locked to GPS. The graph shows two data sets, the longest one was











Figure 4.8.: Overview of the 2D laser locking scheme.
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Figure 4.10.: Overview of the repumping laser locking scheme.
control voltage from the computer to about 244 MHz.
4.2.3. 3D-MOT cooling Laser
The light for the 3D MOT/molasses is provided by an interference filter stabilized
external cavity diode laser [72] with tapered amplifier. An optical phase locked
loop as shown in figure 4.9 stabilizes the beat frequency with the reference laser
on a RF reference frequency given by a DDS (section 4.3.4.1) with the resulting
laser frequency given by:
f3D = fref − 2p
q
fdds,3D (4.4)
The factor 2 is due to a fixed frequency divider in the circuit for the frequency
division and phase locking which can be found in appendix D.8. With a DDS
frequency fdds,3D of 61.7 to 82.2 MHz and a multiplier ratio (2p/q) of 2× 3/1, this
results in a beat frequency of 370.2 (acceleration) to 493.2 MHz (end of molasses).
The laser runs between 425 MHz and 548 MHz below the actual transition
because the AOMs for the Doppler shift (see section 4.1.2) will shift it back by
410 MHz to be between -2.5 Γand -23 Γ.
4.2.4. Repumping Laser
The repumping light is provided by an interference filter stabilized self seeded
external cavity tapered amplifier diode laser [72].
This laser is locked relative to the reference laser with the scheme shown in
figure 4.10. The beat frequency is mixed with 7.0 GHz from the reference (section
4.3.2) and then converted with the frequency to voltage converter (appendix D.9)
to a voltage that is fed into a PID that controls the laser. The resulting frequency
is described with:
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frp = fref − f7G + ffv,rp (4.5)
With ffv,rp as the effective frequency of the frequency to voltage converter.
The repumping laser is operating about 410 MHz below the actual transition
(|F = 1〉 → |F ′ = 2〉).
4.2.5. Raman Master
The first light field for the Raman transitions of the interferometry zone is gen-
erated with an interference filter stabilized external cavity diode laser [72] with
tapered amplifier.
It uses a frequency locking technique based on a frequency to voltage converter
combined with a frequency comb, see also figure 4.11. The beat frequency from
the photodiode is mixed with a RF frequency comb (Herotek GC1026RC) fed
by a frequency synthesizer (Rode&Schwartz SML01). The resulting signal is low
pass filtered, to select the frequency component corresponding to the distance
between the beat frequency and the nearest comb line, before going into a frequency
to voltage converter (appendix D.9). The low pass filter is necessary to remove
any higher frequency components which would disturb the frequency to voltage
converter . The resulting error signal is shown in figure 4.12. This method has
two death zones, first when the beat frequency gets too close to a comb line, and
second when the beat frequency is further than the low-pass filter away from a
comb line, that is in the middle between two comb lines. In these cases one should
just change the comb frequency.
This method allows us to lock the laser to any frequency up to about 10 GHz.
Because this method does not distinguish between the different comb lines, one
needs to manually tune the laser to the correct starting point before activating the
lock. The laser frequency is finally given by:
fR1 = fref − r · fcomb ± ffv,R1 (4.6)
With r as the comb line number and ffv,R1 as the effective frequency of the
frequency to voltage converter, the sign corresponds to the upper and lower side
of the comb line. This frequency lock determines the detuning ∆ from the inter-
mediate state in the Raman transition (see also figure 2.1), where ∆ = 676 MHz
was used for most of the measurements (the beat frequency is 1.1 GHz relative to
the reference laser, fcomb = 1 GHz, r = 1, ffv,R1 = 100 MHz, upper sideband).
4.2.6. Raman Slave
The second light field for the interferometry is provided by an identical interference
filter stabilized external cavity diode laser [72] with tapered amplifier as the Raman
master. Several generations of both Raman lasers have been built and tested for
the utilization as beam splitting lasers for atom interferometry [76, 66], the current
version is described in detail in [77], it will therefore only be described briefly here.
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Figure 4.11.: Locking scheme of the Raman master laser. Although it typically
is operated at 1.1 GHz this scheme can lock to any frequency up to
about 10 GHz from the reference laser. The error signal behind the






Low pass filter Upper death zone
Lower death zone
Figure 4.12.: Error signal for the frequency locking of the Raman master as a
function of the offset frequency. The error signal repeats itself around
every comb mode. Frequencies too close or too far away from the











Figure 4.13.: Overview of the Raman slave locking scheme
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This optical phase locked loop uses a two stage process to down-convert the
6.835 GHz beat signal to a DC error signal that is used to correct the laser fre-
quency, see also figure 4.13. The first stage is an analog mixer that mixes the
beat signal with a low noise 7 GHz reference signal (section 4.3.2). The resulting
165.6 MHz are then frequency divided in a digital divide-by-two 2 before being
compared with the 82.8 MHz signal from a DDS (section 4.3.4.2) in a digital
phase frequency detector that generates the error signal. The exact values are
experimentally determined. The final frequency of the slave laser is given by:
fR2 = fR1 + f7G − 2fDDS,R2 (4.7)
The DDS (section 4.3.4.2) has a frequency of about 82.8 MHz, and allows fast
and accurate phase and frequency jumps for the various interferometer algorithms
(Ramsey, Mach-Zehnder or even Factorization (section 5.5)).
This is a very important phase locked system, since all its phase noise turns
up in the final interferometer phase measurement. A lot of effort has therefore
been spend on reducing the phase noise (see also references [76, 66, 77], with the
current version described in the last one). These highly optimized systems have
achieved feedback bandwidths of up to 6.2 MHz and an estimated interferometer
phase noise of only 3.2 mrad for 2T = 46 ms and τpi = 11µs.
4.3. RF Frequency
4.3.1. Reference oscillator
The very low phase noise reference is a commercial 100 MHz oscillator (Spectra
Dynamics DLR-100). It is based on a 100 MHz quartz oscillator (Wenzel SC
Premium) which is phase locked to a 5 MHz quartz oscillator (Wenzel Bluetop)
with a bandwidth such as to maintain the lower phase noise of the two. The
resulting phase noise at 100 MHz is shown in figure 4.14. Optionally it can also
be locked to a hydrogen maser for improved accuracy.
4.3.2. 7 GHz chain
The multiplication chain is shown in figure 4.15, it consists of two paths, one gen-
erates the 300 MHz reference frequency for the AD9852 DDS (section 4.3.4.2) for
the second stage of the Raman phase lock (section 4.2.6), the other path generates
the 7 GHz for the first mixing stage of the Raman phase lock (section 4.2.6) as
well as for the frequency stabilization of the repumping laser (section 4.2.4).
2The use of the divide-by-two is to be historically explained, as the used circuit originates from
BNM-SYRTE in Paris [78]. At the time of development, the best DDS had a clock frequency
of only 300 MHz, and was only capable of output frequencies up to about 100 MHz. At
the time of writing this thesis, DDS chips with clock frequencies at 500 MHz and higher are
available, which can easily generate the 165 MHz directly.
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Figure 4.14.: Measured phase noise of the 100 MHz reference (single side band, at
100 MHz). The bump around 300 Hz is due to the transition from
the 10 MHz quartz oscillator on the left to the 100 MHz oscillator on
the right.
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Figure 4.15.: Schematic of the multiplication chains used to realize the low noise
300 MHz and 7 GHz for the high stability phase locked loop of the
Raman slave laser.
The 300 MHz is generated by frequency doubling (MiniCircuits RK-2) the
100 MHz and mixing (MiniCircuits TUF-3) the filtered (SCLF-225) and ampli-
fied (MAV-11) 200 MHz again with 100 MHz. This is filtered (SCHF-300) and
amplified (ERA-5SM) and split (LRPS-2-1J) to provide two low noise 300 MHz
outputs.
The 7 GHz starts by doubling the 100 MHz to 200 MHz (MiniCircuits RK-
2). This signal is amplified (MiniCircuits MAV-11SM and AA Opto-electronic
AMP.50-200.A6) and fed into a step recovery diode (Herotek GC200RC) creating
a comb of frequencies from which a band pass filter (Tiger TGF221-7000MHz-04),
after a RF-isolator (Tiger TGG-402), picks the 7.000 GHz harmonic which after
another low-noise amplifier (LA6013N1505-3mh) is output as the 7 GHz reference
signal. The resulting phase noise is shown in figure 4.16. Comparison with figure
4.14 indicates that the combined phase noise at 7 GHz will be limited by the
reference.
4.3.3. Frequency distribution
Even though the free running oscillator has been optimized for extra low phase
noise for the Raman system, its frequency accuracy is also very good. It is therefore
also used as the master oscillator for all other devices. The reference has three
output ports, two of which are dedicated to the Raman system. To avoid any
possible disturbances from less critical systems, nothing else is connected to these
two ports. The last port has a 1-to-8 power splitter (MiniCircuits ZCSC-8-1)
to supply the other users which includes the DDS-generators of the 3D-MOT,
Synthesizers and others. The complete frequency distribution chain is shown in
figure 4.17.
4.3.4. DDS
Direct digital synthesis (DDS) [79] or numerically controlled oscillator, is a modern
digital technique to generate RF signals with very high precision and at the same
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Figure 4.16.: Measured phase noise of the 7 GHz frequency multiplication chain,
converted to its equivalent noise at 100 MHz for comparison to figure
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3D Offset LockAD9956 DDS
Figure 4.17.: Overview of the RF frequency distribution chain showing the signal
path for the various devices that are locked to the low noise 100 MHz
reference oscillator.
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Figure 4.18.: Schematic of Direct Digital Synthesis. The feedback loop of the phase
accumulator is executed once every clock cycle. All signals on the
left of the DAC are digital words.
time very fast control and it is, by definition, always phase locked to the reference
clock.
A DDS is a counter (the phase accumulator) which adds a certain value, the
frequency tuning word (FTW), each clock tick. This value is send to a phase-to-
amplitude table which then goes to the digital to analog converter (DAC), see also
figure 4.18. There is often also an additional sum function implemented that adds
a phase offset word (POW) to the phase accumulator before it goes to the DAC,
this allows phase shifting of the output signal.
It needs an external reference clock signal. For best performance they need
to be supplied with the highest frequency the chip can handle (without using
the internal frequency multiplier to avoid its extra phase noise). This method
is digital by nature and therefore limited to frequencies up to half the sample
frequency (Nyquist theorem [80]) and introduces some harmonics which need to
be filtered out.





The frequency is basically expressed as a fraction of the clock frequency. The





The FTW (nf ) and POW (nφ) are both integers of a certain number of bits (bf
respectively bφ). Because the FTW typically has 32 or more bits, one needs to be
careful with the calculations since most programming languages are still limited to
integers of 32 bits, only the “double” floating point with 53 significant bits would
be adequate, resulting in some trickery to get all 48 bits for the used AD9956 and
the AD9852. All calculations have been realized in software. A summary of all
DDS circuits used is given in table 4.4, with the two main variants described in
the following two subsections.
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4.3.4.1. AD9956 with phase locked VCO
The DDS for the 3D MOT/molasses distribution and switching system has been
realized in the form of an ISA add-on card for computers. The ISA bus was used
because it offers a simple method to quickly control peripherals (faster than most
modern busses), can support many add-on cards and has good documentation
available (besides various websites, also reference [81]). The ISA bus is relatively
old and no longer available in desktop computers, but it is still available in indus-
trial computers.
The card uses the AD9956 (Analog Devices) in combination with a VCO (Mini-
Circuits POS-300) which is phase locked to the DDS with some dividers which are
also included in the AD9956. This way it is possible to achieve frequencies around
200 MHz, beyond what the AD9956 can directly achieve. The key parameters are
shown in table 4.4. The DDS is controlled by a CPLD (Altera EPM7128S) which
translates between the parallel ISA-bus of the computer and the serial format of
the DDS. The circuit is shown in appendix D.2.
This chip can do phase and frequency jumps, and has 8 sets of phase/frequency
settings that can be externally selected. The amplitude control has been realized
with an analog attenuator controlled by an external voltage. Originally the atten-
uator was controlled by an 8 bit DAC with only 4 amplitude settings realized in
the CPLD (8 did not fit) controlled by the same connector as the phase/frequency.
For the starting of the atoms, less than 8 different frequencies are used, so that
they can be programmed in advance and the FPGA only supplies the 3 register
select signals. The assignment of which frequency goes into which register has been
automated in the main program (section 4.4.2), so that one chooses the frequency
and the computer takes care of the technical details.
The RF signal during the critical start sequence has been directly measured
using a broadband oscilloscope with a large memory. This data has been sliced
in short sections in which the “instantaneous frequency” was estimated with a two
stage algorithm. In the first stage a fast Fourier transform gives a rough estimate,
which is used in the second stage to start a least squares fitting routine for a sine
wave, see also appendix E.2, the result is shown in figure 4.19. This allows for
a much more accurate frequency estimate than one expects to be possible due to
Fourier.
The measured data of the several such cards with the AD9956 with 300 MHz
VCO (used for the Doppler shift in the 3D-MOT/molasses) shows a slew rate
of 300 kHz/µs and settling time of about 40 µs, which is fast enough for the
3D-MOT/molasses. The AD9956 with a 100 MHz VCO (for the large common
frequency jump of the 3D-MOT/molasses laser) has not been measured, but has
a similar performance, which is faster than the 3D-MOT/molasses laser lock can
follow.
4.3.4.2. AD9852
The DDS for the Raman system is based on the AD9852 with minimal parts
around it (see appendix D.1), all digital components to support the AD9852 are
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Figure 4.19.: Measured instantaneous frequencies of the DDS during the start
phase. Measured using the technique described in the text with a
segment length of 1 µs. Shown is the jump from acceleration to mo-
lasses in a previous setup that did all frequency changes with AOMs.
The current setup uses much smaller frequency jumps.
programmed in the FPGA. There is a 100 MHz low pass filter (MiniCircuits SLP-
100) at the output. This chip has only 2 sets of phase/frequency/amplitude set-
tings, (the amplitude is not used for the Raman system). More complicated phase
and frequency patterns are created by alternate updating one register while using
the other during the experimental sequence. The key parameters are shown in
table 4.4. The delay time is 300 ns from the change of the register select signal
to a change in the output frequency (given by the internal pipeline delay of the
chip). Before that about 2.5 µs are needed to load the new data into the registers.
The phase resolution of 0.38 mrad may seem a bit course when trying to mea-
sure smaller phases, but this resolution is a digital step size limit and not a noise
limit. This phase resolution will also not limit the resolution of the interferometer
because the DDS only has to enable operation near the middle of a fringe to max-
imize its sensitivity and need not be exactly on the middle of a fringe. Also jumps




The computer system for the experiment consists of two computers connected over
the network, the first machine (“messrechner”) runs Windows with Labview 8.0 and
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Table 4.4.: Summary of the key parameters of the various DDS frequency genera-
tors used.















fclk (MHz) 300 400 400 400
fout (MHz) 0.08-100 0-150 140-235 42-84
Pout (dBm) -5 -5 +3 +1
fstep (Hz) 1 · 10−6 1.4 · 10−6 1.1 · 10−5 4.3 · 10−6
φstep (mrad) 0.38 0.38 3.1 1.2
number of
profiles
2 8 8 8



















Figure 4.20.: Overview of the computer systems and there components.
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the second machine uses “NI Labview realtime ETS” as operating system. The
“real-time”-feature (meaning: reliable and repeatable timing) is not used, only
the remote control capability, as all time critical jobs are executed in dedicated
hardware. The first machine contains two analog output cards (NI-PCI6733) with
each 8 analog output channels and an USB input device (Meilhaus ME-REDLAB
PMD-1608FS) with 8 channels at 50 kHz sample rate. See also figure 4.20.
The second machine has 5 self-build DDS cards (see section 4.3.4.1 and appendix
D.2), one FPGA card (NI PCI-7811R) (see section 4.4.3) and one low speed analog
input card (NI PCI-6040E) with 16 channels with 12-bit resolution.
The first machine is used to create the desired experimental sequence and send
it to the various output devices. It also reads the results from the photodiodes in
the state detection via the USB input device. Separate data recorder programs on
this machine record the laboratory temperature (via the PCI-6040E) and the vac-
uum pressure, as measured by the ion getter pump, and are running continuously,
collecting long term data about the laboratory environment.
The second machine runs a labview server program which supplies three services:
the slow analog inputs, the DDS cards and the FPGA. The analog inputs run at
there full speed of 50 kHz and are numerically filtered to reduce the sample rate
and increase the resolution. They are used to monitor environmental parameters
like the temperature and to read out the seismometer, it also has a channel to
synchronize with the rest of the experiment.
The DDS service receives phase and frequency information over the network
connection and programs the DDS cards for the 3D-MOT/molasses accordingly.
The FPGA service starts the FPGA card and supplies it with the experimental
sequence it receives over the network to generate the necessary digital control
signals for switching shutters, AOMs and others as well as program the DDS for
the Raman slave laser. The Labview realtime operating system has a similar service
to communicate with the FPGA but it turned out to be not reliable enough.
4.4.2. Main program
The labview-program “UserInterface.vi”, running on the main computer, is the
place where all experimental sequences are defined. These sequences are described
in a matrix like structure, with a column describing the state of every available
output at a certain moment in time and the top value indicating the duration of
the column, a row describes the temporal sequence of an output channel, see also
figure 4.21.
Several items in the matrix can also accept symbolic values, that can be sweeped
to scan a certain volume of the parameter space, most notably: the duration and
the frequency and phase of the Raman system. When scanning over multiple
parameters, it will scan over the volume, with one shot for every combination
of the sweeped parameters. Scanning over unused parameters simple repeats a
certain set of parameters.
This program also records and interpretes the photodiode signal and shows the
result for a quick view of the experimental data.
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The code of this front panel takes the data and adds the parameters to the matrix
and feeds it to the various output devices. After interpreting the parameters it
simplifies the data, combining identical columns, the DDS (MOT) registers get
assigned as well as there triggers, and finally the data is split into the various output
devices and send to them. This includes generating the code for the FPGA. After
that the program (for single shots) waits until the FPGA has finished its program
by looking at the program counter of the FPGA before reading the photodiode
signal. It then saves the photodiode signal and the current parameters as well as
there implementation in the matrix data on the hard disk before preparing the
parameters and data for the next shot.
4.4.3. FPGA
The Field Programmable Gate Array (FPGA) [82] is a NI PCI-7811R (National
Instruments) computer add-on card in the second computer. The card is based
on the Xilinx Virtex 2, containing about 1 million gates (10,000 flipflops and
about 60 kilobyte of memory) and has 160 digital input/output pins of which
only 50% are used in the current set-up. It is being programmed in Labview with
the FPGA extension. The program shown here for the experiment was designed
with Labview 8.0 and its software limitation of one 16 kB memory block of 16 bit
times 8192 elements, which makes it rather cumbersome to get larger elements at
a time. Because of this memory bottleneck and its limited size combined with the
relatively large and complex data to process it was decided to use a processor like
algorithm. When using a later version of Labview, like 8.20, it may be useful to
redesign the program to make use of its better memory features.
The purpose of the FPGA program is to output the requested digital signals at
the correct time. It controls 32 digital channels for switching AOMs, shutters and
triggers as well as send phase and frequency data to the DDS frequency generators
of the Raman-system over a special 40 bit wide port and control an 8 bit digital
to analog converter. The 8 bit DAC (see appendix D.11) is used for synchronizing
the slow analog input from the NI PCI-6040E with the experimental cycle. The
DAC should increment once every experimental cycle.
A very simple pattern generator with uncompressed data would require about
10 byte per 10 ns, or 1 GB/s. Such high data rates are possible in FPGAs, but the
memory would then only last a few µs. Previous generations of the experiment
used this algorithm though, at a lower speed of 100 kHz so the computer could
keep up. But since a normal experimental sequence has only about 50 states, there
is a huge gain for data compression possible. The chosen FPGA program enables
to store the temporal information in a run-length compressed style and have only
output data when things change.
The resulting FPGA program can generate pulses as short as 210 ns with a
resolution of 10 ns on all 32 digital outputs. The conversion from a human readable
format of the experimental sequence on the main computer to executable binary
code for the FPGA.vi has been implemented in the main program.
The following three subsections describe the internal operation of the “FPGA.vi”,
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Figure 4.21.: Front panel of the main vi. Right, “matrix”: A: channel labels, B:
duration, C: digital out, D: DDS (MOT) frequency, A: analog out, F:
DDS (Raman) out. Left: G: parameter sweep settings, H: big start
button, I: quick buttons to change whole rows, J: output file settings,
K: photodiode signals, L: preliminary interpretation of photodiode
signal. The right side has been shortened, the actual width is about
three times the page width.
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Figure 4.22.: Schematic of FPGA program. The upper part shows the state ma-
chine with the seven steps needed to execute an instruction, with
each step taking only 10 ns. The lower part shows the 8 registers
that are manipulated by the state machine.
its timing behavior and the typical sequence of commands used.
4.4.3.1. Internal operation of “FPGA.vi”
The desire to work with run-length compressed data, as well as having the ability
repeat sequences has resulted in a processor-like system, with input-output devices,
instruction memory and some registers to store a few results. Each instruction has
a fixed length of 6 bytes containing the instruction code, the source and destination
registers as well as any constants. There are 5 possible instructions:
NOP “no operation”, a place holder for debugging,
Wait causes the program to wait until a specific register (typically the timer
“HST”) has reached a certain value,
SET puts a constant in a specific output register like DDS or DIO,
ADD adds a constant value to a register, to count a number of cycles or to
increase DAC,
JMP makes a conditional or unconditional jump to some other address to
repeat a cycle.
All of these instructions can operate on any of the 8 registers. The most important
registers are:
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DIO 32 digital output channels,
DAC an 8 bit analog output,
DDS two 16 bit ports to send data to two AD9852 DDS frequency generators,
HST a high speed timer running at 100 MHz.
This instruction set has some features that have been added with future require-
ments in mind. Like the “add” instruction on the “memory1” register (realizing a
counter) in combination with a conditional jump which would allow the program
to repeat a certain experimental sequence a number of times and then switch to
another sequence a number of times and come back to the first one after that. The
exact Labview source code with complete tables of instructions and registers can
be found in appendix E.3.
4.4.3.2. Timing of “FPGA.vi”
The timing requirements for the “FPGA.vi” are governed by the pulses of the
Raman-system which has pulse lengths of about 10 µs which need to be accurately
controlled on the level of 10 ns. This means execution speeds of 100 MHz (2.5 times
faster than NI claims the card can do). To reach this speed some optimizations
were necessary which complicated the program a little bit. The program makes
extensive use of pipelining and “single cycle timed loops” to obtain these very high
speeds.
A single instruction takes 7 cycles to execute (or more in the case of “wait”). The
first two cycles are used to prepare the address for the read cycles. The following
3 cycles are needed to read the data. Cycle number 6 is used to decode the
instruction. Cycle number 7 is used to read, modify and write data as requested
by the instruction, see also figure 4.22.
To avoid problems with the DDS because of the long cables, they communicate
at a reduced speed of 10 MHz. A first-in-first-out buffer (FIFO) compensates the
difference in data rate between the main loop and the DDS. This way it takes
7 cycles at 100 MHz and 3 cycles at 10 MHz to transfer 1 byte.
Because of this rather complicated instruction execution method, the timer is
an independent counter running at the full speed of 100 MHz counting the number
of clock-ticks since the last reset or counter overflow (about 42 seconds). This way
the “WAIT HST” instruction waits for an “absolute” time without having to worry
about how many cycles an instruction or group of instructions exactly uses.
The most complicated experimental state (worst case) is when everything changes,
this takes about 11 instructions (2 DIO, 2 IOUpdate, 6 DDS, 1 Wait) which limits
the shortest pulse to about 2500 ns. The simplest case takes only 3 instructions or
210 ns. The pulse length resolution in all cases is 10 ns, given by the resolution of
the high speed timer. An example of an experimental sequence is shown in figure
4.23. In practice the pulse length is limited by the NI PCI6733 analog output
cards which are triggered by the FPGA, they appear to need at least about 10 µs
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Figure 4.23.: Timing diagram of the FPGA. It shows the output signal for a (sim-
plified) row of instructions (the program). The digital outputs are
instantaneous, the analog output is triggered with the digital output.
The DDS is programmed in the previous round, which takes some
time in which its state in not defined, and switches to the new fre-
quency at the appropriate instruction. The WAIT instructions are
shortened in this diagram as they take most of the time in a real
sequence. The time axis is not to scale.
between triggers, this can be improved with more efficient use of the hardware in
the main program.
4.4.3.3. Application
A typical experimental sequence/program for the FPGA has an initialization sec-
tion which resets the DDS to a known state, resets the DAC and sets the timer
to zero. Then comes the experimental sequence with several blocks of up to 8 “set
DDS” commands and a “set DIO” as well as a “wait timer” command and the end of
sequence is build by a jump-command to either the start of the sequence to repeat
everything or to the jump command itself to wait until a system reset. The DDS
registers are set up in the previous experimental state, with the IO update at the




The device described in the previous chapters has led to the measurements on the
atom interferometer shown in this chapter. The initial characterization consists of
measurements on Rabi oscillations, followed by frequency measurements with the
Ramsey sequence. These results are used to realize Mach-Zehnder sequences, but
also for a realization of the Gauss-sum factorization algorithm. The last section
looks at increasing the repetition rate.
5.1. Rabi oscillations
To optimize the beam splitting and mirror pulses of the interferometer, Rabi oscil-
lations are recorded at various positions in each window. Figure 5.1 shows several
of such measurements in the central window as an example. These measurements
show several deviations from the ideal behavior: there is a decay and the oscillation
period depends on the location in the window.
Because the light field has a Gaussian distribution, the effective Rabi frequency
becomes a function of the position. This function is not sampled in a single
point, but over a certain range because the atomic cloud has a non-zero width.
This results in a gradient of the internal state across the cloud, which in itself is
not a loss of coherence, but because only the average state of the entire cloud is
measured, this does show up as a reduction of the contrast. This internal state
gradient increases with increasing pulse length, causing an exponential decay. This
plays an even bigger roll for the off-center positions of figure 5.1, as the gradients
in the light field are larger. In the center of the window this effect is the smallest,
but the cloud is large enough to be influenced by higher order gradients.
In addition, the spontaneous decay due to the Raman light fields also results in
an exponential decay of the Rabi oscillation. The spontaneous decay at the typical
detunings and intensities is a few 100 Hz, which is a loss of few percent per 100 µs.
In the Doppler sensitive case, which is needed to create an inertially sensitive
interferometer, the contrast is even more reduced because the light pulse only
interacts with a fraction of the cloud of atoms due to the thermal velocity of
the atoms which causes a Doppler shift. Because the pulse length determines
its Fourier width, longer pulses are more velocity selective resulting in an even
stronger decay of the Rabi oscillation.
Figure 5.2 summarizes the resulting length of a pi-pulse as well as the attainable
efficiency for each of the three windows. The actual value of the Rabi frequency
is measured before each interferometry measurement series as it depends on the
available laser power, detuning and operating mode used for the interferometry.
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The obvious variation of the pulse length and efficiency also has consequences
for any interferometer sequence that uses them and one has to compensate for
that in order to obtain a good interferometer signal (see also section 5.5 and figure
5.15).


































Figure 5.1.: Doppler insensitive Rabi oscillations for several positions in the cen-
tral window. The position is indicated as time since the end of the
acceleration phase in the 3D-MOT/molasses, see also figure 5.2.
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Figure 5.2.: Efficiency of the Rabi oscillation and length of the resulting pi-pulse in
the Doppler insensitive configuration. The starting point of the time
axis corresponds to the end of the acceleration phase in the 3D MOT,
before the moving molasses. The available time for interferometry in
the first window is less than in the other two windows because part
of the state preparation has to be realized in the this window as well.
The last window should also have a state preparation, but for this




A single interferometer pulse of about pi-length can be used to measure a spectrum
with a rather course resolution that is Fourier limited by the length of the pulse.
Figure 5.3 shows such a spectrum in the presence of a magnetic bias field to
separate the Zeeman substates, showing all three ∆mf = 0 transitions as groups
of three peaks (one for the parasitic Doppler insensitive and one for each of the two
Doppler sensitive transitions (+keff , −keff )) for a slightly tilted mirror. The final
interferometer will use only one of the Doppler sensitive sidebands. The Doppler
sensitive and insensitive in the graph occur together, even though the polarization
was aligned for Doppler sensitive-only, because of some parasitic polarization effect
due to too good retroflected alignment.
A more precise spectrum can be obtained by using a Ramsey sequence with two
pi/2-pulses with pulse length τ and a drift time T in between as is common in





) (1 + cos((ωatom − ωlaser)T )) . (5.1)
The Ramsey sequence only works with the Doppler insensitive transitions, as it
is not a spatially closed interferometer. For the Doppler sensitive transitions only
single-pulse frequency measurements are used. Figure 5.4 shows a complete fringe
pattern of the mf = 0 transition. The fringe width is given by 1/T , the fringe
envelope width is determined by the Fourier width of the individual pi/2-pulses.
The longest Ramsey fringes possible with the apparatus are shown in figure 5.5
with a drift time of 46 ms, resulting in fringes of only 21.7 Hz wide.
For long drift times the fringes become very narrow and it becomes difficult to
identify the central fringe. This can be solved by varying the drift time a little bit.
The central fringe (maximum) stays, where as the other fringes move, as shown in
figure 5.6.
With these techniques it has been possible to measure several frequency de-
pendent effects, which have been described in more detail in [48]. Most of these
measurements were done with a drift time of 1 ms. The AC-Stark shift, which
is controlled by the power balance of the two interferometry lasers, has been es-
timated to 150 Hz. The second-order Zeeman shift of the mf = 0 transition for
the interferometry is estimated to be 1.4 Hz due to the magnetic bias field. Also
the residual magnetic field has been estimated to be 10 mG, which indicates a
magnetic field reduction of a factor 50 due to the mu-metal shield.
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Figure 5.3.: Coarse spectrum using only one Raman pulse without polarization fil-
tering and only a (slightly tilted) mirror for retroreflex, showing the
three ∆mf = 0 transitions each with one sharp Doppler insensitive
peak and two broad Doppler sensitive sidebands, for the +keff and
the −keff transition. The pulse length is 100 µs. The signal is in-
verted because of a different state preparation which only consisted of
repumper and Zeeman selection light which results in the majority of
atoms to start in the |F = 2,mf = 0〉 state.
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Figure 5.4.: Ramsey spectrum of the mf = 0 transition using the Doppler in-
sensitive configuration. The fringe width is determined by the drift
time T = 2 ms, and the envelope is determined by the pulse length
τ = 100 µs. The graph has two curves because of the two counter-
propagating atomic sources.








































Figure 5.5.: Velocity inselective Ramsey fringes with T = 46 ms (21.7 Hz fringe
width) of themf = 0 transition. The pi/2-pulses are 19 µs long, result-
ing in an envelope width of about 53 kHz of which only a small section
is shown (5 kHz on the left and 300 Hz on the right). Both have been
sampled with 4 Hz. The frequency axis shows the frequency differ-
ence between the two interferometry lasers relative to the datasheet





















Figure 5.6.: Several high resolution Ramsey fringes of the mf = 0 transition with
slightly different drift times to distinguish the central fringe which is
250 Hz below the datasheet value (without correcting for any shifts)
using the Doppler insensitive configuration. The length of the pi/2-
pulses was 20 µs.
5.3. Phase jump settling time
In the Ramsey interferometer the phase change is generated by a difference between
the internal “clock” of the atoms and the frequency difference of the Raman laser
system without any special manipulations. In the Mach-Zehnder and Gauss sum
sequences (section 5.5) however the phase of the Raman light needs to make specific
jumps.
To measure the settling time of the optical phase lock of the Raman laser system
a sequence of two pi/2-pulses was used, with a phase shift of 180o for the second
pulse and a varying delay between the two pulses. If the phase of the second pulse
is still 0o (the phase lock is still in the starting position) then all atoms end up in
the upper state; when the phase is 180o (the phase lock has completed the jump)
then the atoms end up in the lower state. The results shown in figure 5.7, show a
settling time of 3.9 µs (1/e-value). This settling time is much shorter than even a
single pi/2-pulse (25 µs), which explains why even zero setup time does not result
in all atoms in the excited state; the phase change is washed out by the “long”
pulses. The high feedback bandwidth of the Raman slave laser should however
provide settling times on the order of 100 ns.
This sequence is also a Ramsey interferometer which is sensitive to frequencies.
Interpreting figure 5.7 as 1/4 of a sine wave, even when it does not look like a piece
of a sine wave, would give a frequency error of 13 kHz. The typical frequency errors
however are less than 1 kHz and are only visible on a much longer time scale.



















Figure 5.7.: Settling time of the phase locked loop. A simple simple exponential
decay was fitted on this data (red line), giving a time constant of
3.9 µs, which is much shorter than the τpi/2-pulse length of 25 µs. The
inset shows a sketch of the power and phase of the pulse sequence.
used a commercial synthesizer1 with an analog phase modulation controlled by a
digital to analog card2. They need about 3 µs to make a phase jump, which make
it the limiting element in this measurement and not the optical phase locked loop.
The current DDS-based setup delivers faster phase jumps as reference signal for
the OPLL and is also more accurate. In practical use the phase jump is completed
in a time more than one order of magnitude less than the shortest time used by
any interferometer sequence (Mach-Zehnder or Gauss sum).
5.4. Mach-Zehnder interferometry
5.4.1. Inertially insensitive
In order to characterize the signal from the Mach-Zehnder sequence and to be able
to extract the phase from the signal, the offset and amplitude of the signal has to
be measured, see also section 2.3. This can be done by sweeping the phase of the
light field of the last pulse. The resulting oscillating signal of such a measurement
is shown in figure 5.8. It shows a contrast of 88%, a signal to noise ratio of 32
and a phase noise of 32 mrad for an inertially insensitive sequence with a length
of 2T = 46 ms, and a pulse length of τpi/2 = 19 µs with 107 atoms. For these long
interferometer times, all three light pulses are applied in three different windows.
1Fluke 6080A/AN, its modulation rate is specified as 100 kHz, which implies a settling time of
about 3 µs.
2NI PCI-6733, settling time 2.8 µs to 1 LSB.
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Figure 5.8.: Interference fringes for the Mach-Zehnder sequence (Doppler insensi-
tive) when sweeping the laser phase of the last pulse, with 2T = 46 ms,
τpi/2 = 19µs. Each of the three light pulses was applied in a different
window. This measurement has a signal to noise ratio of 32.
These are the longest drift times the current setup can achieve without redesigning
the vacuum chamber for steeper trajectories.
The phase noise is about two orders of magnitude above the expected shot noise
level. The most dominant noise source is the electronic noise of the photodiode
and its digitization, as already shown in section 3.7. The actual photodiode signals
are even smaller than table 3.3 assumes. The phase noise of the Raman laser is
estimated to be about 3.2 mrad, which is also above the shot noise level, but this
is currently not limiting the interferometer, it will however be far more difficult to
improve than the electronic noise.
5.4.2. Inertially sensitive
The interference fringes for the inertially sensitive Mach-Zehnder type interfer-
ometer are measured in the same way as as in the previous section by sweeping
the phase of the light field of the last pulse. The measurements in this section
were made with a simple retroreflex from the big mirror with a small angle, with-
out polarization filtering, using the Doppler shift to separate the +~keff from the
−−→k eff -transition. The resulting signal, shown in figure 5.9, shows a contrast of
30 % and a phase noise of 0.13 rad for a drift time of 4.5 ms.
The contrast is less because the velocity selective Raman transition can only
excite a fraction of the atomic cloud, even when the state preparation has pres-
elected this velocity group. This reduction in contrast also reduces the available
signal to noise ratio and the resulting phase resolution.
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Figure 5.9.: Graph of the interference signals for the inertially sensitive Mach-
Zehnder sequence in the central window with T = 4.5 ms. This graph
shows a phase noise of 0.13 rad (single shot) and a signal contrast of
30%. The red line is a sine fitted on the data.
When checking for phase offsets and similar systematic errors, it is useful to
change the direction of the wave vector. This changes the sign of both the rota-
tional and accelerational phase, but not that of some static phase offset like laser
phase or mirror offset. This is a different kind of sign change as that of section 2.2
where the direction of the atoms is flipped to distinguish rotation from accelera-
tion, here it separates inertial from non-inertial. The sum and difference signals
of such an experiment are:
φ+ = (φi + ) + (−φi + ) = 2 (5.2)
φ− = (φi + )− (−φi + ) = 2φi
with the inertial phase φi = φrot + φacc and  is a phase offset. The flipping of
the effective wave vector for the measurement of figure 5.10 has been realized by
switching the laser frequency to the other Doppler sideband of figure 5.3.
The quadratic dependence of the inertial phase shift in the measurements can
be interpreted as the projection of gravity on the direction of the laser beams (see
also equation 2.63) with an angle of 1.1 mrad or by a rotation rate of the earth of
45 cycles per day. At the time of the measurement these two causes could not be
distinguished due to a defect in the second atomic source, but it should be obvious
that a deviation of 1.1 mrad from the horizontal is the most plausible cause.
The fringes at T > 4.5 ms are close to the limit of the optical window and laser
beam, which results in significant increase in losses and phase noise. The largest
achieved enclosed area is 0.82 mm2 at T = 5 ms. The highest resolution however
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Figure 5.10.: Phase as a function of drift time. Upper line: half of the sum of sig-
nal and its flipped version, giving the offset signal. Lower line: half
of the difference of signal and its flipped version, giving the inertial
contribution. Each data point is a combination of two measurements
like that of figure 5.9. This graph also shows that the differential
phase contribution scales quadratically with the drift time T as ex-
pected for the inertial contribution. The fitted model for the inertial
data points is φ− = a + bT 2, with a = 0.064 and b = 1.81 · 105 s−2.




has been obtained for T = 4.5 ms (area is 0.665 mm2) because of its better phase
noise, the single shot phase noise is 0.13 rad which results in a rotation resolution
of 7.0 ·10−5 rad/s, and an acceleration resolution of 3.9 ·10−4 m/s2. This is about 2
orders of magnitude better than [48] and is nearly enough to see the earth rotation
with only a single measurement. A typical fringe measurement like that of figure
5.9 is a sine wave, which is used to extract far more than just the phase noise, but
since it is fitted on about 70 points, it should already be able to see a fraction of
the earth rotation (if one could distinguish it from an acceleration contribution).
To estimate the resolution at T = 23 ms, which has an area of 17.4 mm2 and is
the maximum time possible in the current setup, the phase noise for that drift time
has to be estimated. A lower bound is given by the inertially insensitive signals
with 31 mrad. The inertially sensitive data at T = 4 ms already has 0.11 rad
phase noise, and a linear extrapolation results in 0.29 rad of phase noise for a
single measurement. The lowest noise estimate would result in a resolution of
7 · 10−7 rad/s, the highest would be 6 · 10−6 rad/s.
With the current setup, the inertially sensitive Mach-Zehnder interferometer
has been shown for sequences where all three pulses were applied in the same
window. The results shown were made in the central window, but also the other
two windows show similar results (with some restrictions in available space). Also
inertially insensitive interferometer signals across three windows have been shown.
The full-size three window inertially sensitive Mach-Zehnder however is still subject
of current investigations.
5.5. Gauss sum factorization
To show the flexibility the apparatus has, a Gauss sum factorization algorithm has
also been implemented [83]. This algorithm uses far more complicated sequences
of light pulses than normally used for the measurement of inertial forces. Factor-
ization is a subject related to cryptography, which relies on the fact that the time
required for finding the prime factors of a large integer scales exponentially with
the number of digits and the algorithm shown here is no exception to that.
The Gauss sum factorization algorithm uses a series of pi-pulses with specific
phase shifts. To obtain the correct starting point and to measure the result, it
also needs a pi/2-pulse with 90o phase shift before and after the pi-pulse sequence.
Because the spatial path of the Gauss sum algorithm, just like that of the Ramsey
interferometer, is not inherently closed, it can therefore only function with the
Doppler-insensitive Raman transition. This also avoids any additional inertial
phase shifts.
The first pi/2-pulse with 90o phase shift puts the starting point of the atomic
state on the equator of the Bloch model with 0o phase (which means that Raman
pulses with 0o phase shift have no effect). The main part of the algorithm takes
place in the equatorial plane of the Bloch sphere model. Here a pi-pulse is effectively
mirroring the atomic state around an axis with the phase shift of the pi-pulse. The
phase φint,k of the interferometer after k pi-pulses is then given by:
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φint,k = φk − 2φint,k−1, (5.3)




φint,2 = 2φ2 − 2φ1 (5.4)
φint,3 = 2φ3 − 2φ2 + 2φ1,
...









0 for k = 0
(−1)k piN
l
(2k − 1) for k > 0. (5.6)
Here N is the number to be factorized and l is a possible factor that is to be
tested. The resulting phase of the interferometer then becomes:
φint,k =
{
0 for k = 0
2piN
l
(−1)k∑kx=1 (2x− 1) for k > 0 (5.7)





m (m+ 1)) which gave this algorithm its name. The resulting phase of the inter-














When l is not a factor of N (N
l
/∈ N), cm(l) becomes a chaotic function because
the cosine oscillates increasingly fast with increasing m. Note that the path of
the atomic state is only chaotic (predictable with enough calculational power and
accuracy) and not random (not predictable irrespective of calculational power and
accuracy). When l is a factor of N (N
l
∈ N) is a factor however, the cosine is
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Figure 5.11.: Schematic of the idea of the Gauss sum algorithm for factorization
on the Bloch sphere. After a sufficient number of pulses the path
becomes chaotic for a non-factor (left), where as for a factor it stays
in one place (right). Calculated here for N=263193, l=150 (left) or
151 (right), M=7 (8 pi-pulses). The numbers in the graph indicate
the end point after the mth pulse.
always sampled in a maximum. Figure 5.11 shows the path of the atomic state on
the Bloch sphere for a factor and for a non-factor. Despite the different behavior,
a single value of cm(l) does not yet reliably distinguish factors from non-factors,
because also a non-factor can produce, by chance, a value similar to a factor, as a
typical sequence of cm shows in figure 5.12.














This function has the ability to distinguish between factors and non-factors: the
value of C(∞)N is 1 when l is a factor of N, and 0 when l is not a factor of N . For
finite M this becomes more of a statistical thing, the factors are still 1, but the




N (factor)− C(M)N (non− factor)
C(M)N (factor) + C(M)N (non− factor)
(5.11)
Figure 5.13 shows a measurement of V for different number of sequences. To
get a significant distinction between factors and non-factors, M needs to be large
enough, but not too large to avoid excessive amounts of work. Ref. [85] considers
M > 4
√
N optimal in respect of the problem of ghost factors (values of l that look
like a factor but are not a factor). Many test values however can be identified as
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Figure 5.12.: The summation terms cm(l) for m up to 14 (up to m+1=15 pi-pulses),
for a factor and for a non-factor for N = 263193 = 3× 7× 83× 151.
The factor l = 151 stays high, where as the non-factor l = 150
averages out to zero.







Figure 5.13.: Measured contrast for the factorization of N = 263193 for up to 15
pi-pulses (M = 14).
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Figure 5.14.: Gauss sum factorization of the number N = 263193 = 3×7×83×151
for up to M + 1 = 15 number of pulses. Note: 21 = 3 × 7 is also a
factor. Shown here is the absolute value of C(14)N for the test factors l
up to 200. The dominant peaks correspond to the factors, where as
the background are the non-factors.
non-factors for much smaller M as can be seen in figure 5.14 which was recorded
with M = 15 where according to the criterion it should have been measured with
at least M = 23. Another application of this is to cut the summation of equation
5.10 short when a small value of cm(l) appears, which is a clear sign of a non-factor.
It can also help to sum over a different set of m instead of just 0 to M [86].
In practice the maximum number of pulses is limited by the available signal
contrast (accuracy of the pulses) and by the time and space available to apply the
pulses, since the atoms are moving. The measurements in this section were made
with a velocity of 4.4 m/s in a single Raman beam with an effective diameter of
30 mm and 100 µs between the pulses, resulting in a maximum of about 20 pulses.
The current setup uses a lower velocity of 2.79 m/s and has the ability to use three
windows to apply pulses allowing therefore up to 100 pulses.
To find every factor one needs to evaluate C(M)N (l) for every l between 1 and
√
N,
figure 5.14 shows the resulting spectrum for the example number N = 263193 =
3×7×83×151. Note that also 21 = 3×7 is a factor in this example, the algorithm
only identifies factors, but it does not say if a factor is a prime-factor or not.
Due to its many pulses the Gauss sum sequence is more sensitive than the
Mach-Zehnder sequence to imperfections in the pulses. One of those errors is the
Gaussian intensity distribution of the light fields which results in a varying Rabi
frequency across the atomic trajectory, which results in a varying length of the
light pulses. To correct for this a simple quadratic dependence was assumed, and
due to technical limitations of the setup at the time of the measurement, the ideal





Figure 5.15.: The summation terms cm(l) as a function of m for the factor l = 7,
with and without the parabolic compensation of the pulse length.
rudimentary compensation, the results shown figure 5.15 show a significant con-
trast improvement. The current implementation can give every pulse the correct
length, which should further increase the signal contrast.
Also the pulse sequence itself has an influence on the effect of errors. During a
perfect sequence, the algorithm does not change the atomic state for a factor (apart
from the two obligatory pi/2-pulses), in practice however there are disturbances.
The consequences are most obvious for a sequence of pi-pulses with alternating
phases 0 and 180o and comparing the result with a sequence of pi-pulses with zero
phase shift. Both occur with a factor and should produce the same atomic state.
The all-zero phase shift sequence however has a growing error propagation, quickly
losing in contrast. The alternating sequence on the other hand can compensate
some errors, because two neighboring pulses have almost the same, but opposite,
error that cancels out, maintaining good contrast. For the non-factor situation
these errors make no real difference, they just turn an already chaotic path into
an even less predictable path, both of which average out to zero.
The algorithm in its current form is of limited practical use for factorizing num-
bers for two reasons: (1) since the quotient N/l is calculated explicitly to get the
phase in equation 5.6 by a computer to program the frequency generator, (2) since
it tests every value of l, which makes it just another variant of the trial division
algorithm 3. There first argument can be softened a bit as there are some ideas
about generating the phase in some other way, for example by making use of the
Zeeman effect [87]. The second argument can be reduced to only checking the
prime numbers, but even then it is less efficient than most other factorization
3The trial division algorithm simply divides N by l and looks at the remainder. This is (prob-
ably) the simplest and slowest of all factorization algorithms, at least for large N, which is




5.6. High sample rate
In the standard experimental sequence, the atomic source is shut down during the
flight through the main chamber, this means a death time of about 140 ms for
the atomic source. Also during the loading time, no interferometry measurements
are done. It would be useful to do the interferometer and the loading of the
next cloud at the same time as shown in figure 5.16. This would increase the
sample rate which results in a better sampling of fast transients, as well as increase
the effective number of atoms per second, which improves the resolution of the
interferometer. When doing so one has to consider the influence of the active
MOT, with its magnetic fields and its stray light, on the free flying ensemble and
the interferometry.
The first and most obvious problem is that one needs to give the atoms some time
to leave the 3D-MOT chamber before activating it again to load the next cycle,
otherwise they would be recaptured and added to the next cloud and effectively
never launch. The scattered light and the cooling light would also cause strong
heating if the atoms were still too close. Figure 5.17 shows some measurements
of the number of atoms and the temperature as a function of the death time for
launch velocities of 2.79 m/s. Death times less than 4 ms are catastrophic, the
atoms are then only 12 mm away, a safe time is 10 ms, which gives about 30 mm.
Figure 5.18 shows the number of atoms as a function of the repetition rate. The
increase in the effective number of atoms per second with increasing repetition
rate, despite the increase in death time per second, is explained with the fact that
the number of atoms in the 3D-MOT is saturating at longer loading times and
can not make full use of the available flux from the 2D-MOT. This offers another
way of increasing the resolution per second, without the technical difficulties of
increasing the resolution per shot.
The experimental cycle time was limited to 7 Hz. It could have been extended
to the maximum of 25 Hz, limited by the MOT switching procedure (at 25 Hz it
would have had no loading time), by rewriting the sequence for three simultaneous
clouds but the signal per shot was already so small that this was not considered
useful.
These measurements show that high repetition rates are possible without signif-
icant degradation of the cloud temperatures, and with an increase in the effective
number of atoms per second. Unfortunately the interferometry system was not
available at the time of this investigation, therefore the influence of the stray light
and magnetic field of the MOTs on the interferometry could not be tested. But
since it will be a fixed non-inertial offset, it can be removed with a calibration.
Also the symmetry of the device should be able to put this contribution in the
common mode (acceleration) term.
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Figure 5.16.: Experimental sequence with overlapping loading and free flight. The
position of the atoms is on the vertical axis, as indicated by the side
view of the vacuum chamber, the thick lines indicate where the atoms
are and when the 2D and 3D MOTs are active.






































Figure 5.17.: Measurements of the number of atoms (left) and the temperature of
the launched atoms (right) as a function of the death time. There are
big losses when the death time is less than 4 ms because the atoms
have not yet left the 3D MOT.
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Figure 5.18.: Measurements of the number of atoms per shot and per second for
different loading times. The horizontal axis is the loading time as
well as the corresponding repetition rate. Switching and death time
is 42.4 ms. Cycle times faster than 7 Hz were not tested as that would
have required to set up the sequence for 3 simultaneous clouds, which
was not considered useful.
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As show by the results of the previous chapter, a highly flexible and sensitive in-
strument has been realized that is capable of measuring rotations and accelerations
as well as measure the transition frequency like an atomic clock and can even be
used to do number factorization with the Gauss-sum algorithm.
The laser system has been improved to provide far better stability and accuracy
as before. Where before measurements sessions were on average limited to 20 min-
utes before some laser lock would fail, it can now last more than a day (limited
by the human operator) enabling long integration times. All laser stabilizations
have been upgraded with very reliable frequency offset locking techniques. The
frequency of most important laser systems can be set and modified with a phase
locked loop technique with sub-Hz accuracy relative to the reference laser.
The vacuum system has been improved and now allows to operate the rubidium
ovens without heating, significantly reducing the temperature increase and corre-
sponding pressure increase of the vacuum chamber enabling much longer measure-
ment sessions.
The control electronics and software have been improved to allow more flexibil-
ity by enabling more complex sequences with more pulses as well as improving the
timing resolution on all channels. The automatic sweeping of parameters of the ex-
perimental sequence allows for a more systematic investigation of the experiment.
Also operation with high repetition rates has been shown.
Inertially sensitive and insensitive Mach-Zehnder fringes using only one window
were shown before [48], inertially insensitive fringes across all three windows were
shown in this work with the final steps to realize also inertially sensitive Mach-
Zehnder fringes across all three windows being part of ongoing work.
When the results of the previous chapter can be extrapolated to the iner-
tially sensitive configuration then they would indicate a rotation resolution of
7 · 10−7 (rad/s)/√Hz, which is 2.5 orders of magnitude away from the design tar-
get of 2 ·10−9 (rad/s)/√Hz. The differences in drift time (23 ms versus 25 ms) and
velocity (2.79 m/s versus 3.0 m/s) only account for 10% less sensitivity. The key
points to improve to reach this goal are the state detection, the effective number
of atoms, and the phase noise.
The improvements in the state detection concern mainly the photodiode and
its optical access. The scaling and offset of the photodiode should be modified
to better match the range of the analog to digital converter. The optical access
should also be improved to receive a larger portion of the scattered light which




The (effective) number of atoms can be improved by enhancing the efficiencies of
the individual components of the state preparation and the interferometry. These
depend largely on the spatial width and velocity width of the atomic cloud. The
velocity width, which corresponds to a temperature, can be improved by a further
optimization of the 3D-MOT/molasses or by narrowing the Fourier width of the
velocity selective Raman pulse of the state preparation (at the expense of throwing
away more atoms). The efficiency of the interferometry pulse can be improved by
reducing the length of the pulses.
The spatial width of the cloud is determined by the atomic sources which can
be reduced with a more advanced control of the magnetic fields. A reverse current
pulse [70] during the shut down of the magnetic field of the 3D-MOT could suppress
the induced currents in the vacuum chamber, which otherwise limit the shut down
of the magnetic field. The faster switching of magnetic fields allows for less death
time during the transition from MOT to molasses which results in a smaller cloud
diameter which would improve the interferometer signal. The use of a compression
MOT [88] which has a strong increase in field strength shortly before shutting down
the field can be used to further reduce the MOT starting volume.
To significantly improve the optical access and simplify the state preparation and
detection, a redesign of the main vacuum chamber would be necessary. Especially
the double use of viewports for the state preparation and detection could then be
solved and allow for a better optimization of each of them. The range of drift
times (T ) of the Mach-Zehnder interferometer sequence could also be improved,
as it currently can not access the intermediate regime of about 5 to 17 ms between
the one window sequence (T < 5 ms) and the three window sequence (17 ms<
T <27 ms) because of the limited optical access. To achieve such wide optical
access, the resulting chamber would be an all glass design.
Another component that could benefit from more optical access is the 3D-MOT
chamber, where the diagnostics of the 3D-MOT/molasses can be simplified with
the addition of extra windows to provide a better view for cameras and photodiodes
to monitor the atomic cloud. The 2D-MOT vacuum chamber is currently being
redesigned to improve the reliability of its vacuum seals with a more stiff design
in titanium. Such modifications of the vacuum system are relatively easy to do
because of the modular design.
A reduction of phase noise is possible by reducing the acoustic and vibrational
noise on the experimental setup as well as on the interferometry laser and the
optical fibers. Preliminary measurements have shown that there is a significant
contribution from acoustic noise on the mirror vibrations which could be reduced
with a passive acoustic isolation box. A further reduction requires active phase
stabilization of the light after the fibers in addition to the present stabilization
scheme close to the laser system. Such a stabilization scheme has been used by
[71] for a single fiber that transported all the light. But even the optical phase when
transporting the light in two separate fibers can be stabilized, even in pulsed mode,
as shown by [89] with some effort. The use of an intensity stabilization for the
interferometry laser system, that would act on the current of the tapered amplifiers,
would help reduce any drifts due to AC Stark shifts and Rabi frequencies.
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Some calibration method or proof of rotation sensitivity would be useful. This
could be realized by applying known external forces (rotation and/or accelera-
tion) on the vibration isolation platform at a very slow rate so that the platform
does not notice and compensate it. This would allow a simple calibration of the
sensitivity factor of the interferometer, instead of assuming the earth rotates at a
given rate. To verify the signal offset of the interferometer, a parallel measurement
with another rotation sensor would be needed, this can be either another atomic
rotation sensor, like the one in Paris [50], or a ring laser gyroscope, like the one in
Wettzell [15] (or its smaller transportable cousin [90]).
To significantly enhance the sensitivity of the sensor one needs to enlarge the
enclosed area or go to entirely different geometries [38]. The area enhancement can
be achieved by increasing the flight time and path and/or increasing the momen-
tum transfer. The first option means a longer device or a much steeper trajectory,
both are at the expense of mechanical stability unless one goes to a microgravity
environment (space). To achieve large increases in the enclosed area in this way
one also needs to use a BEC because of the long expansion times.
To increase the momentum transfer in the beam splitters and mirrors, the num-
ber of photons that are absorbed and emitted per operation has to be increased.
This can be achieved by either using multiple photons per pulse or by using multi-
ple pulses. Ref. [91] has shown interferometry with 24-photon-momentum-transfer
using Bragg diffraction, as well as a combinination of Bragg and Bloch oscillations
[92] which has more favorable technical scaling properties. The use of Bragg and/or
Bloch diffraction however also requires a totally different state detection as the two
interferometer outputs have the same internal atomic state. For high order Brag-
g/Bloch diffraction it will also be necessary to use a Gaussian pulse shape for the
interferometry pulses [93]. Ref. [94] makes use of alternating directions of the
Raman pulses to increase the area. The use of simultaneous Raman transitions
with opposing directions as in [95] could also be of interest, as it is not sensitive to
laser phase noise because both paths have the same internal state while still using
a simple state detection based on the internal states, and it can also increase the
area further with more pulses.
The use of very high order (>20) photon momentum transfer, enables a spatially
separate state detection where the two exits of the interferometer as well as the
state preparation can then coexist side by side because the transverse velocity is
high enough to be able to put a mechanical shield between state preparation and
state detection. This can also be combined with the continuous mode of operation.
In order to reach the limits of what matter wave interferometry can do, one needs
much longer flight times than one can reach in conventional laboratory setups. One
way is to use very tall setups like the 10 m drop tower of the Kasevich-group [96],
which is designed for gravity measurements. The other solution is to go to space
to obtain the very long flight times with the added bonus of very low background
vibration noise. Several proposals towards that goal have been produced like
“HYPER-precision atom interferometry in space (HYPER)” [43] and “matter wave
explorer of gravity (MWXG)” [51].
This project as well as several other projects of the institute for quantum optics
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are oriented towards the goal of realizing an inertial quantum sensor in space to
do fundamental physics, to measure effect like the Lense-Thirring effect [97, 45] or
gravitational waves [46], which can not be measured with conventional and earth
bound sensors.
With the QUANTUS cooperation project [98, 99], in which the institute for
quantum optics is a central player, compact and robust BEC apparatuses are being
developed that operate under micro-gravity in the drop-tower in Bremen. They
have already shown condensate lifetimes of more than 1 s [100] and are preparing
to bring this technology into space as well.
The use of a Bose-Einstein condensate (BEC) in which all atoms are in the
same ground state and share the same wave function, allows for many new and
interesting techniques that make use of quantum mechanical phenomena like en-
tanglement, quantum non-demolition measurement and squeezing, some of which
have been investigated for application in an atomic inertial sensor [25]. The most
obvious advantage of a BEC is the very low temperature and the corresponding
very small thermal expansion which improves the interferometer contrast and al-
lows for very long flight times (ref. [101]: 500 pK, remaining thermal velocity
1 mm/s). But the use of a BEC comes with some challenges: the number of atoms
per shot is rather low (ref. [102]: 20 · 106 atoms in 60 s) and the repetition rate is
also low (ref. [103]: 3 · 103 atoms in 3 s).
As indicated by the many possibilities to optimize and expand the presented
experiment one can see that the area of inertial sensors based on atom interfer-
ometry an active subject of research is and will continue to give many interesting
and fascinating options for the future.
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A. Rubidium-87 data
Table A.1.: Numerical values for some constants, mostly from [54]
Parameter Symbol Value
Speed of light (vacuum) c 2.997 924 58 · 108 m/s
Rotation rate of earth |Ωearth| 7.2921150(1) · 10−5 rad/s [40]
Location of experiment 52.382 45(10)o North, 9.718 68(10)o East [104]
Boltzmann’s constant kB 1.380 650 3(24) · 10−23 J/K
Planck’s constant ~ = h
2pi
1.054 571 596(82) · 10−34 Js
Table A.2.: Summary of the most relevant 87Rb parameters, mostly from [54].
Parameter Symbol Value
Wavelength (
∣∣52S1/2〉→ ∣∣52P3/2〉) λ 780.241 209 686(13) nm
Frequency 384.230 484 468 5(62) THz
Mass m 1.443 160 60(11) · 10−25 kg
Natural linewidth Γ 6.065(9) MHz
Recoil velocity vrecoil 5.8845 mm/s
Frequency of clock transition ωeg 6 834 682 610.904 29(9) Hz
Wavelength of clock transition λeg 43.863 405 97 mm
Doppler shift rate for 780.xxx nm 1/λ 1.281 654 939 MHz/(m/s)




























































Figure A.1.: A level scheme with the relevant atomic states of the 87Rb D2 line
[54]. The (simplified) 85Rb data [105] on the left is for reference as
they also can be seen in spectroscopy with natural Rubidium.
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B. Derivation of the Sagnac
equation
The most common “derivation” of the Sagnac equation assumes a flat circular
geometry, which does not properly explain why the area shows up nor does it
validate the use vectors (especially
−→
Ω · −→A ). The derivation given here assumes
no specific geometry, it is even valid for complex three dimensional interferometer
paths where the area is not intuitively clear. For completeness, the acceleration
should also be included, but this has not been done. The derivation shown here
has used some hints from ref. [106].
The apparent length dl of a path segment d−→r in the presence of a rotation rate−→
Ω and a velocity −→v of the reference frame traversed in a time dt, see also figure
B.1, is:
dl = |d−→r |+
(−→v +−→Ω ×−→r ) · d−→r|d−→r |dt. (B.1)
Here −→r is the position of the path segment relative to some origin, the origin
itself disappears later on as it should. The term
−→
Ω ×−→r gives the rotation induced







where c is the velocity of the wave1, gives:
dl = |d−→r |+ 1
c
(−→v +−→Ω ×−→r ) · d−→r . (B.3)
The phase φ of an interferometer (Sagnac or Mach-Zehnder) using waves with a
wavelength λ that travel across two different paths P1 and P2, with the start and












Substituting equation B.3 into this equation and resorting the components gives:
1In the case of light, c is about 3.0 · 108 m/s, in the case of matter waves it is only a few m/s.
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Figure B.1.: Schematic overview of an interferometer. The wave splits at point
B in two paths P1 and P2, which together enclose an area A, and
recombines in point D. Here −→r is the position of the path segment
d−→r relative to some origin, in the presence of a rotation rate −→Ω , and



























Ω ×−→r · d−→r
) . (B.5)
The propagation velocity of the wave has been assumed to be constant, and has
therefore been taken out of the integration. The first two terms correspond to the
lengths of the two paths, without external forces. In a Sagnac interferometer these
two terms are identical as the waves travel through the same path (in opposite
direction). In a Mach-Zehnder interferometer they are equal only in the ideal case
(very good alignment).
The second pair of terms disappears in any interferometer because the integrals
correspond to a vector from the starting point to the end point, which for both
paths is identical. This also shows that the velocity of the reference frame can not











Ω ×−→r · d−→r
)
. (B.6)
When using a loop where the two paths are identical but with opposite direction
(which changes the sign in the integration) and the start and end point coincide,








Ω ×−→r · d−→r . (B.7)
When using a loop with different start and end points, like in the Mach-Zehnder
interferometer, the phase becomes:
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Ω ×−→r · d−→r . (B.8)
Where the two different paths, which only need to share the start and end points,
are combined to form a single closed path. The bar over P2 indicates that it is
traversed in reverse direction. Note the factor of two difference when compared to
the Sagnac case.
Continuing the derivation only for the Mach-Zehnder case, as that is the most







Ω · (−→r × d−→r ) . (B.9)
When assuming that the rotation rate is constant, the dot product can be taken








(−→r × d−→r ) . (B.10)







−→r × d−→r . (B.11)
This definition is necessary since a closed path in three dimensions alone does
not uniquely define a surface (think about a rubber sheet, when all edges are
fixed, the central part can still be deformed). For simple intuitive flat paths, the
integral corresponds to twice the area enclosed by the path. The rotation phase






Ω · −→A. (B.12)
Which is the familiar expression for the Sagnac phase for Mach-Zehnder-like
interferometers.
There are some subtleties hidden in the simple description above, see reference



























































































































































































































































Figure C.2.: CAD drawing of the bias coils for the main chamber. These coils
are implemented as two double sided printed circuit boards. There
are two loops of one millimeter width on either side, an external wire
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Figure D.1.: Schematic of the AD9852 DDS. With a 300 MHz clock it can generate
signals in the range of 0.08 MHz until 150 MHz with an output power
of -5dBm. The circuit only has the minimal components to get the
chip running with all of the digital control part being implemented in
the NI FPGA. The board itself is mounted on a large heatsink as the












































































































































































































































































Figure D.2.: RF section of AD9956 ISA card. The analog signal to control the am-
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Figure D.3.: Digital section of the AD9956 ISA card. The central component is
the CPLD (figure D.5 and following) which connects the DDS, the














































































































































Figure D.4.: Power section of the AD9956 ISA card.
Figure D.5.: Overview of the design files of the CPLD.
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c lk , r e s e t : INPUT;
5 load : INPUT;
wr i t e : INPUT;
7 sh i f tLoad ,
sh i f tC lock ,
9 ddsClock ,
outputEnable ,
11 busy : OUTPUT;
)
13 VARIABLE
s s : MACHINE OF BITS ( S ta t eB i t s [ 5 . . 0 ] )
15 WITH STATES ( sWait=B"010000" ,
sW0 =B"000000" , sW1 =B"000001" , sW2 =B"000010" , sW3 =B"000011" ,
17 sW4 =B"000100" , sW5 =B"000101" , sW6 =B"000110" , sW7 =B"000111" ,
sW8 =B"001000" , sW9 =B"001001" , sW10=B"001010" , sW11=B"001011" ,
19 sW12=B"001100" , sW13=B"001101" , sW14=B"001110" , sW15=B"001111" ,
sR0 =B"100001" , sR1 =B"100011" , sR2 =B"100000" , sR3 =B"100010" ,
21 sR4 =B"100101" , sR5 =B"100111" , sR6 =B"100100" , sR7 =B"100110" ,
sR8 =B"101001" , sR9 =B"101011" , sR10=B"101000" , sR11=B"101010" ,
23 sR12=B"101101" , sR13=B"101111" , sR14=B"101100" , sR15=B"101110" ,
sR16=B"110001" , sR17=B"110011" , sR18=B"110000" , sR19=B"110010" ,
25 sR20=B"110101" , sR21=B"110111" , sR22=B"110100" , sR23=B"110110" ,
sR24=B"111001" , sR25=B"111011" , sR26=B"111000" , sR27=B"111010" ,
27 sR28=B"111101" , sR29=B"111111" , sR30=B"111100" , sR31=B"111110" ) ;
BEGIN
29 s s . c l k = c lk ;
s s . r e s e t = r e s e t ;
31
TABLE
33 % current curren t = > next next %
% s t a t e input = > s t a t e output %
35 ss , load , wr i t e => ss , sh i f tLoad , sh i f tC lock , ddsClock , busy , outputEnable ;
sWait , 0 , X => sWait , 1 , 0 , 0 , 0 , 0 ;
37 sWait , 1 , 0 => sR0 , 1 , 0 , 0 , 0 , 0 ;
sWait , 1 , 1 => sW0, 1 , 0 , 0 , 0 , 1 ;
39
sW0, X, X => sW1, 1 , 1 , 0 , 1 , 1 ;
41 sW1, X, X => sW2, 0 , 0 , 1 , 1 , 1 ;
sW2, X, X => sW3, 0 , 1 , 0 , 1 , 1 ;
43 sW3, X, X => sW4, 0 , 0 , 1 , 1 , 1 ;
sW4, X, X => sW5, 0 , 1 , 0 , 1 , 1 ;
45 sW5, X, X => sW6, 0 , 0 , 1 , 1 , 1 ;
sW6, X, X => sW7, 0 , 1 , 0 , 1 , 1 ;
47 sW7, X, X => sW8, 0 , 0 , 1 , 1 , 1 ;
sW8, X, X => sW9, 0 , 1 , 0 , 1 , 1 ;
49 sW9, X, X => sW10 , 0 , 0 , 1 , 1 , 1 ;
sW10 , X, X => sW11 , 0 , 1 , 0 , 1 , 1 ;
51 sW11 , X, X => sW12 , 0 , 0 , 1 , 1 , 1 ;
sW12 , X, X => sW13 , 0 , 1 , 0 , 1 , 1 ;
53 sW13 , X, X => sW14 , 0 , 0 , 1 , 1 , 1 ;
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sW14 , X, X => sW15 , 0 , 1 , 0 , 1 , 1 ;
55 sW15 , X, X => sWait , 0 , 0 , 1 , 1 , 1 ;
57 sR0 , X, X => sR1 , 0 , 0 , 1 , 1 , 0 ;
sR1 , X, X => sR2 , 0 , 0 , 1 , 1 , 0 ;
59 sR2 , X, X => sR3 , 0 , 0 , 0 , 1 , 0 ;
sR3 , X, X => sR4 , 0 , 0 , 0 , 1 , 0 ;
61 sR4 , X, X => sR5 , 0 , 0 , 1 , 1 , 0 ;
sR5 , X, X => sR6 , 0 , 0 , 1 , 1 , 0 ;
63 sR6 , X, X => sR7 , 0 , 0 , 0 , 1 , 0 ;
sR7 , X, X => sR8 , 0 , 0 , 0 , 1 , 0 ;
65 sR8 , X, X => sR9 , 0 , 0 , 1 , 1 , 0 ;
sR9 , X, X => sR10 , 0 , 0 , 1 , 1 , 0 ;
67 sR10 , X, X => sR11 , 0 , 0 , 0 , 1 , 0 ;
sR11 , X, X => sR12 , 0 , 0 , 0 , 1 , 0 ;
69 sR12 , X, X => sR13 , 0 , 0 , 1 , 1 , 0 ;
sR13 , X, X => sR14 , 0 , 0 , 1 , 1 , 0 ;
71 sR14 , X, X => sR15 , 0 , 0 , 0 , 1 , 0 ;
sR15 , X, X => sR16 , 0 , 0 , 0 , 1 , 0 ;
73 sR16 , X, X => sR17 , 0 , 0 , 1 , 1 , 0 ;
sR17 , X, X => sR18 , 0 , 0 , 1 , 1 , 0 ;
75 sR18 , X, X => sR19 , 0 , 0 , 0 , 1 , 0 ;
sR19 , X, X => sR20 , 0 , 0 , 0 , 1 , 0 ;
77 sR20 , X, X => sR21 , 0 , 0 , 1 , 1 , 0 ;
sR21 , X, X => sR22 , 0 , 0 , 1 , 1 , 0 ;
79 sR22 , X, X => sR23 , 0 , 0 , 0 , 1 , 0 ;
sR23 , X, X => sR24 , 0 , 0 , 0 , 1 , 0 ;
81 sR24 , X, X => sR25 , 0 , 0 , 1 , 1 , 0 ;
sR25 , X, X => sR26 , 0 , 0 , 1 , 1 , 0 ;
83 sR26 , X, X => sR27 , 0 , 0 , 0 , 1 , 0 ;
sR27 , X, X => sR28 , 0 , 0 , 0 , 1 , 0 ;
85 sR28 , X, X => sR29 , 0 , 0 , 1 , 1 , 0 ;
sR29 , X, X => sR30 , 0 , 0 , 1 , 1 , 0 ;
87 sR30 , X, X => sR31 , 0 , 0 , 0 , 1 , 0 ;










This device is based on a PPG-20 (Digital Signal Technology) frequency generator
that can generate up to 20 MHz and has two outputs with a controlled phase
difference. One output is output directly, the other is used for the demodulation
of the input signal in a mixer. The resulting error signal is low pass filtered with
2.5 MHz.
In order to program the PPG-20 a microcontroller (Motorolla MC68HC705J1A)
with a LCD and some keys has been added. The assembler program allows modi-



























































































































































































































































































































































































































































































































































































































































































Figure D.12.: Schematic of the PPG-20 board.
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D.4. 100 to 10 MHz
Because the frequency reference of the Raman system is the best reference available
in the experiment, it would be logical to use it as the reference for all devices.
Unfortunately most commercial devices like synthesizers and spectrum analyzers
can only make use of a 10 MHz reference signal, but not a 100 MHz signal. The
reference on the other hand only outputs 100 MHz, the internal 10 MHz is not
output.
To make a 10 MHz signal out of the 100 MHz a circuit has been designed
that first converts the 100 MHz sine wave in TTL signal, which then feeds the
CPLD (Altera EPM7032SLC-10) which has been programmed with a numeric
controlled oscillator with a fixed frequency of 1/10th of the reference. Its output
feeds a rudimentary DAC made of 4 resistors with the ratio 1:2:4:8 and some fast
operational amplifiers as output buffer to create 4 sine wave outputs, as well as
2 TTL outputs at 10 MHz. The remaining space in the CPLD has been used to

































































































































































































































































































































































































































































































































Figure D.13.: Schematic of the 100 to 10 MHz frequency divider.
Listing D.2: Source code of CPLD




−− Input i s 100 MHz
4 −− output i s (A,B,C,D) as 10 MHz s ine wave
−− and LED i s 10MHz/2^24 = 0.596 Hz TTL
6
−− Pins
8 −− A,B,C,D are f a s t s l ew ra t e output
−− LED i s s low s l ew ra t e output
10 −− Macroce l l s
−− DDS10 are turbo speed
12 −− MyFreqDiv are normal s low speed
−− t co=10ns
14 −− Clock=100MHz
16 −− note : in s imu la t i on the c l o c k must s t a r t wi th 10ns de lay
18 function DDS10( c l o ck ) returns (A,B,C,D) ;




c l o ck : input ;
24 A,B,C,D : output ;
l ed : output ;
26 TTL1,TTL2 : output ;
)
28 variable
dds : DDS10 ;
30 FD : MyFreqDiv with ( width=24);
begin





fd . in=dds .A;




1 −−−−−− subdes i gn −−−−−−




5 −− The t iming ana l i z e r does not l i k e t h i s r i p p l e c l o c k .
−− I t has a huge skew o f a lmost 200ns when us ing 24 s t a g e s .
7 −− (455 ns f o r 24 s t a g e s wi thou t ’ turbo b i t ’ )
−− As i t i s on ly f o r a LED, ignore the ana l i z e r .
9 −− Do not use t h i s des i gn f o r any f u r t h e r s i g n a l p roce s s ing .
11 parameters
(




17 in : input ;
out : output ;
19 )
variable
21 d [ width −1 . . 0 ] : d f f ;
begin
23 d [ ] . d=!d [ ] . q ;
d [ 0 ] . c l k=in ;
25 for i in 1 to width−1 generate
d [ i ] . c l k=d [ i −1] . q ;
27 end generate ;
out=d [ width −1] . q ;
29 end ;
1 −−−−−− subdes i gn −−−−−−
3 −− compi le wi th
−− t co=10ns
5 −− s t a t e machine encoding=user−encoded
7 subdesign DDS10
(
9 c l o ck : input ;
A,B,C,D : output ;
11 )
variable
13 s s : machine of bits (A,B,C,D,E) with s t a t e s
( s0=B"00000" , −− 0
15 s1=B"00010" , −− 1
s2=B"01010" , −− 5
17 s3=B"10100" , −− 10
s4=B"11100" , −− 14
19 s5=B"11111" , −− 15
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s6=B"11101" , −− 14
21 s7=B"10101" , −− 10
s8=B"01011" , −− 5
23 s9=B"00011") ; −− 1
begin
25 s s . c l k=c lo ck ;
table
27 s s => ss ;
s0 => s1 ;
29 s1 => s2 ;
s2 => s3 ;
31 s3 => s4 ;
s4 => s5 ;
33 s5 => s6 ;
s6 => s7 ;
35 s7 => s8 ;
s8 => s9 ;






D.5. 100 to 400 MHz
This circuit uses two frequency doublers to obtain the fourth harmonic of the
input. Optionally it can also use an internal 100 MHz oscillator. Besides the
13 outputs at 400 MHz it also outputs the 100 MHz it uses as reference as well as
































































































































































































































































































































































































































































































Figure D.14.: Schematic of the 100 to 400 MHz chain.
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D.6. FreqGenFix and FreqGenFix2
This circuit uses an ADF4002 (Analog Devices) to phase lock a VCO to an external
reference frequency (Fref ).





where p is an integer between 1 and 8191 and q is between 1 and 16383. For a
fixed frequency reference the q parameter is often set to make Fref/q 1 MHz which
makes p the output frequency in MHz. The p and q values should be chosen small
though, so that the phase comparator frequency remains high and does not limit
the feedback bandwidth.
The single channel device also has the ability to change the output power via
the front panel in 0.5 dB steps between 0 and -31.5 dBm. The dual channel device
has one potentiometer for the power for each channel, and an additional board to
switch between the two channels under external control.
For the operation of the ADF4002 it is necessary to use a small computer to
supply it with about 100 bits of information it needs. This is solved by using
a Conrad C-Control II microcontroller which is a system complete with display,
keyboard, processor and an extension bus. The board with the ADF4002 and the
VCO connect to this bus.
Of the two frequency generator boards of the dual channel device one is identical





















































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































Figure D.17.: Schematic of the free running VCO. The VCO and low pass filter are
POS-100 and PLP-100 for 80 MHz AOMs, POS-150 and PLP-150
for 110 MHz AOMs and POS-300 and PLP-300 for 200 MHz AOMs.





The circuit is similar to the FreqGenFix (appendix D.6) with the difference that
the VCO is an external beat between two lasers, and the circuit has an additional
divider to extend the input range of the beat frequency to 800 MHz.
The software allows to change the parameters of the dividers (p=1...8191, q=1...16383),





Table D.1.: Key parameters of the ADF4002 phase lock circuit.
Parameter value unit
Reference frequency 10...300 MHz
Reference power -25...+5 dBm
Beat frequency 10...800 MHz









































































































































































































































































































































































































































































































































































































































































































































































































































































Figure D.18.: Schematic of the ADF4002 board for phase locking an external VCO
or laser beat to an external reference frequency.
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D.9. Frequency to Voltage converter
The first part of this frequency to voltage converter has some amplifiers before
a frequency divider (U891) with a factor 64, 128 or 256. Then comes the actual
frequency to voltage converter that is build around the VFC110 which is limited
to 4 MHz. This limits the input frequency to 250, 500, or 1000 MHz depending
on the divider setting. The output of the VCF110 is low pass filtered by a UAF42
to about 200 kHz. The output amplifier scales the output to 10 V and adds an
external control signal to produce an error signal that is zero at the desired input
frequency. The other two op-amps at the output check if the output signal is small
and light a LED in red or green, to signal that the system is in lock.
Table D.2.: Key parameters of the frequency to voltage circuit.
Parameter value unit
Input frequency (/64, /128, /256) 50...250, 100...500, 200...1000 MHz
Input power -60...-30 dBm







































































































































































































































































































































































The proportional-integral-differential controller (PID) consists of 3 major compo-
nents: an input stage and two generic PID circuits, one optimized for fast current
signals and one optimized for slow piezo signals. The PCB with the input stage
also contains a triangle oscillator to scan the piezo to find the desired rubidium
transition of the laser. The boards are designed to be used in series: first input
stage, then the fast PID and finally the slow PID. The fast PID steers the current
while trying to keep the input signal small, the slow PID steers the piezo voltage
in an attempt to keep the fast PID output small. In this way one has a small
amplitude at high speeds, which keeps the noise down and protects the laser diode
from any current spikes which could come from spikes in the error signal, and have
a large amplitude at much lower speeds keeping the current away from saturation.
The input stage can remove large offsets. It also can change the frequency and
amplitude of the scan oscillator. It also has a voltage reference for the generation
of offset signals.
The PID module has optional an amplifier/attenuator and an optional inverter.
The PID circuit itself is a textbook circuit, with a fixed gain proportional part,
because most of the day to day tuning involves correcting the overall gain of the
loop, not its frequency dependence. The following two op-amps are a low pass

































































Figure D.20.: Overview of the connections between the various modules of the PID

































































































































































































































































































































































































































































Figure D.21.: Schematic of the input module containing the input with offset cor-

























































































































































































































































































































































































































































































































































































































































































































































































































































































































Figure D.24.: The 8 bit DAC of the FPGA. The DAC is much faster than needed,
even video signals can be (and have been) generated with it, but it
was the lowest cost solution.
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There are several types of photodiodes in use, each optimized for its application:
• in the telescopes for optimizing the fiber input couplers,
• spectroscopy for determining the laser frequency
• to detect the atomic state,
• to measure the beat frequency of two lasers.
A summary of all photodiode circuits is given in table D.3.
The photodiodes in the fiber output assemblies for optimizing the fiber input
coupler, are large area diodes. They are positioned near the edge of the beams
to avoid obstructing the beam itself. The diodes are connected to a switchbox
which collects all photodiode signals. From the switchbox the signals are send to
measurement devices, either a passive current measurement gauge with selectable
shunt resistor or a transimpedance amplifier with selectable feedback resistor and
a gauge (see figure D.26), [or simply a multimeter].
The photodiodes in the spectroscopy are based on large area photodiodes with
a transimpedance amplifier with a 10 kΩ feedback resistor, designed in a compact
case, see figure D.27. They are used in combination with a Rubidium vapor cell
to manually tune the lasers roughly to the correct wavelength before the actual
locking scheme can start.
The photodiode circuit for the MTS has two outputs: one AC coupled output
for the modulation signal at 7 MHz, and one DC coupled output (without the
modulation signal) for optimizing the optical alignment, see figure D.28.
The photodiodes in the state detection are based on very large area photodiodes
with a fast transimpedance amplifier and a second signal amplifier, see figure D.29.
Because the first amplifier has a large bias current, the final output has a 2 V offset.
The beat signals around 7 GHz are detected with Hamamatsu G4176-03 photo-




Table D.3.: Parameters of photodiodes
Application Figure Photodiode Sensitive area Bandwidth Sensitivity
Fiber D.26 SilonexSLSD-71N2 5.1×5.1 mm
2 *1 *2
Spectroscopy D.27 HamamatsuS2386-44K 3.6×3.6 mm










State detection D.29 HamamatsuS5107 10×10 mm
2 65 kHz 0.085 V/µW
RF, 7 GHz D.30 HamamatsuG4176-03 0.2×0.2 mm
2 11 GHz 7.4 mVrf,50ΩmWOpt
RF, 1 GHz D.31 HamamatsuS5973 φ0.2 mm 1000 MHz 11
mVrf,50Ω
mWOpt
*1: Depends on measurement device, typically <1 kHz.
*2: Depends on setting of measurement device. The diode itself has a sensitivity of 0.5 A/W






























































































































































































































































































































































































































































































































Figure D.30.: Schematic of the circuit for the detection of beat frequencies at about



































































































Figure D.31.: Schematic of the photodiode circuit for receiving beat frequencies
up to 1 GHz.
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Figure E.1.: An overview of the various files for the bias coil optimization. The
top line are the main files, the lower boxes are the subprograms and
the lines between them indicate who calls which subprograms.
Listing E.1: FinalField.m: Simulation of the final choosen magnetic bias field.
% Fina lF i e l d
2
% Direc t i ons :
4 % x : sideways , in the d i r e c t i o n o f the l a s e r beams
% y : v e r t i c a l , in the d i r e c t i o n o f g r a v i t y
6 % z : l e n g t h wise , in the d i r e c t i o n o f the atoms
8 %−−−−−−−−−−−−−−−−− i n i t curren t −−−−−−−−−−−−−−−−−−
cur rent=OptToCurrent ( [ −0.005 −0.001 0 −0.006 −0.015 . . .
10 −0.015 −0.015 −0.015 −0.015 −0.015 −0.0075 ] ) ;
12 %−−−−−−−−−−−−−−−−−− i n i t measurement p o s i t i o n s −−−−−−−−−−−−−
roiX =0.010;%reg ion o f i n t e r e s t , in mm
14 roiY =0.020;
ro iZ =0.272−0.020;
16 [ x , y , z ]=meshgrid(−roiX /2 : roiX /4 : roiX /2 , . . .
−roiY /2 : roiY /4 : roiY /2 , . . .
18 −ro iZ /2 : ro iZ /20 : ro iZ /2 ) ;
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p=[ reshape (x ,prod ( s ize ( x ) ) , 1 ) , . . .
20 reshape (y ,prod ( s ize ( y ) ) , 1 ) , . . .
reshape ( z ,prod ( s ize ( z ) ) , 1 ) ] ;
22
%−−−−−−−−−−−−−−−− c a l c u l a t e f i e l d −−−−−−−−−−−−−−−−−−−−−−−−−−
24 for i =1: s ize (p , 1 )
f ( i , : )= In tF i e l d ( reshape (p( i , : ) , 3 , 1 ) , cu r r ent ) ’ ;
26 end
28 % dev i a t i on o f f i e l d from mean , abs (B−Bmean)
[ qua l i ty , avg , dev ]=Fie ldQua l i ty (p , f ) ;
30
%−−−−−−−−−−−−−−−−−−−−−− f i e l d in ro i box −−−−−−−−−−−−−−−−−−−
32 f igure
subplot ( 2 , 2 , 1 ) ;
34 dev=reshape ( dev , s ize ( z ) ) ;
s l i c e (x , y , z , dev ,[− roiX /2 , roiX /2] , [− roiY /2 , roiY /2] , [− ro iZ /2 , ro iZ /2 ] ) ;
36 h=f i ndob j (gca , ’ FaceColor ’ , ’ f l a t ’ ) ;
set (h , ’ FaceColor ’ , ’ i n t e rp ’ ) ;
38 axis equal
view ( 2 6 , 5 8 ) ;
40 camup ( [ 0 , 1 , 0 ] ) ;
colorbar
42 colormap ( mycolorbar )
t i t l e ’ Deviat ion ’
44
subplot ( 2 , 2 , 2 ) ;
46 v=reshape ( f ( : , 1 ) , s ize ( z ) ) ;
s l i c e (x , y , z , v ,[− roiX /2 , roiX /2] , [− roiY /2 , roiY /2] , [− ro iZ /2 , ro iZ /2 ] ) ;
48 h=f i ndob j (gca , ’ FaceColor ’ , ’ f l a t ’ ) ;
set (h , ’ FaceColor ’ , ’ i n t e rp ’ ) ;
50 axis equal
view ( 2 6 , 5 8 ) ;
52 camup ( [ 0 , 1 , 0 ] ) ;
colorbar
54 colormap jet
t i t l e ’X␣ ( l a s e r ) ’
56
subplot ( 2 , 2 , 3 ) ;
58 v=reshape ( f ( : , 2 ) , s ize ( z ) ) ;
s l i c e (x , y , z , v ,[− roiX /2 , roiX /2] , [− roiY /2 , roiY /2] , [− ro iZ /2 , ro iZ /2 ] ) ;
60 h=f i ndob j (gca , ’ FaceColor ’ , ’ f l a t ’ ) ;
set (h , ’ FaceColor ’ , ’ i n t e rp ’ ) ;
62 axis equal
view ( 2 6 , 5 8 ) ;





t i t l e ’Y␣(−g rav i ty ) ’
68
subplot ( 2 , 2 , 4 ) ;
70 v=reshape ( f ( : , 3 ) , s ize ( z ) ) ;
s l i c e (x , y , z , v ,[− roiX /2 , roiX /2] , [− roiY /2 , roiY /2] , [− ro iZ /2 , ro iZ /2 ] ) ;
72 h=f i ndob j (gca , ’ FaceColor ’ , ’ f l a t ’ ) ;
set (h , ’ FaceColor ’ , ’ i n t e rp ’ ) ;
74 axis equal
view ( 2 6 , 5 8 ) ;
76 camup ( [ 0 , 1 , 0 ] ) ;
colormap jet
78 colorbar
t i t l e ’Z␣ ( atom) ’
Listing E.2: OptToCurrent.m
1 function [ cu r r ent ] = OptToCurrent ( v )
%OPTTOCURRENT Summary o f t h i s f unc t i on goes here
3 % conver t s a s e t o f 11 parameters in v to 2x60 e lements in curren t
5 % Direc t i ons :
% x : sideways , in the d i r e c t i o n o f the l a s e r beams
7 % y : v e r t i c a l , in the d i r e c t i o n o f g r a v i t y
% z : l e n g t h wise , in the d i r e c t i o n o f the atoms
9
cur rent=zeros ( 2 , 6 0 , 3 ) ;
11 xS ize =0.065+0.010; %( s i z e o f i n t e r f e r ome t e r chamber )
yS ize =0.070; %+0.030;
13 zS i z e =0.272;
for i =0:19
15 cur rent (1 ,0+ i +1 ,:)=[+ xSize /2,− yS ize /2 ,−( zS i z e /2)+ i ∗ zS i z e / 2 0 ] ;
end
17 for i =0:9
cur rent (1 ,20+ i +1 ,:)=[+ xSize /2,− yS ize/2+ i ∗ yS ize /10 ,+( zS i z e / 2 ) ] ;
19 end
for i =0:19
21 cur rent (1 ,30+ i +1 ,:)=[+ xSize /2 ,+ ySize /2 ,+( zS i z e /2)− i ∗ zS i z e / 2 0 ] ;
end
23 for i =0:9
cur rent (1 ,50+ i +1 ,:)=[+ xSize /2 ,+ ySize/2− i ∗ yS ize /10 ,−( zS i z e / 2 ) ] ;
25 end
27 for i =1:11 %11
cur rent (1 ,0+ i ,2)= cur rent (1 ,0+ i ,2)+v( i ) ;
29 cur rent (1 ,22− i ,2)= cur rent (1 ,22− i ,2)+v ( i ) ;
cu r r ent (1 ,30+ i ,2)= cur rent (1 ,30+ i ,2)−v ( i ) ;





cur rent (1 , : , 1 )= cur rent ( 1 , : , 1 ) ;%+v (12 ) ;
35 cur rent ( 2 , : , : )= cur rent ( 1 , : , : ) ;
cu r r ent (2 ,: ,1)=− cur r ent ( 1 , : , 1 ) ;
Listing E.3: IntField.m
function [ f i e l d ] = In tF i e l d ( po s i t i on , l i s t )
2 %func t i on [ f i e l d ] = In tF i e l d ( po s i t i on , l i s t )
% po s i t i o n : p o s i t i o n to be c a l c u l a t e d
4 % l i s t : array ( 1 . . number o f wires , 1 . . number o f wire po ints , x y z )
6 % ve c t o r i s e d f o r speed
f i e l d=po s i t i o n ∗0 ;
8 for i=1 : s ize ( l i s t , 1 )
L1= l i s t ( i , 1 : end , 1 : 3 ) ;
10 L2=[ l i s t ( i , 2 : end , 1 : 3 ) l i s t ( i , 1 , 1 : 3 ) ] ;
L1=reshape (L1 ,prod ( s ize (L1 ) ) / 3 , 3 ) ;
12 L2=reshape (L2 ,prod ( s ize (L2 ) ) / 3 , 3 ) ;
f=BField ( po s i t i on , L1 , L2 ) ;
14 f i e l d=f i e l d+sum( f , 2 ) ;
end
Listing E.4: BField.m
1 function [ f i e l d ] = BField ( pos , cur1 , cur2 )
% func t i on [ f i e l d ] = BField ( pos , cur1 , cur2 )
3 % pos : p o s i t i o n to be c a l c u l a t e d [ i , xyz ]
% cur1 , cur2 : curren t f l ow in g from po in t cur1 to cur2 [ i , xyz ]
5 %
% r=pos−cur1 ;
7 % d l=cur2−cur1 ;
% f i e l d=cros s ( d l , r )/( sum( r .∗ r )^1 . 5 ) ;
9 % (mu0∗ I /4Pi i s s e t to 1 ;
% true va lue i s I∗10^−7 [ Tes la ] or I∗10^−3 [ Gauss ] )
11 % (==> uni t o f outcome i s ’mGauss per Ampere ’ )
13 % ( v e c t o r i s e d f o r speed )
pos=pos∗ ones (1 ,prod ( s ize ( cur1 ) ) / 3 ) ;
15 PC=cur1 ’−pos ;
CD=cur2 ’−cur1 ’ ;
17 PD=cur2 ’−pos ;
c r=−cross (CD,PC) ;
19 f i e l d= ( (dot (PC,CD) . / sqrt (dot (PC,PC)))− . . .
(dot (PD,CD) . / sqrt (dot (PD,PD) ) ) ) . / ( dot ( cr , c r ) ) ;
21 f i e l d=cr .∗ ( ones (3 , 1 )∗ f i e l d ) ;
Listing E.5: FieldQuality.m
1 function [ qua l i ty , avg , dev ] = Fie ldQua l i ty ( po s i t i on , f i e l d )




% po s i t i o n : l i s t o f x , y , z coord ina t e s where f i e l d was eva l ua t ed [ : , 3 ]
5 % f i e l d : l i s t o f magnetic f i e l d v e c t o r s [ : , 3 ]
% dev : l e n g t h o f ( f i e l d − f i e l d_avge rage )
7 % qu a l i t y : va lue i n d i c a t i n g the q u a l i t y o f the f i e l d ,
% ( lower i s b e t t e r ) , t y p i c a l l y : normal ised mean o f
9 % ab so l u t e va lue o f d e v i a t i on from mean f i e l d
11 avg=mean( f i e l d ) ;
dev=zeros ( s ize ( f i e l d , 1 ) , 1 ) ;
13 for i =1: s ize ( f i e l d , 1 )
dev ( i )=sqrt ( sum( ( f i e l d ( i , : )− avg ) .^2 ) ) ;
15 end
17 q=[ max( dev )/ sqrt (sum( avg .^2 ) ) , mean( dev )/ sqrt (sum( avg . ^ 2 ) ) ] ;
qua l i t y=q ( 2 ) ;
Listing E.6: PlotCurrent.m
function [ ] = PlotCurrent ( l i s t )
2 %PLOTCURRENT Summary o f t h i s f unc t i on goes here
% Deta i l e d exp l ana t i on goes here
4 % l i s t : array ( 1 . . number o f wires , 1 . . number o f wire po ints , x y z )
6 hold on
for i=1 : s ize ( l i s t , 1 )
8 plot3 ( l i s t ( i , : , 1 ) , l i s t ( i , : , 2 ) , l i s t ( i , : , 3 ) , ’−xk ’ , ’ LineWidth ’ , 2 ) ;
plot3 ( [ l i s t ( i , end , 1 ) , l i s t ( i , 1 , 1 ) ] , . . .
10 [ l i s t ( i , end , 2 ) , l i s t ( i , 1 , 2 ) ] , . . .
[ l i s t ( i , end , 3 ) , l i s t ( i , 1 , 3 ) ] , ’−xk ’ , ’ LineWidth ’ , 2 ) ;
12 end
Listing E.7: PlotField.m
function [ ] = P lo tF i e ld ( po s i t i on , f i e l d )
2 %PLOTFIELD Summary o f t h i s f unc t i on goes here
% Deta i l e d exp l ana t i on goes here
4
L=sum( f i e l d . ^ 2 , 2 ) ;
6 f i e l d =0.3∗ f i e l d /sqrt (max(L ) ) ;
for i =1: s ize ( po s i t i on , 1 )
8 plot3 ( p o s i t i o n ( i , 1 ) , p o s i t i o n ( i , 2 ) , p o s i t i o n ( i , 3 ) , ’ . ’ ) ;
plot3 ( [ p o s i t i o n ( i , 1 ) , p o s i t i o n ( i ,1)+ f i e l d ( i , 1 ) ∗ 0 . 1 ] , . . .
10 [ p o s i t i o n ( i , 2 ) , p o s i t i o n ( i ,2)+ f i e l d ( i , 2 ) ∗ 0 . 1 ] , . . .
[ p o s i t i o n ( i , 3 ) , p o s i t i o n ( i ,3)+ f i e l d ( i , 3 ) ∗ 0 . 1 ] ) ;
12 end
Listing E.8: PlotROIbox.m




roiX =0.010;%reg ion o f i n t e r e s t
4 roiY =0.020;
ro iZ =0.252;
6 plot3 ([− roiX/2,+ roiX/2,+ roiX/2,− roiX/2,− roiX / 2 ] , . . .
[− roiY/2,− roiY/2,+ roiY/2,+ roiY/2,− roiY / 2 ] , . . .
8 [− ro iZ /2,− ro iZ /2,− ro iZ /2,− ro iZ /2,− ro iZ /2 ] , ’ g−− ’ ) ;
plot3 ([− roiX/2,+ roiX/2,+ roiX/2,− roiX/2,− roiX / 2 ] , . . .
10 [− roiY/2,− roiY/2,+ roiY/2,+ roiY/2,− roiY / 2 ] , . . .
[+ ro iZ /2,+ ro iZ /2,+ ro iZ /2,+ ro iZ /2,+ ro iZ /2 ] , ’ g−− ’ ) ;
12 plot3 ([− roiX/2,− roiX /2] , [− roiY/2,− roiY /2] , [− ro iZ /2,+ ro iZ /2 ] , ’ g−− ’ ) ;
plot3 ([+ roiX/2,+ roiX /2] , [− roiY/2,− roiY /2] , [− ro iZ /2,+ ro iZ /2 ] , ’ g−− ’ ) ;
14 plot3 ([+ roiX/2,+ roiX /2 ] , [+ roiY/2,+ roiY /2] , [− ro iZ /2,+ ro iZ /2 ] , ’ g−− ’ ) ;
plot3 ([− roiX/2,− roiX /2 ] , [+ roiY/2,+ roiY /2] , [− ro iZ /2,+ ro iZ /2 ] , ’ g−− ’ ) ;
Listing E.9: PlotChamber.m
1 function [ ] = PlotChamber ( )
%PLOTCHAMBER draws the c en t r a l i n t e r f e r ome t e r chamber
3
% Direc t i ons :
5 % x : sideways , in the d i r e c t i o n o f the l a s e r beams
% y : v e r t i c a l , in the d i r e c t i o n o f g r a v i t y
7 % z : l e n g t h wise , in the d i r e c t i o n o f the atoms
9 z=[−136,−90,−90, 90 , 90 ,136 ,136 ,−136]/1000;
y=[ −91,−91,−35,−35,−91,−91, 35 , 35 ] /1000 ;
11 for i =1: length ( z )
plot3 ( [ 0 . 0 3 2 , −0 . 0 3 2 ] , [ y ( i ) , y ( i ) ] , [ z ( i ) , z ( i ) ] , ’m’ ) ;
13 end
y=[y , y ( 1 ) ] ;
15 z=[z , z ( 1 ) ] ;
plot3 (0 .032∗ ones (1 , length ( z ) ) , y , z , ’m’ ) ;
17 plot3 (−0.032∗ ones (1 , length ( z ) ) , y , z , ’m’ ) ;
19 Ci r c l e ( [ 0 . 0 3 2 , 0 , 0 ] , 0 . 0 4 0 / 2 ) ; % middle main window
Ci r c l e ( [ −0 . 0 32 , 0 , 0 ] , 0 . 0 40/2 ) ;
21
Ci r c l e ( [ 0 . 0 3 2 , 0 , 0 . 0 6 5 ] , 0 . 0 4 0 / 2 ) ;
23 Ci r c l e ( [ −0 . 0 32 , 0 , 0 . 0 6 5 ] , 0 . 0 4 0/2 ) ;
25 Ci r c l e ( [ 0 . 032 , 0 , −0 . 065 ] , 0 . 040/2 ) ;
C i r c l e ( [ −0 .032 ,0 , −0 .065 ] , 0 . 040/2) ;
27
Ci r c l e ( [ 0 .032 ,−0.004 , 0 . 1 1 2 8 ] , 0 . 0 3 0 / 2 ) ; % prepara t ion and
29 Ci r c l e ( [−0.032 ,−0.004 , 0 . 1 1 2 8 ] , 0 . 0 3 0 / 2 ) ; % de t e c t i on window
31 Ci r c l e ( [ 0 .032 , −0 .004 , −0 .1128 ] , 0 .030/2) ;




Ci r c l e ( [ 0 .032 ,−0.060 , 0 . 1 1 3 ] , 0 . 0 2 8 / 2 ) ; % pump ho l e
35 Ci r c l e ( [−0.032 ,−0.060 , 0 . 1 1 3 ] , 0 . 0 2 8 / 2 ) ;
C i r c l e ( [ 0 .032 , −0 .060 , −0 .113 ] , 0 .028/2) ;
37 Ci r c l e ( [ −0 .032 , −0 .060 , −0 .113 ] ,0 .028/2) ;
C i r c l e ( [ 0 .032 ,−0.060 , 0 . 1 1 3 ] , 0 . 0 5 0 / 2 ) ; % pump f l a n g e
39 Ci r c l e ( [−0.032 ,−0.060 , 0 . 1 1 3 ] , 0 . 0 5 0 / 2 ) ;
C i r c l e ( [ 0 .032 , −0 .060 , −0 .113 ] , 0 .050/2) ;
41 Ci r c l e ( [ −0 .032 , −0 .060 , −0 .113 ] ,0 .050/2) ;
C i r c l e ( [ 0 .032+0.013 ,−0.060 , 0 . 1 1 3 ] , 0 . 0 5 0 / 2 ) ;
43 Ci r c l e ( [ 0 .032+0.013 , −0 .060 , −0 .113 ] ,0 .050/2) ;
45 Ci r c l e ( [ 0 .032 ,+0.023 , 0 . 0 3 1 ] , 0 . 0 0 1 5 / 2 ) ; % some screw ho l e s
Ci r c l e ( [−0.032 ,+0.023 , 0 . 0 3 1 ] , 0 . 0 0 1 5 / 2 ) ;
47 Ci r c l e ( [ 0 . 032 ,+0 .023 , −0 .031 ] , 0 . 0015/2) ;
C i r c l e ( [ −0 .032 ,+0 .023 , −0 .031 ] , 0 .0015/2) ;
49 Ci r c l e ( [ 0 .032 ,+0.023 , 0 . 0 9 1 ] , 0 . 0 0 1 5 / 2 ) ; % some screw ho l e s
Ci r c l e ( [−0.032 ,+0.023 , 0 . 0 9 1 ] , 0 . 0 0 1 5 / 2 ) ;
51 Ci r c l e ( [ 0 . 032 ,+0 .023 , −0 .091 ] , 0 . 0015/2) ;
C i r c l e ( [ −0 .032 ,+0 .023 , −0 .091 ] , 0 .0015/2) ;
53 Ci r c l e ( [ 0 .032 ,+0.023 , 0 . 1 0 4 7 ] , 0 . 0 0 1 5 / 2 ) ; % some screw ho l e s
Ci r c l e ( [−0.032 ,+0.023 , 0 . 1 0 4 7 ] , 0 . 0 0 1 5 / 2 ) ;
55 Ci r c l e ( [ 0 . 032 ,+0 .023 , −0 .1047 ] , 0 . 0015/2) ;
C i r c l e ( [ −0 .032 ,+0 .023 , −0 .1047 ] ,0 .0015/2) ;
57 Ci r c l e ( [ 0 .032 ,+0.023 , 0 . 1 2 1 ] , 0 . 0 0 1 5 / 2 ) ; % some screw ho l e s
Ci r c l e ( [−0.032 ,+0.023 , 0 . 1 2 1 ] , 0 . 0 0 1 5 / 2 ) ;
59 Ci r c l e ( [ 0 . 032 ,+0 .023 , −0 .121 ] , 0 . 0015/2) ;
C i r c l e ( [ −0 .032 ,+0 .023 , −0 .121 ] , 0 .0015/2) ;
61 Ci r c l e ( [ 0 .032 ,−0.018 , 0 . 0 3 1 ] , 0 . 0 0 1 5 / 2 ) ; % some screw ho l e s
Ci r c l e ( [−0.032 ,−0.018 , 0 . 0 3 1 ] , 0 . 0 0 1 5 / 2 ) ;
63 Ci r c l e ( [ 0 .032 , −0 .018 , −0 .031 ] , 0 .0015/2) ;
C i r c l e ( [ −0 .032 , −0 .018 , −0 .031 ] ,0 .0015/2) ;
65 Ci r c l e ( [ 0 .032 ,−0.018 , 0 . 0 9 1 ] , 0 . 0 0 1 5 / 2 ) ; % some screw ho l e s
Ci r c l e ( [−0.032 ,−0.018 , 0 . 0 9 1 ] , 0 . 0 0 1 5 / 2 ) ;
67 Ci r c l e ( [ 0 .032 , −0 .018 , −0 .091 ] , 0 .0015/2) ;
C i r c l e ( [ −0 .032 , −0 .018 , −0 .091 ] ,0 .0015/2) ;
69
% dimensions o f a ’Euro s i z e PCB’
71 plot3 ( [ 0 . 032 , 0 . 032 , 0 . 032 , 0 . 032 , 0 . 0 3 2 ] , . . .
[ 0 . 050 , 0.050 ,−0.050 ,−0.050 , 0 . 0 5 0 ] , . . .
73 [ 0 .080 ,−0.080 ,−0.080 , 0 . 080 , 0 . 0 8 0 ] , ’ : r ’ ) ;
plot3 (−[ 0 . 032 , 0 . 032 , 0 . 032 , 0 . 032 , 0 . 0 3 2 ] , . . .
75 [ 0 . 050 , 0.050 ,−0.050 ,−0.050 , 0 . 0 5 0 ] , . . .
[ 0 .080 ,−0.080 ,−0.080 , 0 . 080 , 0 . 0 8 0 ] , ’ : r ’ ) ;
77
function [ ]= C i r c l e ( po s i t i on , rad iu s )
79 t = [ 0 : 0 . 0 2 5 : 1 ]∗2∗ pi ;
plot3 ( p o s i t i o n (1)∗ ones (1 , length ( t ) ) , . . .
157
E. Source code
81 po s i t i o n (2)+ sin ( t )∗ radius , . . .
p o s i t i o n (3)+cos ( t )∗ radius , ’m’ ) ;
Listing E.10: RunOptim.m
%RUNOPTIM
2 x=zeros ( 1 , 1 1 ) ;
optim=optimset ( ’ MaxIter ’ , 1 , ’MaxFunEval ’ , 5 0 , . . .
4 ’ Display ’ , ’ i t e r ’ , ’ LargeSca le ’ , ’ o f f ’ ) ;
i =0;
6 while t rue
i=i+1
8 [ x , v]= fminunc ( ’ Evaluator ’ , x , optim ) ;
f i d=fopen ( ’ t e s t 6 . txt ’ , ’ at+’ ) ;
10 fseek ( f i d , 0 , ’ e o f ’ ) ;
fpr intf ( f i d , ’%15.8g ’ , x ) ;
12 fpr intf ( f i d , ’ \n ’ ) ;
fc lose ( f i d ) ;
14 end
Listing E.11: Evaluator.m
function [ mer it ] = Evaluator ( v )
2 %eva l u a t e s the parameter v e c t o r v f o r op t im i za t i on
%
4 % use wi th matlab f unc t i on ’ fminsearch ’ :
% [ x , v ]= fminsearch ( ’ Evaluator ’ , z e ro s ( 1 , 1 1 ) , . . .
6 % opt imse t ( ’ MaxIter ’ , 5 , ’MaxFunEval ’ , 20 , ’ Disp lay ’ , ’ i t e r ’ ) )
% showre su l t ( x )
8
cur r ent=OptToCurrent ( v ) ;
10
roiX =0.010;%reg ion o f i n t e r e s t
12 roiY =0.020;
ro iZ =0.272−0.020;
14 [ x , y , z ]=meshgrid(−roiX /2 : roiX /4 : roiX /2 , . . .
−roiY /2 : roiY /4 : roiY /2 , . . .
16 −ro iZ /2 : ro iZ /20 : ro iZ /2 ) ;
p=[ reshape (x ,prod ( s ize ( x ) ) , 1 ) , . . .
18 reshape (y ,prod ( s ize ( y ) ) , 1 ) , . . .
reshape ( z ,prod ( s ize ( z ) ) , 1 ) ] ;
20
for i =1: s ize (p , 1 )
22 f ( i , : )= In tF i e l d ( reshape (p( i , : ) , 3 , 1 ) , cu r r ent ) ’ ;
end
24
[ qua l i ty , avg , dev ]=Fie ldQua l i ty (p , f ) ;




function [ ] = ShowResult ( v )
2
cur rent=OptToCurrent ( v ) ;
4 roiX =0.010;%reg ion o f i n t e r e s t
roiY =0.020;
6 ro iZ =0.272−0.020;
[ x , y , z ]=meshgrid(−roiX /2 : roiX /4 : roiX /2 , . . .
8 −roiY /2 : roiY /4 : roiY /2 , . . .
−ro iZ /2 : ro iZ /20 : ro iZ /2 ) ;
10 p=[ reshape (x ,prod ( s ize ( x ) ) , 1 ) , . . .
reshape (y ,prod ( s ize ( y ) ) , 1 ) , . . .
12 reshape ( z ,prod ( s ize ( z ) ) , 1 ) ] ;
for i =1: s ize (p , 1 )
14 f ( i , : )= In tF i e l d ( reshape (p( i , : ) , 3 , 1 ) , cu r r ent ) ’ ;
end
16 [ qua l i ty , avg , dev ]=Fie ldQua l i ty (p , f ) ;
qua l i t y
18 avg
20 f igure ; % 3D f i e l d arrows
plotCurrent ( cur r ent ) ;




26 view ( 2 6 , 5 8 ) ;
camup ( [ 0 , 1 , 0 ] ) ;
28
f igure ( % 3D co l o r box )
30 dev=reshape ( dev , s ize ( z ) ) ;
s l i c e (x , y , z , dev , . . .
32 [− roiX /2 , roiX /2] , [− roiY /2 , roiY /2] , [− ro iZ /2 , ro iZ /2 ] ) ;
h=f i ndob j (gca , ’ FaceColor ’ , ’ f l a t ’ ) ;
34 set (h , ’ FaceColor ’ , ’ i n t e rp ’ ) ;
axis equal
36 view ( 2 6 , 5 8 ) ;
camup ( [ 0 , 1 , 0 ] ) ;
38 colormap ( mycolorbar )




E.2. Instantaneous frequency analysis
Listing E.13: InstFreqAna.m
%% Se t t i n g s
2 Samplerate=2.5E9 ; % 2.5 GS/s
% −−> 1us=2500S
4 b l o c k s i z e =2500;
%% Load and proces s data
6 data_f = [ ] ;
data_a = [ ] ;
8 data_t = [ ] ;
for FileNumber=0:14
10 s t a r t=length ( data_t ) ;
for Channel=1:4
12 f i l ename=[ ’C ’ num2str( Channel , ’%1i ’ ) ’ dds ’ . . .
num2str( FileNumber , ’%05 i ’ ) ’ . dat ’ ]
14 M=dlmread ( f i l ename , ’ ␣ ’ ) ;
t=M( : , 1 ) ;
16 y=M( : , 2 ) ;
for k=0: f loor ( length ( y )/ b l o c k s i z e )−1
18 % take b l o c k o f data
block_t=t (k∗ b l o c k s i z e +1:(k+1)∗ b l o c k s i z e ) ;
20 block_y=y(k∗ b l o c k s i z e +1:(k+1)∗ b l o c k s i z e ) ;
% use f f t to e s t imate i n i t i a l guess o f f requency
22 [A, f , phi ]=Fi tS in ( block_y ) ;
data_f ( s t a r t+k+1,Channel)= f ∗Samplerate / b l o c k s i z e ;
24 % ins tan taneous f requency in Hz
data_a ( s t a r t+k+1,Channel)=A;
26 % fou r r i e r component s c a l e s l i k e ampl i tude




%% Show r e s u l t s
32 f igure
plot ( data_t∗1e3 , data_f ( : , [ 1 , 3 , 4 ] ) / 1 e6 , ’− ’ ) ;
34 % Channel 2 has a problem : no s i g n a l
ylabel ( ’ Instananeous ␣Frequency␣ (MHz) ’ )
36 xlabel ( ’Time␣ (ms) ’ )
xl im ( [ −0 . 2 , 2 . 6 ] )
38 set (gca , ’ x t i c k ’ , [ − 0 . 2 : 0 . 2 : 2 . 6 ] )
yl im ( [ 1 9 0 , 2 2 5 ] )
40 legend ( ’ 7D␣Front ’ , ’ 8C␣Top ’ , ’ 6A␣Bottom ’ )
t i t l e ( ’ Frequency ’ )
42 grid on
f igure % d e t a i l o f second f requency jump
44 plot ( data_t∗1e3 , data_f ( : , [ 1 , 3 , 4 ] ) / 1 e6 , ’− ’ ) ;
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E. Source code
ylabel ( ’ Instananeous ␣Frequency␣ (MHz) ’ )
46 xlabel ( ’Time␣ (ms) ’ )
xl im ( [ 0 . 9 , 1 . 2 ] )
48 set (gca , ’ x t i c k ’ , [ 0 . 9 : 0 . 0 2 : 1 . 2 ] )
%ylim ( [ 190 , 225 ] )
50 legend ( ’ 7D␣Front ’ , ’ 8C␣Top ’ , ’ 6A␣Bottom ’ )
t i t l e ( ’ Frequency ’ )
52 grid on
Listing E.14: FitSin.m
function [ A, f , phi ] = Fi tS in ( y )
2 %FITSIN , f i t a s in on data y
4 % use f f t to e s t imate i n i t i a l guess o f f requency
f=f f t ( y ) ;
6 [ a , l ]=max(abs ( f ( 1 : f loor ( length ( y ) / 2 ) ) ) ) ;
% only search in f i r s t h a l f o f f f t
8 x=(0: length ( y)−1) ’/ length ( y ) ;
% use s ine f i t f o r more accura te ( ins tan taneous ) f requency es t ima te
10 % because f f t over 1us i s l im i t e d to 1MHz r e s o l u t i o n
startParam=[2∗abs ( f ( l ) )/ length ( y ) , l −1,angle ( f ( l ) ) ] ;
12 r=l s q c u r v e f i t ( @f i t func , startParam , x , y ) ;
A=r ( 1 ) ;
14 f=r ( 2 ) ;
phi=r ( 3 ) ;
16
function y=f i t f u n c (param , t )




Figure E.2.: Front panel of the main FPGA vi. This is effectively the PCI interface.
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Table E.1.: Overview of the instructions. s is source register, d is destination regis-
ter, hhhhllll is a 32 bit constant value, x is a don’t care. Only the lower
3 bits of the second byte are used to determine the instruction, the up-
per 5 bits of that byte are ignored (reserved for future expansion).
Opcode Machine Code (hex) Description
NOP xx00 xxxx xxxx No Operation
SET xd01 hhhh llll Set register d to value hhhhllll
JMP sx02 dddd xxcc Jump to address dddd if
condition cc is met.
cc: 0=always, 1=never, 2=equal,
3=not equal.
ADD sd03 hhhh llll Add value hhhhllll to register s
and store result in d.
WAIT sx04 hhhh llll Wait until register s is equal to
value hhhhllll, implies “SET
Comp hhhhllll”
Invalid sx05 hhhh llll
...
sx07 hhhh llll
Crash, these instructions never
end. A system reset is necessary.
Reserved for future expansion.
Note: There is no need for a “move”-instruction as it can be realized with “ADD
s,d,+0”.








0 DDS R/W 32
1 DIO R/W 32 32 Digital output channels
2 High Speed
Timer
R/W 32 100 MHz counter
3 Compare R/W 32
4 DAC R/W 8 8 Bit analog output
5 DDS_Special R/W 4




R/W 32 Can be set by the FPGA
program, can also be used as
an additional counter
8..15 Invalid Map to 0 (DDS)
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Listing E.15: Example of the program/experimental sequence that is executed by
the FPGA.vi. The $-sign indicates a hexadecimal number. The
first number on a line is the memory address. There has been no
assembler for this code implemented, only a dissassembler.
$0000 : NOP
2 $0003 : SET HST $00000000 % c l e a r t imer
$0006 : ADD DAC = DAC + $00000010 % increa se DAC
4 $0009 : SET DDS $47444644 % i n i t i a l i z e DDS
$000C : SET DDS $6C459445 % frequency
6 $000F : SET DDS $8B464646
$0012 : SET DDS $43477347
8 $0015 : SET DDS $95488148
$0018 : SET DDS $8149D749
10 $001B : SET DDS $00400040 % phase
$001E : SET DDS $00410041
12 $0021 : WAIT HST $00030D40 % wait 2 ms
$0024 : NOP
14 $0027 : SET HST $00000000 % c l e a r t imer
$002A : ADD DAC = DAC + $00000010 % increa se DAC
16 $002D : SET DIO $01F40231 % new DIO s ta t e ,
$0030 : SET DIO $01F40230 % t r i g g e r analog out
18 $0033 : SET DDS_Special $00000001 % make DDS use new va lue
$0036 : SET DDS_Special $00000000
20 $0039 : WAIT HST $05F5E100 % wait u n t i l nex t s t a t e
$003C : NOP
22 $003F : SET DIO $F1F40201 % new DIO s t a t e
$0042 : SET DIO $F1F40200 % t r i g g e r analog out
24 $0045 : WAIT HST $06115840 % wait u n t i l nex t s t a t e
$0048 : NOP
26 $004B : SET DIO $F1F00201
$004E : SET DIO $F1F00200
28 $0051 : WAIT HST $0623A7C0
$0054 : NOP
30 % . . .
% (more r e p e t i t i o n s o f NOP/SET DIO/SET DIO/WAIT)
32 % . . .
$0117 : SET DIO $F0020001
34 $011A : SET DIO $F0020000
$011D : WAIT HST $06E976D0
36 $0120 : NOP
$0123 : SET DIO $000403D1
38 $0126 : SET DIO $000403D0
$0129 : WAIT HST $06F29E90
40 $012C : NOP
$012F : JMP ALWAYS $012C % wait u n t i l e t e r n i t y
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Figure E.3.: Settings of the main FPGA vi.
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Figure E.4.: Upper half of the main loop of the main FPGA vi, see also figures
E.5 and E.6. This part shows the reading of program data as well as
the main state machine. The big characters refer to other code blocks
shown in figure E.7 to E.13.
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Figure E.5.: Lower half of the main loop of the main FPGA vi, see also figures E.4
and E.6. This part shows the registers and operations on them. The
big characters refer to other code blocks shown in figure E.7 to E.13.
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Figure E.6.: The auxilery parts of the main FPGA vi, see also figures E.4 and E.5.
These are loops for the DDS, loading the program, as well as a loop
for generating a 20 MHz signal to synchronize external devices to the
FPGA, and a counter to synchronize the computer (or the FPGA)
with an external signal (with the aid of some more software). The big
characters refer to other code blocks shown in figure E.7 to E.13.
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Figure E.7.: Switch case A: inner state machine of the processor.
Figure E.8.: Switch case B: Global control of the program. Starting address is -3
because the first thing the CPU does is go to next instruction which
increases the program counter.
Figure E.9.: Switch case C:
Figure E.10.: Switch case D: Loading data into the pipeline to the DDS.
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Figure E.11.: Switch case E: State machine for the DDS. Wait for data in pipeline,
send new data to DDS.
Figure E.12.: Switch case E1: Wait for data in pipeline to DDS.
Figure E.13.: Switch case F: part of writing the data into the program memory.
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List of symbols and abreviations
Symbol Name Unit Reference
−→
A
Enclosed area of Sagnac and
Mach-Zehnder interferometer m
2 ch. B
−→a Acceleration, ∈ R3 m/s2 eq. 2.35
B Start point of an interferometer path(splitter), ∈ R3 m ch. B
b Number of bits - ch. 4.3.4−→
b Coordinate on Bloch sphere, ∈ R3 - ch. 2.1.4−→




∣∣∣C(M)N (l)∣∣∣ = 1→ factor,∣∣∣C(M)N (l)∣∣∣ = 0→ non-factor, ∈ {−1..1} - eq. 5.10
c Speed of light m/s tab. A.1
cg, ce Component factors of wave function - ch. 2.1.3
cm(l)
(Gauss-sum factorization), component
of C(M)N (l),∈ {−1..1}
eq. 5.9
D Doppler shift rate, D = 1/λ Hz/(m/s) eq. 3.1
D End point of an interferometer path(recombiner), ∈ R3 m ch. B
E Energy J
|e〉 Excited state - eq. 2.1
F Hyperfine quantum number - fig. A.1
f Frequency Hz
G Fourier transform of g
g Sensitivity function -−→g Gravity m/s2 ch. 2.5.3.5
|g〉 Ground state - eq. 2.1
H Weighting function, H = 2pifG
h Planck’s constant Js ch. 1.2
hm
Wavefront error map of the mth optical
component m ch. 2.5.3.6
~ Planck’s constant divided by 2pi Js tab. A.1
I Intensity W/m2
i Imaginary unit (i =
√−1) -
|i〉 Intermediate state - fig. 2.1
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Symbol Name Unit Reference−→
k Wave vector (2pi/λ), ∈ R3 rad/m
ks, kc Support variable for rotation matrix - eq. 2.25
kb Bolzmann’s constant J/K tab. A.1
L
Length between successiv pulses of a
matter wave interferometer m ch. 2.2
l Length of perimiter of a ringlaser m eq. 1.2
l
(Gauss-sum factorization) test factor,
∈ N - ch. 5.5
M Time evolution matrix, ∈ R3×3 - ch. 2.1.4
M
(Gauss-sum factorization), number of
terms - 1, ∈ N eq. 5.10
m Mass kg
m
(Gauss-sum factorization), number of
pulses - 1, ∈ N eq. 5.10
m Time evolution matrix, ∈ C2×2 - ch. 2.1.3
mf Zeeman quantum number - fig. A.1
N Number of atoms -
N
(Gauss-sum factorization) number to be
factorized, ∈ N - ch. 5.5
N˜ Normalization factor - eq. 2.43
n(−→r ) Refractive index at position −→r - eq. 2.66
nf , nφ Digital tuning word, ∈ N - ch. 4.3.4−→n Surface normal of mirror, ∈ R3 - ch. 2.5.3.5
P (♣) Probability of ♣ -




Pj Path of interferometer arm j - ch. B
p Impuls Kg·m/s
p Multiplier factor, ∈ N - eq. 4.4
q Divider factor, ∈ N - eq. 4.4
R Scattering rate 1/s ch. 2.5.4
r Comb line number - eq. 4.6−→r Position, ∈ R3 m
S(f) Noise power spectral density W/Hz
S Interferometer signal (0→ |g〉, 1→ |e〉) - ch. 2.3
T Time of free evolution s
T Temperature K ch. 2.4
t Time coordinate s
u(♠) Uncertainty of ♠
ux, uy,
uz
Components of rotation axis - eq. 2.25
−→u Rotation axis, −→u = (ux, uy, uz) ∈ R3 - eq. 2.25
v Velocity m/s
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Symbol Name Unit Reference−→v Velocity, ∈ R3 m/s
x Space coordinate m ch. 2.5.3.6
−→x Space coordinate vector,−→x = (x, y) ∈ R2 m ch. 2.5.3.6
y Space coordinate m ch. 2.5.3.6
α
Angle between atomic velocity and
mirror normal rad ch. 2.5.3.5
β
Angle between gravity and mirror
normal rad ch. 2.5.3.5
Γ Linewidth of the transition rad/s tab. A.2
∆
Detuning in the Raman process between
the two laser fields and |i〉 rad/s fig. 2.1
δ Detuning rad/s ch. 2.1.1
θ Interferometer signal offset - ch. 2.3−→κ Spatial frequency, ∈ R2 1/m ch. 2.5.3.6
λ Wavelength m
ξ Interferometer signal amplitude - ch. 2.3
σ Width of a distribution
τ Pulse length s
φ Phase rad
χ
High frequency components of
sensitivity function - eq. 2.54
|Ψ〉 Wave function - ch. 2.1.3
Ω Rabi frequency rad/s ch. 2.1.2−→
Ω Rotation rate, ∈ R3 rad/s
ω Laser frequency rad/s
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List of symbols and abreviations
Abreviation Description Reference
2D 2D MOT (in variable subscript)
3D 3D MOT/molasses (in variable subscript)
ADC Analog to Digital Converter
AOM Acousto Optic Modulator
BEC Bose-Einstein Condensate
CPLD Complex Progammable Logic Device (similar to
FPGA)
DAC Digital to Analog Converter
DDS Direct Digital Synthesizer ch. 4.3.4
EOM Electro Optic Modulator ch. 4.2.1
FTW Frequency Tuning Word ch. 4.3.4
FIFO First-in-first-out buffer
FPGA Field Programable Gate Array ch. 4.4.3
fv Frequency to voltage converter (in variable
subscript)
GPS Global Positioning System fig. 4.7
HWP Half Wave Plate
IF Intermediate Frequency (in a mixer)
ISA Industry Standart Architecture ch. D.2, [81]
MOT Magneto Optical Trap [53]
OCXO Ovenized Crystal Oscillator fig. 4.7
OPLL Optical Phase Locked Loop
QWP Quarter Wave Plate
PCB Printed Circuit Board
PCI Periferal Component Interface
PID Proportional-Integral-Differential controller ch. D.10
PLL Phase Locked Loop
POW Phase Offset Word ch. 4.3.4
ppm Part per million
R1 Raman master laser (in variable subscript)
R2 Raman slave laser (in variable subscript)
rect Rectangle function: 1 for |t| < 1/2, 0 otherwise
ref Reference (in variable subscript)
RF Radio Frequency
sinc Sinc function: sinc(x) = sin(x)
x
,1 when x=0
SRD Step Recovery Diode
SSR Solid State Relay
TA Tapered Amplifier
UHV Ultra High Vacuum ch. 3.1
USB Universal Serial Bus
VCO Voltage Controled Oscillator
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